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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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PIC16C5X
Pin Diagrams

Device Differences

Note 1: If you change from this device to another device, please verify oscillator characteristics in your application.

Device
Voltage
 Range

Oscillator
Selection
(Program)

Oscillator
Process

Technology
(Microns)

ROM
Equivalent

MCLR
Filter

PIC16C54 2.5-6.25 Factory See Note 1 1.2 PIC16CR54A No

PIC16C54A 2.0-6.25 User See Note 1 0.9 — No

PIC16C54C 2.5-5.5 User See Note 1 0.7 PIC16CR54C Yes

PIC16C55 2.5-6.25 Factory See Note 1 1.7 — No

PIC16C55A 2.5-5.5 User See Note 1 0.7 — Yes

PIC16C56 2.5-6.25 Factory See Note 1 1.7 — No

PIC16C56A 2.5-5.5 User See Note 1 0.7 PIC16CR56A Yes

PIC16C57 2.5-6.25 Factory See Note 1 1.2 — No

PIC16C57C 2.5-5.5 User See Note 1 0.7 PIC16CR57C Yes

PIC16C58B 2.5-5.5 User See Note 1 0.7 PIC16CR58B Yes

PIC16CR54A 2.5-6.25 Factory See Note 1 1.2 N/A Yes

PIC16CR54C 2.5-5.5 Factory See Note 1 0.7 N/A Yes

PIC16CR56A 2.5-5.5 Factory See Note 1 0.7 N/A Yes

PIC16CR57C 2.5-5.5 Factory See Note 1 0.7 N/A Yes

PIC16CR58B 2.5-5.5 Factory See Note 1 0.7 N/A Yes
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Note: The table shown above shows the generic names of the PIC16C5X devices. For device varieties, please
refer to Section 2.0.
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PIC16C5X
3.0 ARCHITECTURAL OVERVIEW  

The high performance of the PIC16C5X family can be
attributed to a number of architectural features com-
monly found in RISC microprocessors. To begin with,
the PIC16C5X uses a Harvard architecture in which
program and data are accessed on separate buses.
This improves bandwidth over traditional von Neumann
architecture where program and data are fetched on
the same bus. Separating program and data memory
further allows instructions to be sized differently than
the 8-bit wide data word. Instruction opcodes are 12
bits wide making it possible to have all single word
instructions. A 12-bit wide program memory access
bus fetches a 12-bit instruction in a single cycle. A two-
stage pipeline overlaps fetch and execution of instruc-
tions. Consequently, all instructions (33) execute in a
single cycle except for program branches. 

The PIC16C54/CR54 and PIC16C55 address 512 x 12
of program memory, the PIC16C56/CR56 address
1K x 12 of program memory, and the PIC16C57/CR57
and PIC16C58/CR58 address 2K x 12 of program
memory. All program memory is internal.

The PIC16C5X can directly or indirectly address its
register files and data memory. All special function reg-
isters including the program counter are mapped in the
data memory. The PIC16C5X has a highly orthogonal
(symmetrical) instruction set that makes it possible to
carry out any operation on any register using any
addressing mode. This symmetrical nature and lack of
‘special optimal situations’ make programming with the
PIC16C5X simple yet efficient. In addition, the learning
curve is reduced significantly.

The PIC16C5X device contains an 8-bit ALU and work-
ing register. The ALU is a general purpose arithmetic
unit. It performs arithmetic and Boolean functions
between data in the working register and any register
file.

The ALU is 8 bits wide and capable of addition, subtrac-
tion, shift and logical operations. Unless otherwise
mentioned, arithmetic operations are two's comple-
ment in nature. In two-operand instructions, typically
one operand is the W (working) register. The other
operand is either a file register or an immediate con-
stant. In single operand instructions, the operand is
either the W register or a file register.

The W register is an 8-bit working register used for ALU
operations. It is not an addressable register.

Depending on the instruction executed, the ALU may
affect the values of the Carry (C), Digit Carry (DC), and
Zero (Z) bits in the STATUS register. The C and DC bits
operate as a borrow and digit borrow out bit, respec-
tively, in subtraction. See the SUBWF and ADDWF
instructions for examples.

A simplified block diagram is shown in Figure 3-1, with
the corresponding device pins described in Table 3-1
(for PIC16C54/56/58) and Table 3-2 (for PIC16C55/
57).
 1997-2013 Microchip Technology Inc. Preliminary DS30453E-page 9



PIC16C5X
3.1 Clocking Scheme/Instruction 
Cycle

The clock input (OSC1/CLKIN pin) is internally divided
by four to generate four non-overlapping quadrature
clocks, namely Q1, Q2, Q3 and Q4. Internally, the pro-
gram counter is incremented every Q1 and the instruc-
tion is fetched from program memory and latched into
the instruction register in Q4. It is decoded and exe-
cuted during the following Q1 through Q4. The clocks
and instruction execution flow are shown in Figure 3-2
and Example 3-1.

3.2 Instruction Flow/Pipelining

An Instruction Cycle consists of four Q cycles (Q1, Q2,
Q3 and Q4). The instruction fetch and execute are
pipelined such that fetch takes one instruction cycle,
while decode and execute takes another instruction
cycle. However, due to the pipelining, each instruction
effectively executes in one cycle. If an instruction
causes the program counter to change (e.g., GOTO),
then two cycles are required to complete the instruction
(Example 3-1).

A fetch cycle begins with the program counter (PC)
incrementing in Q1.

In the execution cycle, the fetched instruction is latched
into the Instruction Register in cycle Q1. This instruc-
tion is then decoded and executed during the Q2, Q3
and Q4 cycles. Data memory is read during Q2 (oper-
and read) and written during Q4 (destination write).

FIGURE 3-2: CLOCK/INSTRUCTION CYCLE

EXAMPLE 3-1: INSTRUCTION PIPELINE FLOW

Q1 Q2 Q3 Q4 Q1 Q2 Q3 Q4 Q1 Q2 Q3 Q4

OSC1

Q1

Q2

Q3

Q4

PC

OSC2/CLKOUT
(RC mode)

PC PC+1 PC+2

Fetch INST (PC)
Execute INST (PC-1) Fetch INST (PC+1)

Execute INST (PC) Fetch INST (PC+2)
Execute INST (PC+1)

Internal
phase
clock

All instructions are single cycle, except for any program branches. These take two cycles since the fetch instruction
is “flushed” from the pipeline, while the new instruction is being fetched and then executed. 

1. MOVLW H'55' Fetch 1 Execute 1

2. MOVWF PORTB Fetch 2 Execute 2

3. CALL  SUB_1 Fetch 3 Execute 3

4. BSF   PORTA, BIT3 Fetch 4 Flush

Fetch SUB_1 Execute SUB_1
 1997-2013 Microchip Technology Inc. Preliminary DS30453E-page 13



PIC16C5X
5.2 Device Reset Timer (DRT)

The Device Reset Timer (DRT) provides an 18 ms
nominal time-out on RESET regardless of Oscillator
mode used. The DRT operates on an internal RC oscil-
lator. The processor is kept in RESET as long as the
DRT is active. The DRT delay allows VDD to rise above
VDD min., and for the oscillator to stabilize.

Oscillator circuits based on crystals or ceramic resona-
tors require a certain time after power-up to establish a
stable oscillation. The on-chip DRT keeps the device in
a RESET condition for approximately 18 ms after the
voltage on the MCLR/VPP pin has reached a logic high
(VIH) level. Thus, external RC networks connected to
the MCLR input are not required in most cases, allow-
ing for savings in cost-sensitive and/or space restricted
applications.

The Device Reset time delay will vary from chip to chip
due to VDD, temperature, and process variation. See
AC parameters for details.

The DRT will also be triggered upon a Watchdog Timer
time-out. This is particularly important for applications
using the WDT to wake the PIC16C5X from SLEEP
mode automatically.

5.3 Reset on Brown-Out

A brown-out is a condition where device power (VDD)
dips below its minimum value, but not to zero, and then
recovers. The device should be RESET in the event of
a brown-out.

To RESET PIC16C5X devices when a brown-out
occurs, external brown-out protection circuits may be
built, as shown in Figure 5-6, Figure 5-7 and Figure 5-
8.

FIGURE 5-6: EXTERNAL BROWN-OUT 
PROTECTION CIRCUIT 1 

FIGURE 5-7: EXTERNAL BROWN-OUT 
PROTECTION CIRCUIT 2 

FIGURE 5-8: EXTERNAL BROWN-OUT 
PROTECTION CIRCUIT 3

This circuit will activate RESET when VDD goes below Vz
+ 0.7V (where Vz = Zener voltage).

33K
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40K

VDD

MCLR

PIC16C5X

VDD

Q1

This brown-out circuit is less expensive, although
less accurate.  Transistor Q1 turns off when VDD

is below a certain level such that:

VDD •
R1

R1 + R2
= 0.7V

R2 40K

VDD

MCLR

PIC16C5X

R1

Q1

VDD

This brown-out protection circuit employs Micro-
chip Technology’s MCP809 microcontroller
supervisor.  The MCP8XX and MCP1XX families
of supervisors provide push-pull and open collec-
tor outputs with both "active high and active low"
RESET pins. There are 7 different trip point selec-
tions to accommodate 5V and 3V systems.

MCLR

PIC16C5X

VDD

Vss
RST

MCP809

VDD

bypass
capacitor

VDD
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PIC16C5X
COMF Complement f

Syntax: [ label ]   COMF    f,d

Operands: 0  f  31
d  [0,1]

Operation: (f)  (dest)

Status Affected: Z

Encoding: 0010 01df ffff

Description: The contents of register 'f' are 
complemented. If 'd' is 0 the result 
is stored in the W register. If 'd' is 1 
the result is stored back in
register 'f'.

Words: 1

Cycles: 1

Example: COMF REG1,0

Before Instruction
REG1 = 0x13

After Instruction
REG1 = 0x13
W = 0xEC

DECF Decrement f

Syntax: [ label ]   DECF  f,d

Operands: 0  f  31
d  [0,1]

Operation: (f) – 1  (dest)

Status Affected: Z

Encoding: 0000 11df ffff

Description: Decrement register 'f'. If 'd' is 0 the 
result is stored in the W register. If 
'd' is 1 the result is stored back in 
register 'f'.

Words: 1

Cycles: 1

Example: DECF    CNT, 1

Before Instruction
CNT = 0x01
Z = 0

After Instruction
CNT = 0x00
Z = 1

DECFSZ Decrement f, Skip if 0

Syntax: [ label ]   DECFSZ   f,d

Operands: 0  f  31
d  [0,1]

Operation: (f) – 1  d;    skip if result = 0

Status Affected: None

Encoding: 0010 11df ffff

Description: The contents of register 'f' are dec-
remented. If 'd' is 0 the result is 
placed in the W register. If 'd' is 1 
the result is placed back in 
register 'f'.
If the result is 0, the next instruc-
tion, which is already fetched, is 
discarded and a NOP is executed 
instead making it a two-cycle 
instruction.

Words: 1

Cycles: 1(2)

Example: HERE     DECFSZ   CNT, 1
         GOTO     LOOP
CONTINUE •
         •
         •

Before Instruction
PC = address(HERE)

After Instruction
CNT = CNT - 1;
if CNT = 0,
PC = address (CONTINUE);
if CNT  0,
PC = address (HERE+1)
DS30453E-page 54 Preliminary  1997-2013 Microchip Technology Inc.



PIC16C5X
GOTO Unconditional Branch

Syntax: [ label ]    GOTO   k

Operands: 0  k  511

Operation: k  PC<8:0>;
STATUS<6:5>  PC<10:9>

Status Affected: None

Encoding: 101k kkkk kkkk

Description: GOTO is an unconditional branch. 
The 9-bit immediate value is 
loaded into PC bits <8:0>. The 
upper bits of PC are loaded from 
STATUS<6:5>. GOTO is a two-
cycle instruction.

Words: 1

Cycles: 2

Example: GOTO THERE

After Instruction
PC = address (THERE)

INCF Increment f

Syntax: [ label ]    INCF   f,d

Operands: 0  f  31
d  [0,1]

Operation: (f) + 1  (dest)

Status Affected: Z

Encoding: 0010 10df ffff

Description: The contents of register 'f' are 
incremented. If 'd' is 0 the result is 
placed in the W register. If 'd' is 1 
the result is placed back in 
register 'f'.

Words: 1

Cycles: 1

Example: INCF CNT, 1

Before Instruction
CNT = 0xFF
Z = 0

After Instruction
CNT = 0x00
Z = 1

INCFSZ Increment f, Skip if 0

Syntax: [ label ]    INCFSZ   f,d

Operands: 0  f  31
d  [0,1]

Operation: (f) + 1  (dest), skip if result = 0

Status Affected: None

Encoding: 0011 11df ffff

Description: The contents of register 'f' are 
incremented. If 'd' is 0 the result is 
placed in the W register. If 'd' is 1 
the result is placed back in 
register 'f'.
If the result is 0, then the next 
instruction, which is already 
fetched, is discarded and a NOP is 
executed instead making it a two-
cycle instruction.

Words: 1

Cycles: 1(2)

Example: HERE     INCFSZ     CNT, 1
         GOTO      LOOP
CONTINUE •
         •
         •

Before Instruction
PC = address (HERE)

After Instruction
CNT = CNT + 1;
if CNT = 0,
PC = address (CONTINUE);
if CNT  0,
PC = address (HERE +1)
 1997-2013 Microchip Technology Inc. Preliminary DS30453E-page 55



PIC16C5X
11.0 DEVELOPMENT SUPPORT

The PIC® microcontrollers are supported with a full
range of hardware and software development tools:

• Integrated Development Environment

- MPLAB® IDE Software

• Assemblers/Compilers/Linkers

- MPASMTM Assembler

- MPLAB C17 and MPLAB C18 C Compilers

- MPLINKTM Object Linker/
MPLIBTM Object Librarian

• Simulators

- MPLAB SIM Software Simulator

• Emulators

- MPLAB ICE 2000 In-Circuit Emulator

- ICEPIC™ In-Circuit Emulator

• In-Circuit Debugger

- MPLAB ICD 

• Device Programmers

- PRO MATE® II Universal Device Programmer

- PICSTART® Plus Entry-Level Development
Programmer

• Low Cost Demonstration Boards

- PICDEMTM 1 Demonstration Board

- PICDEM 2 Demonstration Board

- PICDEM 3 Demonstration Board

- PICDEM 17 Demonstration Board

- KEELOQ® Demonstration Board

11.1 MPLAB Integrated Development 
Environment Software

The MPLAB IDE software brings an ease of software
development previously unseen in the 8-bit microcon-
troller market. The MPLAB IDE is a Windows®-based
application that contains:

• An interface to debugging tools

- simulator

- programmer (sold separately)

- emulator (sold separately)

- in-circuit debugger (sold separately)

• A full-featured editor

• A project manager

• Customizable toolbar and key mapping

• A status bar

• On-line help

The MPLAB IDE allows you to:

• Edit your source files (either assembly or ‘C’)

• One touch assemble (or compile) and download 
to PIC MCU emulator and simulator tools (auto-
matically updates all project information)

• Debug using:

- source files

- absolute listing file

- machine code

The ability to use MPLAB IDE with multiple debugging
tools allows users to easily switch from the cost-
effective simulator to a full-featured emulator with
minimal retraining.

11.2 MPASM Assembler

The MPASM assembler is a full-featured universal
macro assembler for all PIC MCUs.

The MPASM assembler has a command line interface
and a Windows shell. It can be used as a stand-alone
application on a Windows 3.x or greater system, or it
can be used through MPLAB IDE. The MPASM assem-
bler generates relocatable object files for the MPLINK
object linker, Intel® standard HEX files, MAP files to
detail memory usage and symbol reference, an abso-
lute LST file that contains source lines and generated
machine code, and a COD file for debugging.

The MPASM assembler features include:

• Integration into MPLAB IDE projects.

• User-defined macros to streamline assembly 
code.

• Conditional assembly for multi-purpose source 
files.

• Directives that allow complete control over the 
assembly process.

11.3 MPLAB C17 and MPLAB C18 
C Compilers

The MPLAB C17 and MPLAB C18 Code Development
Systems are complete ANSI ‘C’ compilers for
Microchip’s PIC17CXXX and PIC18CXXX family of
microcontrollers, respectively. These compilers provide
powerful integration capabilities and ease of use not
found with other compilers.

For easier source level debugging, the compilers pro-
vide symbol information that is compatible with the
MPLAB IDE memory display.
 1997-2013 Microchip Technology Inc. Preliminary DS30453E-page 61



PIC16C5X
FIGURE 13-5: TIMER0 CLOCK TIMINGS - PIC16CR54A 

TABLE 13-4: TIMER0 CLOCK REQUIREMENTS - PIC16CR54A 

AC Characteristics

Standard Operating Conditions (unless otherwise specified)
Operating Temperature 0C  TA  +70C for commercial

–40C  TA  +85C for industrial
–40C  TA  +125C for extended

Param 
No.

Symbol Characteristic Min Typ† Max Units Conditions

40 Tt0H T0CKI High Pulse Width
- No Prescaler 0.5 TCY + 20* — — ns

- With Prescaler 10* — — ns

41 Tt0L T0CKI Low Pulse Width
- No Prescaler 0.5 TCY + 20* — — ns

- With Prescaler 10* — — ns

42 Tt0P T0CKI Period 20 or TCY + 40*
          N

— — ns Whichever is greater.
N = Prescale Value

(1, 2, 4,..., 256)

* These parameters are characterized but not tested.

† Data in the Typical (“Typ”) column is at 5.0V, 25°C unless otherwise stated. These parameters are for design
guidance only and are not tested.

T0CKI

40 41

42
Note: Please refer to Figure 13.1 for load conditions.
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PIC16C5X

DS3
FIGURE 16-2: TYPICAL RC OSCILLATOR FREQUENCY vs. VDD, CEXT = 20 PF, 25C 

FIGURE 16-3: TYPICAL RC OSCILLATOR FREQUENCY vs. VDD, CEXT = 100 PF, 25C 
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PIC16C5X
FIGURE 17-3: PIC16LC54C/55A/56A/57C/58B VOLTAGE-FREQUENCY GRAPH, 
0C  TA  +85C

FIGURE 17-4: PIC16LC54C/55A/56A/57C/58B VOLTAGE-FREQUENCY GRAPH, 
-40C  TA  0C
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2: The maximum rated speed of the part limits the permissible combinations of voltage and frequency.
Please reference the Product Identification System section for the maximum rated speed of the parts.
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PIC16C5X
19.0 ELECTRICAL CHARACTERISTICS - PIC16LC54C 40MHz

Absolute Maximum Ratings(†)

Ambient temperature under bias............................................................................................................ –55°C to +125°C

Storage temperature .............................................................................................................................  –65°C to +150°C

Voltage on VDD with respect to VSS ..................................................................................................................0 to +7.5V

Voltage on MCLR with respect to VSS................................................................................................................0 to +14V

Voltage on all other pins with respect to VSS ................................................................................. –0.6V to (VDD + 0.6V)

Total power dissipation(1) .....................................................................................................................................800 mW

Max. current out of VSS pin ...................................................................................................................................150 mA

Max. current into VDD pin ......................................................................................................................................100 mA

Max. current into an input pin (T0CKI only) 500 A

Input clamp current, IIK (VI  < 0 or VI  > VDD) 20 mA

Output clamp current, IOK (VO < 0 or VO > VDD)  20 mA

Max. output current sunk by any I/O pin .................................................................................................................25 mA

Max. output current sourced by any I/O pin ............................................................................................................20 mA

Max. output current sourced by a single I/O (Port A, B or C) .................................................................................50 mA

Max. output current sunk by a single I/O (Port A, B or C) .......................................................................................50 mA

Note 1: Power dissipation is calculated as follows: Pdis = VDD x {IDD -  IOH} +  {(VDD-VOH) x IOH} + (VOL x IOL)

† NOTICE: Stresses above those listed under "Maximum Ratings" may cause permanent damage to the device.
This is a stress rating only and functional operation of the device at those or any other conditions above those indi-
cated in the operation listings of this specification is not implied.  Exposure to maximum rating conditions for
extended periods may affect device reliability.
 1997-2013 Microchip Technology Inc. Preliminary DS30453E-page 155



PIC16C5X
19.3 Timing Parameter Symbology and Load Conditions

The timing parameter symbols have been created with one of the following formats:

    

1. TppS2ppS

2. TppS

T

F Frequency T Time

Lowercase letters (pp) and their meanings:

pp

2 to mc MCLR

ck CLKOUT osc oscillator

cy cycle time os OSC1

drt device reset timer t0 T0CKI

io I/O port wdt watchdog timer

Uppercase letters and their meanings:

S

F Fall P Period

H High R Rise

I Invalid (Hi-impedance) V Valid

L Low Z Hi-impedance

FIGURE 19-2: LOAD CONDITIONS FOR DEVICE TIMING SPECIFICATIONS - 
PIC16C54C/C55A/C56A/C57C/C58B-40

CL = 50 pF for all pins except OSC2 

0 pF for OSC2 in HS mode for 
operation between 
20 MHz to 40 MHz

CL

VSS

Pin
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20.0 DEVICE CHARACTERIZATION - PIC16LC54C 40MHz

The graphs and tables provided following this note are a statistical summary based on a limited number of samples and
are provided for informational purposes only. The performance characteristics listed herein are not tested or guaran-
teed. In some graphs or tables, the data presented may be outside the specified operating range (e.g., outside specified
power supply range) and therefore outside the warranted range.

 “Typical” represents the mean of the distribution at 25°C. “Maximum” or “minimum” represents (mean + 3) or (mean
– 3) respectively, where  is a standard deviation, over the whole temperature range.

FIGURE 20-1: TYPICAL IPD vs. VDD, WATCHDOG DISABLED (25C) 
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Typical:  statistical mean @ 25°C
Maximum:  mean + 3s (-40°C to 125°C) 
Minimum:   mean – 3s (-40°C to 125°C)
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FIGURE 20-4: VTH (INPUT THRESHOLD TRIP POINT VOLTAGE) OF I/O PINS vs. VDD

FIGURE 20-5: VTH (INPUT THRESHOLD TRIP POINT VOLTAGE) OF OSC1 INPUT
(HS MODE) vs. VDD
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FIGURE 20-6: TYPICAL IDD vs. VDD (40 MHZ, WDT DISABLED, HS MODE, 70C)

12

11

10

9.0

8.0

7.0

6.0

5.0

4.0

3.5 4.0 4.5 5.0 5.5 6.0 6.5

ID
D

 (
m

A
)

   

VDD (Volts)

Typical:  statistical mean @ 25°C
Maximum:  mean + 3s (-40°C to 125°C) 
Minimum:   mean – 3s (-40°C to 125°C)
DS30453E-page 168 Preliminary  1997-2013 Microchip Technology Inc.



PIC16C5X
21.0 PACKAGING INFORMATION

21.1 Package Marketing Information  

XXXXXXXXXXXXXXXXX
XXXXXXXXXXXXXXXXX

YYWWNNN

18-Lead PDIP

28-Lead Skinny PDIP (.300")

YYWWNNN

PIC16C56A

0023CBA

Example

Example

-04I/SP456

0023CBA

PIC16C55A

YYWWNNN

28-Lead PDIP (.600")

-04/P126

0042CDA

Example

PIC16C55A

XXXXXXXXXXXXXXXXX
XXXXXXXXXXXXXXXXX

XXXXXXXXXXXXXXX
XXXXXXXXXXXXXXX
XXXXXXXXXXXXXXX

18-Lead SOIC

XXXXXXXXXXXX

YYWWNNN

28-Lead SOIC

YYWWNNN

XXXXXXXXXXXXXXXXXXXX

20-Lead SSOP

YYWWNNN

XXXXXXXXXXX

Example

PIC16C54C

0018CDK

-04/S0218

Example

0015CBK

PIC16C57C

Example

-04/SS218
0020CBP

PIC16C54C

28-Lead SSOP

XXXXXXXXXXXX

Example

0025CBK

PIC16C57C
-04/SS123

XXXXXXXXXXXX
XXXXXXXXXXXX

XXXXXXXXXXXXXXXXXXXX -04/SO

XXXXXXXXXXX

XXXXXXXXXXXX

-04I/P456

XXXXXXXXXXXXXXXXXXXX

YYWWNNN
 1997-2013 Microchip Technology Inc. Preliminary DS30453E-page 171



PIC16C5X
28-Lead Plastic Dual In-line (P) – 600 mil (PDIP)

1510515105Mold Draft Angle Bottom

1510515105Mold Draft Angle Top

17.2716.5115.75.680.650.620eBOverall Row Spacing §

0.560.460.36.022.018.014BLower Lead Width

1.781.270.76.070.050.030B1Upper Lead Width

0.380.290.20.015.012.008cLead Thickness

3.433.303.05.135.130.120LTip to Seating Plane

37.2136.3235.431.4651.4301.395DOverall Length

14.2213.8412.83.560.545.505E1Molded Package Width

15.8815.2415.11.625.600.595EShoulder to Shoulder Width

0.38.015A1Base to Seating Plane

4.063.813.56.160.150.140A2Molded Package Thickness

4.834.454.06.190.175.160ATop to Seating Plane

2.54.100pPitch

2828nNumber of Pins

MAXNOMMINMAXNOMMINDimension Limits

MILLIMETERSINCHES*Units

2

1

D

n

E1

c



eB

E



p

L

A2

B
A1

A

B1

* Controlling Parameter

Notes:
Dimensions D and E1 do not include mold flash or protrusions. Mold flash or protrusions shall not exceed 
.010” (0.254mm) per side.
JEDEC Equivalent:  MO-011
Drawing No. C04-079

§ Significant Characteristic

Note: For the most current package drawings, please see the Microchip Packaging Specification located
at http://www.microchip.com/packaging
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PIC16C56/CR56 ......................................................... 25
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MOVLW............................................................................... 56
MOVWF .............................................................................. 57
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PORTC................................................................................ 35
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Power-On Reset (POR) ...................................................... 21
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Q
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R
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Read-Modify-Write.............................................................. 36
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S
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SLEEP .................................................................... 43, 47, 58
Software Simulator (MPLAB SIM) ...................................... 62
Special Features of the CPU .............................................. 43
Special Function Registers ................................................. 28
Stack................................................................................... 32
STATUS Register ........................................................... 9, 29
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SUBWF............................................................................... 59
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T
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Switching Prescaler Assignment ................................ 40
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Value on reset............................................................. 20
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