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What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade

Details

Product Status Active

Core Processor PIC

Core Size 8-Bit

Speed 20MHz

Connectivity -

Peripherals POR, WDT

Number of I/O 12

Program Memory Size 1.5KB (1K x 12)

Program Memory Type OTP

EEPROM Size -

RAM Size 25 x 8

Voltage - Supply (Vcc/Vdd) 3V ~ 5.5V

Data Converters -

Oscillator Type External

Operating Temperature -40°C ~ 85°C (TA)

Mounting Type Surface Mount

Package / Case 20-SSOP (0.209", 5.30mm Width)

Supplier Device Package 20-SSOP

Purchase URL https://www.e-xfl.com/product-detail/microchip-technology/pic16c56a-20i-ss

Email: info@E-XFL.COM Address: Room A, 16/F, Full Win Commercial Centre, 573 Nathan Road, Mongkok, Hong Kong

https://www.e-xfl.com/product/pdf/pic16c56a-20i-ss-4423873
https://www.e-xfl.com
https://www.e-xfl.com/product/filter/embedded-microcontrollers
https://www.e-xfl.com/product/filter/embedded-microcontrollers
https://www.e-xfl.com/product/filter/embedded-microcontrollers
https://www.e-xfl.com/product/filter/embedded-microcontrollers
https://www.e-xfl.com/product/filter/embedded-microcontrollers


PIC16C5X
FIGURE 8-3: TIMER0 TIMING: INTERNAL CLOCK/NO PRESCALER    

FIGURE 8-4: TIMER0 TIMING: INTERNAL CLOCK/PRESCALER 1:2    

TABLE 8-1: REGISTERS ASSOCIATED WITH TIMER0

Address Name Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0
Value on 
Power-on 

Reset

Value on 
MCLR and 
WDT Reset

01h TMR0 Timer0 - 8-bit real-time clock/counter xxxx xxxx uuuu uuuu

N/A OPTION — — T0CS T0SE PSA PS2 PS1 PS0 --11 1111 --11 1111

Legend: x = unknown, u = unchanged, - = unimplemented. Shaded cells not used by Timer0.

PC-1

Q1 Q2 Q3 Q4 Q1 Q2 Q3 Q4 Q1 Q2 Q3 Q4 Q1 Q2 Q3 Q4 Q1 Q2 Q3 Q4 Q1 Q2 Q3 Q4 Q1 Q2 Q3 Q4 Q1 Q2 Q3 Q4PC
(Program
Counter)

Instruction
Fetch

Timer0

PC PC+1 PC+2 PC+3 PC+4 PC+5 PC+6

T0 T0+1 T0+2 NT0 NT0 NT0 NT0+1 NT0+2

MOVWF TMR0 MOVF TMR0,W MOVF TMR0,W MOVF TMR0,W MOVF TMR0,W MOVF TMR0,W

Write TMR0
executed

Read TMR0
reads NT0

Read TMR0
reads NT0

Read TMR0
reads NT0

Read TMR0
reads NT0 + 1

Read TMR0
reads NT0 + 2

Instruction
Executed

PC-1

Q1 Q2 Q3 Q4 Q1 Q2 Q3 Q4 Q1 Q2 Q3 Q4 Q1 Q2 Q3 Q4 Q1 Q2 Q3 Q4 Q1 Q2 Q3 Q4 Q1 Q2 Q3 Q4 Q1 Q2 Q3 Q4PC
(Program
Counter)

Instruction
Fetch

Timer0

PC PC+1 PC+2 PC+3 PC+4 PC+5 PC+6

T0 NT0+1

MOVWF TMR0 MOVF TMR0,W MOVF TMR0,W MOVF TMR0,W MOVF TMR0,W MOVF TMR0,W

Write TMR0
executed

Read TMR0
reads NT0

Read TMR0
reads NT0

Read TMR0
reads NT0

Read TMR0
reads NT0

Read TMR0
reads NT0 + 1

T0+1 NT0

Instruction
Execute

T0
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PIC16C5X
FIGURE 8-6: BLOCK DIAGRAM OF THE TIMER0/WDT PRESCALER    
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PIC16C5X
12.1 DC Characteristics: PIC16C54/55/56/57-RC, XT, 10, HS, LP (Commercial) 

PIC16C54/55/56/57-RC, XT, 10, HS, LP
(Commercial)

Standard Operating Conditions (unless otherwise specified)
Operating Temperature  0°C  TA  +70°C for commercial

Param
No.

Symbol Characteristic/Device Min Typ† Max Units Conditions

D001 VDD Supply Voltage
PIC16C5X-RC
PIC16C5X-XT
PIC16C5X-10
PIC16C5X-HS
PIC16C5X-LP

3.0
3.0
4.5
4.5
2.5

—
—
—
—
—

6.25
6.25
5.5
5.5

6.25

V
V
V
V
V

D002 VDR RAM Data Retention Voltage(1) 1.5* — V Device in SLEEP Mode

D003 VPOR VDD Start Voltage to ensure 
Power-on Reset

VSS — V See Section 5.1 for details on 
Power-on Reset

D004 SVDD VDD Rise Rate to ensure 
Power-on Reset

0.05* — — V/ms See Section 5.1 for details on 
Power-on Reset

D010 IDD Supply Current(2)

PIC16C5X-RC(3)

PIC16C5X-XT
PIC16C5X-10
PIC16C5X-HS
PIC16C5X-HS
PIC16C5X-LP

—
—
—
—
—
—

1.8
1.8
4.8
4.8
9.0
15

3.3
3.3
10
10
20
32

mA
mA
mA
mA
mA
A

FOSC = 4 MHz, VDD = 5.5V
FOSC = 4 MHz, VDD = 5.5V
FOSC = 10 MHz, VDD = 5.5V
FOSC = 10 MHz, VDD = 5.5V
FOSC = 20 MHz, VDD = 5.5V
FOSC = 32 kHz, VDD = 3.0V, 
WDT disabled

D020 IPD Power-down Current(2) —
—

4.0
0.6

12
9

A
A

VDD = 3.0V, WDT enabled
VDD = 3.0V, WDT disabled

* These parameters are characterized but not tested.

† Data in “Typ” column is based on characterization results at 25C.This data is for design guidance only and is
not tested.

Note 1: This is the limit to which VDD can be lowered in SLEEP mode without losing RAM data.
2: The supply current is mainly a function of the operating voltage and frequency. Other factors such as bus 

loading, oscillator type, bus rate, internal code execution pattern and temperature also have an impact on 
the current consumption.
a) The test conditions for all IDD measurements in active Operation mode are: OSC1 = external square

wave, from rail-to-rail; all I/O pins tristated, pulled to VSS, T0CKI = VDD, MCLR = VDD; WDT
enabled/disabled as specified. 

b) For standby current measurements, the conditions are the same, except that the device is in SLEEP
mode. The power-down current in SLEEP mode does not depend on the oscillator type. 

3: Does not include current through REXT. The current through the resistor can be estimated by the formula: 
IR = VDD/2REXT (mA) with REXT in k.
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PIC16C5X
12.6 Timing Parameter Symbology and Load Conditions

The timing parameter symbols have been created with one of the following formats:

FIGURE 12-1: LOAD CONDITIONS FOR DEVICE TIMING SPECIFICATIONS - PIC16C54/55/56/57

1. TppS2ppS

2. TppS

T

F Frequency T Time

Lowercase letters (pp) and their meanings:

pp

2 to mc MCLR

ck CLKOUT osc oscillator

cy cycle time os OSC1

drt device reset timer t0 T0CKI

io I/O port wdt watchdog timer

Uppercase letters and their meanings:

S

F Fall P Period

H High R Rise

I Invalid (Hi-impedance) V Valid

L Low Z Hi-impedance

CL

VSS

Pin CL = 50 pF for all pins and OSC2 for RC mode

0 - 15 pF for OSC2 in XT, HS or LP modes when 
external clock is used to drive OSC1
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PIC16C5X
IPD Power-down Current(2)

D006 PIC16LCR54A-Commercial —
—
—
—

1.0
2.0
3.0
5.0

6.0
8.0*
15
25

A
A
A
A

VDD = 2.5V, WDT disabled
VDD = 4.0V, WDT disabled
VDD = 6.0V, WDT disabled
VDD = 6.0V, WDT enabled

D006A PIC16CR54A-Commercial —
—
—
—

1.0
2.0
3.0
5.0

6.0
8.0*
15
25

A
A
A
A

VDD = 2.5V, WDT disabled
VDD = 4.0V, WDT disabled
VDD = 6.0V, WDT disabled
VDD = 6.0V, WDT enabled

D007 PIC16LCR54A-Industrial —
—
—
—
—

1.0
2.0
3.0
3.0
5.0

8.0
10*
20*
18
45

A
A
A
A
A

VDD = 2.5V, WDT disabled
VDD = 4.0V, WDT disabled
VDD = 4.0V, WDT enabled
VDD = 6.0V, WDT disabled
VDD = 6.0V, WDT enabled

D007A PIC16CR54A-Industrial —
—
—
—
—

1.0
2.0
3.0
3.0
5.0

8.0
10*
20*
18
45

A
A
A
A
A

VDD = 2.5V, WDT disabled
VDD = 4.0V, WDT disabled
VDD = 4.0V, WDT enabled
VDD = 6.0V, WDT disabled
VDD = 6.0V, WDT enabled

13.1 DC Characteristics: PIC16CR54A-04, 10, 20, PIC16LCR54A-04 (Commercial) 
PIC16CR54A-04I, 10I, 20I, PIC16LCR54A-04I (Industrial)

PIC16LCR54A-04
PIC16LCR54A-04I

(Commercial, Industrial)

Standard Operating Conditions (unless otherwise specified)
Operating Temperature 0°C  TA  +70°C for commercial

–40°C  TA  +85°C for industrial

PIC16CR54A-04, 10, 20
PIC16CR54A-04I, 10I, 20I

(Commercial, Industrial)

Standard Operating Conditions (unless otherwise specified)
Operating Temperature 0°C  TA  +70°C for commercial

–40°C  TA  +85°C for industrial

Param 
No.

Symbol Characteristic/Device Min Typ† Max Units Conditions

Legend: Rows with standard voltage device data only are shaded for improved readability.

* These parameters are characterized but not tested.

† Data in “Typ” column is at 5V, 25°C, unless otherwise stated. These parameters are for design guidance only,
and are not tested. 

Note 1: This is the limit to which VDD can be lowered in SLEEP mode without losing RAM data.
2: The supply current is mainly a function of the operating voltage and frequency. Other factors such as bus 

loading, oscillator type, bus rate, internal code execution pattern and temperature also have an impact on 
the current consumption.

a) The test conditions for all IDD measurements in active Operation mode are: OSC1 = external square
wave, from rail-to-rail; all I/O pins tristated, pulled to VSS, T0CKI = VDD, MCLR = VDD; WDT enabled/
disabled as specified. 

b) For standby current measurements, the conditions are the same, except that the device is in SLEEP
mode. The power-down current in SLEEP mode does not depend on the oscillator type. 

3: Does not include current through REXT. The current through the resistor can be estimated by the formula: 
IR = VDD/2REXT (mA) with REXT in k.
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PIC16C5X
13.4 DC Characteristics: PIC16CR54A-04E, 10E, 20E (Extended)

DC CHARACTERISTICS
Standard Operating Conditions (unless otherwise specified)
Operating Temperature –40°C  TA  +125°C for extended

Param
No.

Symbol Characteristic Min Typ† Max Units Conditions

D030 VIL Input Low Voltage
I/O ports
MCLR (Schmitt Trigger)
T0CKI (Schmitt Trigger)
OSC1 (Schmitt Trigger)
OSC1

Vss
Vss
Vss
Vss
Vss

—
—
—
—
—

0.15 VDD

0.15 VDD

0.15 VDD

0.15 VDD

0.3 VDD

V
V
V
V
V

Pin at hi-impedance

RC mode only(3)

XT, HS and LP modes

D040 VIH Input High Voltage
I/O ports
I/O ports
I/O ports
MCLR (Schmitt Trigger)
T0CKI (Schmitt Trigger)
OSC1 (Schmitt Trigger)
OSC1

0.45 VDD

2.0
0.36 VDD

0.85 VDD

0.85 VDD

0.85 VDD

0.7 VDD

—
—
—
—
—
—
—

VDD

VDD

VDD

VDD

VDD

VDD

VDD

V
V
V
V
V
V
V

For all VDD(4)

4.0V < VDD  5.5V(4)

VDD > 5.5V

RC mode only(3)

XT, HS and LP modes

D050 VHYS Hysteresis of Schmitt 
Trigger inputs

0.15 VDD* — — V

D060 IIL Input Leakage Current(1,2)

I/O ports

MCLR
MCLR
T0CKI
OSC1

–1.0

–5.0
—

–3.0
–3.0

0.5

—
0.5
0.5
0.5

+1.0

—
+5.0
+3.0
+3.0

A

A
A
A
A

For VDD  5.5V:
VSS  VPIN  VDD, 
pin at hi-impedance
VPIN = VSS + 0.25V
VPIN = VDD

VSS  VPIN  VDD

VSS  VPIN  VDD,
XT, HS and LP modes

D080 VOL Output Low Voltage
I/O ports
OSC2/CLKOUT

—
—

—
—

0.6
0.6

V
V

IOL = 8.7 mA, VDD = 4.5V
IOL = 1.6 mA, VDD = 4.5V,
RC mode only

D090 VOH Output High Voltage(2)

I/O ports
OSC2/CLKOUT

VDD – 0.7
VDD – 0.7

—
—

—
—

V
V

IOH = –5.4 mA, VDD = 4.5V
IOH = –1.0 mA, VDD = 4.5V,
RC mode only

* These parameters are characterized but not tested.

† Data in the Typical (“Typ”) column is based on characterization results at 25C. This data is for design guid-
ance only and is not tested.

Note 1: The leakage current on the MCLR/VPP pin is strongly dependent on the applied voltage level. The specified 
levels represent normal operating conditions. Higher leakage current may be measured at different input 
voltage.

2: Negative current is defined as coming out of the pin.
3: For the RC mode, the OSC1/CLKIN pin is a Schmitt Trigger input. It is not recommended that the PIC16C5X 

be driven with external clock in RC mode.
4: The user may use the better of the two specifications.
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PIC16C5X

DS
FIGURE 14-2: TYPICAL RC OSC 
FREQUENCY vs. VDD, 
CEXT = 20 PF 

FIGURE 14-3: TYPICAL RC OSC 
FREQUENCY vs. VDD,
CEXT = 100 PF 
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PIC16C5X
FIGURE 14-9: VTH (INPUT THRESHOLD VOLTAGE) OF I/O PINS vs. VDD

FIGURE 14-10: VIH, VIL OF MCLR, T0CKI AND OSC1 (RC MODE) vs. VDD
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Note: These input pins have Schmitt Trigger input buffers.
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PIC16C5X
 

15.2 DC Characteristics: PIC16C54A-04E, 10E, 20E (Extended) 
PIC16LC54A-04E (Extended)

PIC16LC54A-04E
(Extended)

Standard Operating Conditions (unless otherwise specified)
Operating Temperature –40°C  TA  +125C for extended

PIC16C54A-04E, 10E, 20E
(Extended)

Standard Operating Conditions (unless otherwise specified)
Operating Temperature –40°C  TA  +125C for extended

Param
No.

Symbol Characteristic Min Typ† Max Units Conditions

VDD Supply Voltage

D001 PIC16LC54A 3.0
2.5

—
—

6.25
6.25

V
V

XT and RC modes
LP mode

D001A PIC16C54A 3.5
4.5

—
—

5.5
5.5

V
V

RC and XT modes
HS mode

D002 VDR RAM Data Retention Voltage(1) — 1.5* — V Device in SLEEP mode

D003 VPOR VDD Start Voltage to ensure 
Power-on Reset

— Vss — V See Section 5.1 for details on 
Power-on Reset

D004 SVDD VDD Rise Rate to ensure 
Power-on Reset

0.05* — — V/ms See Section 5.1 for details on 
Power-on Reset

IDD Supply Current(2)

D010 PIC16LC54A —

—

—

—

0.5

11

11

11

25

27

35

37

mA

A

A

A

FOSC = 4.0 MHz, VDD = 5.5V,
RC(3) and XT modes
FOSC = 32 kHz, VDD = 2.5V,
LP mode, Commercial
FOSC = 32 kHz, VDD = 2.5V,
LP mode, Industrial
FOSC = 32 kHz, VDD = 2.5V,
LP mode, Extended

D010A PIC16C54A —

—

—

1.8

4.8

9.0

3.3

10

20

mA

mA

mA

FOSC = 4.0 MHz, VDD = 5.5V,
RC(3) and XT modes
FOSC = 10 MHz, VDD = 5.5V,
HS mode
FOSC = 20 MHz, VDD = 5.5V,
HS mode

Legend: Rows with standard voltage device data only are shaded for improved readability.

* These parameters are characterized but not tested.

† Data in the Typical (“Typ”) column is based on characterization results at 25C. This data is for design guid-
ance only and is not tested.

Note 1: This is the limit to which VDD can be lowered in SLEEP mode without losing RAM data.
2: The supply current is mainly a function of the operating voltage and frequency. Other factors such as bus 

loading, oscillator type, bus rate, internal code execution pattern and temperature also have an impact on 
the current consumption.

a) The test conditions for all IDD measurements in active Operation mode are: OSC1 = external square
wave, from rail-to-rail; all I/O pins tristated, pulled to VSS, T0CKI = VDD, MCLR = VDD; WDT enabled/
disabled as specified. 

b) For standby current measurements, the conditions are the same, except that the device is in SLEEP
mode. The power-down current in SLEEP mode does not depend on the oscillator type. 

3: Does not include current through REXT. The current through the resistor can be estimated by the formula: 
IR = VDD/2REXT (mA) with REXT in k.
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PIC16C5X

DS3
FIGURE 16-2: TYPICAL RC OSCILLATOR FREQUENCY vs. VDD, CEXT = 20 PF, 25C 

FIGURE 16-3: TYPICAL RC OSCILLATOR FREQUENCY vs. VDD, CEXT = 100 PF, 25C 
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PIC16C5X
FIGURE 16-5: TYPICAL IPD vs. VDD, WATCHDOG DISABLED (25C) 

FIGURE 16-6: TYPICAL IPD VS. VDD, WATCHDOG ENABLED (25C)
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PIC16C5X
FIGURE 16-10: TYPICAL IDD vs. FREQUENCY (WDT DISABLED, RC MODE @ 20 PF, 25C)

FIGURE 16-11: MAXIMUM IDD vs. FREQUENCY 
(WDT DISABLED, RC MODE @ 20 PF, –40C to +85C)
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FIGURE 16-12: TYPICAL IDD vs. FREQUENCY (WDT DISABLED, RC MODE @ 100 PF, 25C)

FIGURE 16-13: MAXIMUM IDD vs. FREQUENCY 
(WDT DISABLED, RC MODE @ 100 PF, –40C to +85C)
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17.1  DC Characteristics:PIC16C54C/C55A/C56A/C57C/C58B-04, 20 (Commercial, Industrial) 
PIC16LC54C/LC55A/LC56A/LC57C/LC58B-04 (Commercial, Industrial) 
PIC16CR54C/CR56A/CR57C/CR58B-04, 20 (Commercial, Industrial)
PIC16LCR54C/LCR56A/LCR57C/LCR58B-04 (Commercial, Industrial)

PIC16LC5X
PIC16LCR5X

(Commercial, Industrial)

Standard Operating Conditions (unless otherwise specified)
Operating Temperature 0C  TA  +70C for commercial

–40C  TA  +85C for industrial

PIC16C5X
PIC16CR5X

(Commercial, Industrial)

Standard Operating Conditions (unless otherwise specified)
Operating Temperature 0C  TA  +70C for commercial

–40C  TA  +85C for industrial

Param
No.

Symbol Characteristic/Device Min Typ† Max Units Conditions

VDD Supply Voltage

D001 PIC16LC5X 2.5
2.7
2.5

—
—
—

5.5
5.5
5.5

V
V
V

–40C TA + 85C, 16LCR5X
–40C TA  0C, 16LC5X

0C TA + 85C 16LC5X

D001A
PIC16C5X

3.0
4.5

—
—

5.5
5.5

V
V

RC, XT, LP and HS mode
from 0 - 10 MHz
from 10 - 20 MHz

D002 VDR RAM Data Retention Volt-
age(1)

— 1.5* — V Device in SLEEP mode

D003 VPOR VDD Start Voltage to ensure 
Power-on Reset

— VSS — V See Section 5.1 for details on 
Power-on Reset

D004 SVDD VDD Rise Rate to ensure 
Power-on Reset

0.05* — — V/ms See Section 5.1 for details on 
Power-on Reset

Legend: Rows with standard voltage device data only are shaded for improved readability.

* These parameters are characterized but not tested.

† Data in “Typ” column is at 5V, 25C, unless otherwise stated. These parameters are for design guidance only, and
are not tested.

Note 1: This is the limit to which VDD can be lowered in SLEEP mode without losing RAM data.
2: The supply current is mainly a function of the operating voltage and frequency. Other factors such as bus loading, 

oscillator type, bus rate, internal code execution pattern and temperature also have an impact on the current con-
sumption.
a) The test conditions for all IDD measurements in active Operation mode are: OSC1 = external square wave,

from rail-to-rail; all I/O pins tristated, pulled to VSS, T0CKI = VDD, MCLR = VDD; WDT enabled/disabled
as specified. 

b) For standby current measurements, the conditions are the same, except that the device is in SLEEP mode.
The power-down current in SLEEP mode does not depend on the oscillator type. 

3: Does not include current through REXT. The current through the resistor can be estimated by the formula: 
IR = VDD/2REXT (mA) with REXT in k.
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17.4 Timing Parameter Symbology and Load Conditions

The timing parameter symbols have been created with one of the following formats:

    

1. TppS2ppS

2. TppS

T

F Frequency T Time

Lowercase letters (pp) and their meanings:

pp

2 to mc MCLR

ck CLKOUT osc oscillator

cy cycle time os OSC1

drt device reset timer t0 T0CKI

io I/O port wdt watchdog timer

Uppercase letters and their meanings:

S

F Fall P Period

H High R Rise

I Invalid (Hi-impedance) V Valid

L Low Z Hi-impedance

FIGURE 17-5: LOAD CONDITIONS FOR DEVICE TIMING SPECIFICATIONS -
PIC16C54C/CR54C/C55A/C56A/CR56A/C57C/CR57C/C58B/CR58B-04, 20

CL = 50 pF for all pins and OSC2 for RC mode

0 -15 pF for OSC2 in XT, HS or LP modes when 
external clock is used to drive OSC1

CL

VSS

Pin
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PIC16C5X
FIGURE 18-6: TYPICAL IPD vs. VDD, WATCHDOG ENABLED (25C) 

FIGURE 18-7: TYPICAL IPD vs. VDD, WATCHDOG ENABLED (–40°C, 85°C) 
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PIC16C5X
FIGURE 18-8: VTH (INPUT THRESHOLD TRIP POINT VOLTAGE) OF I/O PINS vs. VDD

FIGURE 18-9: VIH, VIL OF MCLR, T0CKI AND OSC1 (IN RC MODE) vs. VDD
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Note: These input pins have Schmitt Trigger input buffers.
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19.2 DC Characteristics: PIC16C54C/C55A/C56A/C57C/C58B-40 (Commercial)(1)

DC CHARACTERISTICS Standard Operating Conditions (unless otherwise specified)
Operating Temperature 0°C  TA  +70C for commercial

Param
No.

Symbol Characteristic Min Typ† Max Units Conditions

D030 VIL Input Low Voltage
I/O Ports
MCLR (Schmitt Trigger)
T0CKI (Schmitt Trigger)
OSC1

VSS

VSS

VSS

VSS

—
—
—
—

0.8
0.15 VDD

0.15 VDD

0.2 VDD

V
V
V
V

4.5V <VDD  5.5V

HS, 20 MHz  FOSC 40 MHz

D040 VIH Input High Voltage
I/O ports
MCLR (Schmitt Trigger)
T0CKI (Schmitt Trigger)
OSC1

2.0
0.85 VDD

0.85 VDD

0.8 VDD

—
—
—
—

VDD

VDD

VDD

VDD

V
V
V
V

4.5V < VDD 5.5V

HS, 20 MHz FOSC 40 MHz

D050 VHYS Hysteresis of Schmitt 
Trigger inputs

0.15 VDD* — — V

D060 IIL Input Leakage Current(2,3)

I/O ports

MCLR
MCLR
T0CKI
OSC1 

-1.0

-5.0
—

-3.0
-3.0

0.5

—
0.5
0.5
0.5

+1.0

+5.0
+3.0
+3.0
—

A

A
A
A
A

For VDD 5.5V:
VSS   VPIN  VDD,

pin at hi-impedance
VPIN = VSS +0.25V
VPIN = VDD

VSS  VPIN VDD

VSS  VPIN  VDD, HS

D080 VOL Output Low Voltage
I/O ports — — 0.6 V IOL = 8.7 mA, VDD = 4.5V 

D090 VOH Output High Voltage(3)

I/O ports VDD - 0.7 — — V IOH = -5.4 mA, VDD = 4.5V 

* These parameters are characterized but not tested.

† Data in the Typical (“Typ”) column is based on characterization results at 25C. This data is for design guidance
only and is not tested.

Note 1: Device operation between 20 MHz to 40 MHz requires the following: VDD between 4.5V to 5.5V, OSC1 pin 
externally driven, OSC2 pin not connected and HS oscillator mode and commercial temperatures. For opera-
tion between DC and 20 MHz, See Section 17.3.

2: The leakage current on the MCLR/VPP pin is strongly dependent on the applied voltage level. The specified 
levels represent normal operating conditions. Higher leakage current may be measured at different input volt-
age.

3: Negative current is defined as coming out of the pin.
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18-Lead Ceramic Dual In-line with Window (JW) – 300 mil (CERDIP)

3.30 3.56 3.81

5.335.084.83.210.200.190W2Window Length

.150.140.130W1Window Width

10.809.788.76.425.385.345eBOverall Row Spacing §

0.530.470.41.021.019.016BLower Lead Width

1.521.401.27.060.055.050B1Upper Lead Width

0.300.250.20.012.010.008cLead Thickness

3.813.493.18.150.138.125LTip to Seating Plane

23.3722.8622.35.920.900.880DOverall Length

7.497.377.24.295.290.285E1Ceramic Pkg. Width

8.267.947.62.325.313.300EShoulder to Shoulder Width

0.760.570.38.030.023.015A1Standoff

4.194.063.94.165.160.155A2Ceramic Package Height

4.954.644.32.195.183.170ATop to Seating Plane

2.54.100pPitch

1818nNumber of Pins

MAXNOMMINMAXNOMMINDimension Limits

MILLIMETERSINCHES*Units

1

2

D

n

W2

E1

W1

c

eB

E

p

L

A2

B

B1

A

A1

* Controlling Parameter
§ Significant Characteristic
JEDEC Equivalent:  MO-036
Drawing No. C04-010

Note: For the most current package drawings, please see the Microchip Packaging Specification located
at http://www.microchip.com/packaging
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W
W Register

Value on reset ............................................................. 20
Wake-up from SLEEP................................................... 19, 47
Watchdog Timer (WDT) ................................................ 43, 46

Period.......................................................................... 46
Programming Considerations ..................................... 46
Register values on reset ............................................. 20

WWW, On-Line Support ....................................................... 3

X
XORLW............................................................................... 60
XORWF............................................................................... 60

Z
Zero (Z) bit ...................................................................... 9, 29
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