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What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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Timers 16-bit timer pulse unit 
(TPUa)

 (16 bits × 6 channels) × 1 unit
 Maximum of 16 pulse-input/output possible
 Select from among seven or eight counter-input clock signals for each channel
 Input capture/output compare function
 Output of PWM waveforms in up to 15 phases in PWM mode
 Support for buffered operation, phase-counting mode (two phase encoder input) and 

cascade-connected operation (32 bits × 2 channels) depending on the channel.
 PPG output trigger can be generated
 Capable of generating conversion start triggers for the A/D converters
 Digital filtering of signals from the input capture pins
 Event linking by the ELC

Timers Multifunction timer pulse 
unit (MTU3a)

 9 channels (16 bits × 8 channels, 32 bits × 1 channel)
 Maximum of 28 pulse-input/output and 3 pulse-input possible
 Select from among 14 counter-input clock signals for each channel (PCLKA/1, PCLKA/

2, PCLKA/4, PCLKA/8, PCLKA/16, PCLKA/32, PCLKA/64, PCLKA/256, PCLKA/1024, 
MTCLKA, MTCLKB, MTCLKC, MTCLKD, MTIOC1A) 
14 of the signals are available for channel 0, 12 are available for channel 2, 11 are 
available for channels 1, 3, 4, 6 to 8, and 10 are available for channel 5.

 Input capture function
 39 output compare/input capture registers
 Counter clear operation (synchronous clearing by compare match/input capture)
 Simultaneous writing to multiple timer counters (TCNT)
 Simultaneous register input/output by synchronous counter operation
 Buffered operation
 Support for cascade-connected operation
 43 interrupt sources
 Automatic transfer of register data
 Pulse output mode

Toggle/PWM/complementary PWM/reset-synchronized PWM
 Complementary PWM output mode

Outputs non-overlapping waveforms for controlling 3-phase inverters
Automatic specification of dead times
PWM duty cycle: Selectable as any value from 0% to 100%
Delay can be applied to requests for A/D conversion.
Non-generation of interrupt requests at peak or trough values of counters can be 
selected.
Double buffer configuration

 Reset synchronous PWM mode
Three phases of positive and negative PWM waveforms can be output with desired duty 
cycles.

 Phase-counting mode: 16-bit mode (channels 1 and 2); 32-bit mode (channels 1 and 2)
 Counter functionality for dead-time compensation
 Generation of triggers for A/D converter conversion
 A/D converter start triggers can be skipped
 Digital filter function for signals on the input capture and external counter clock pins
 PPG output trigger can be generated
 Event linking by the ELC

Port output enable 3 
(POE3a)

 Control of the high-impedance state of the MTU3/GPT's waveform output pins
 5 pins for input from signal sources: POE0, POE4, POE8, POE10, POE11
 Initiation on detection of short-circuited outputs (detection of simultaneous PWM output 

to the active level)
 Initiation by oscillation-stoppage detection or software
 Additional programming of output control target pins is enabled

Table 1.1 Outline of Specifications (4/9)

Classification Module/Function Description
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Timers General PWM timer 
(GPTA)

 16 bits × 4 channels
 Counting up or down (saw-wave), counting up and down (triangle-wave) selectable for 

all channels
 Four clock sources independently selectable for all channels (PCLKA/1, PCLKA/4, 

PCLKA/8, PCLKA/16)
 2 input/output pins per channel
 2 output compare/input capture registers per channel
 For the 2 output compare/input capture registers of each channel, 4 registers are 

provided as buffer registers and are capable of operating as comparison registers when 
buffering is not in use.

 In output compare operation, buffer switching can be at peaks or troughs, enabling the 
generation of laterally asymmetrically PWM waveforms.

 Registers for setting up frame intervals on each channel (with capability for generating 
interrupts on overflow or underflow)

 Synchronizable operation of the several counters
 Modes of synchronized operation (synchronized, or displaced by desired times for 

phase shifting)
 Generation of dead times in PWM operation
 Through combination of three counters, generation of automatic three-phase PWM 

waveforms incorporating dead times
 Starting, clearing, and stopping counters in response to external or internal triggers
 Internal trigger sources: output of the internal comparator detection, software, and 

compare-match
 Digital filter function for signals on the input capture and external trigger pins
 Event linking by the ELC

Programmable pulse 
generator (PPG)

 (4 bits × 4 groups) × 2 units
 Pulse output with the MTU or TPU output as a trigger
 Maximum of 32 pulse-output possible

8-bit timers (TMRb)  (8 bits × 2 channels) × 2 units
 Select from among seven internal clock signals (PCLKB/1, PCLKB/2, PCLKB/8, 

PCLKB/32, PCLKB/64, PCLKB/1024, PCLKB/8192) and one external clock signal
 Capable of output of pulse trains with desired duty cycles or of PWM signals
 The 2 channels of each unit can be cascaded to create a 16-bit timer
 Generation of triggers for A/D converter conversion
 Capable of generating baud-rate clocks for SCI5, SCI6, and SCI12
 Event linking by the ELC

Compare match timer 
(CMT)

 (16 bits × 2 channels) × 2 units
 Select from among four internal clock signals (PCLKB/8, PCLKB/32, PCLKB/128, 

PCLKB/512)
 Event linking by the ELC

Compare match timer W 
(CMTW)

 (32 bits × 1 channel) × 2 units
 Compare-match, input-capture input, and output-comparison output are available.
 Select from among four internal clock signals (PCLKB/8, PCLKB/32, PCLKB/128, 

PCLKB/512)
 Interrupt requests can be output in response to compare-match, input-capture, and 

output-comparison events.
 Event linking by the ELC

Realtime clock (RTCd)  Clock sources: Main clock, sub clock
 Selection of the 32-bit binary count in time count/second unit possible
 Clock and calendar functions
 Interrupt sources: Alarm interrupt, periodic interrupt, and carry interrupt
 Battery backup operation
 Time-capture facility for three values
 Event linking by the ELC

Watchdog timer (WDTA)  14 bits × 1 channel
 Select from among 6 counter-input clock signals (PCLKB/4, PCLKB/64, PCLKB/128, 

PCLKB/512, PCLKB/2048, PCLKB/8192)

Independent watchdog 
timer (IWDTa)

 rm interrupt, periodic interrupt, and carry interrupt

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MMC host interface MMC_CLK-A/
MMC_CLK-B

Output MMC clock pin

MMC_CMD-A/
MMC_CMD-B

I/O Command/response pin

MMC_D7-A/MMC_D7-B to 
MMC_D0-A/MMC_D0-B

I/O Transmit data/receive data

MMC_CD-A/MMC_CD-B Input Card detection pin

MMC_RES#-A/MMC_RES#-B Output MMC reset output pin

SD host interface SDHI_CLK-A/SDHI_CLK-B Output SD clock output pin

SDHI_CMD-A/SDHI_CMD-B I/O SD command output, response input signal pin

SDHI_D3-A/SDHI_D3-B to 
SDHI_D0-A/SDHI_D0-B

I/O SD data bus pins

SDHI_CD-A/SDHI_CD-B Input SD card detection pin

SDHI_WP-A/SDHI_WP-B Input SD write-protect signal

Parallel data capture unit PIXCLK Input Image transfer clock pin

VSYNC Input Vertical synchronization signal pin

HSYNC Input Horizontal synchronization signal pin

PIXD0 to PIXD7 Input 8-bit image data pins

PCKO Output Output pin for dot clock

Realtime clock RTCOUT Output Output pin for 1-Hz/64-Hz clock

RTCIC0 to RTCIC2 Input Time capture event input pins

12-bit A/D converter AN000 to AN007, 
AN100 to AN120

Input Input pins for the analog signals to be processed by the A/D 
converter

ADTRG0#, ADTRG1# Input Input pins for the external trigger signals that start the A/D 
conversion

ANEX0 Output Extended analog output pin

ANEX1 Input Extended analog input pin

12-bit D/A converter DA0, DA1 Output Output pins for the analog signals to be processed by the D/A 
converter

Analog power supply AVCC0 Input Analog voltage supply pin for the 12-bit A/D converter (unit 0). 
Connect this pin to a branch from the VCC power supply.

AVSS0 Input Analog ground pin for the 12-bit A/D converter (unit 0). Connect 
this pin to a branch from the VSS ground power supply.

VREFH0 Input Analog reference voltage supply pin for the 12-bit A/D converter 
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Figure 1.8 Pin Assignment (100-Pin TFLGA)

RX64M Group

PTLG0100JA-A (100-Pin TFLGA)

(Upper Perspective View)

A B C D E F G H J K

10 PE2 PE3 PE4 PA0 PA3 VSS VCC PB7 PC1 PC2 10

9 PE1 PD7 PE5 PA1 PA5 PA7 PB1 PB6 PC0 PC3 9

8 PE0 PD6 PD5 PE7 PA4 PB0 PB4 PC6 PC4 PC5 8

7 PD4 PD3 PD2 PE6 PA6 PB2 PB5 PC7 P50 P51 7

6 PD0 PD1 P47 P46 PA2 PB3 P52 P54
VCC_

USB

USB0_

DP
6

5 P43 P44 P42 P45 P41 P12 P53 P55
VSS_

USB

USB0_

DM
5

4 VREFL0 P40 VREFH0 VBATT P34 P32 P27 P15 P13 P14 4

3 P07 AVCC0 PJ3
MD/

FINED
RES# P35 P30 P16 P17 P20 3

2 AVCC1 AVSS0 AVSS1 XCOUT VSS VCC P31 P25 P21 P22 2

1 P05 EMLE VCL XCIN XTAL EXTAL P33 P26 P24 P23 1

A B C D E F G H J K

Note: This figure indicates the power supply pins and I/O port pins. For the pin configuration, see Table 1.9, List of 
Pin and Pin Functions (100-Pin TFLGA).
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57 VSS_USB

58 AVCC_
USBA

59 USBA_
RREF

60 AVSS_
USBA

61 PVSS_
USBA

62 VSS2_
USBA

63 USBA_DM

64 USBA_DP

65 VSS1_
USBA

66 VCC_
USBA

67 P11 MTIC5V/TMCI3 SCK2/USBA_VBUS/
USBA_VBUSEN

IRQ1

68 P10 ALE MTIC5W/TMRI3 USBA_OVRCURA IRQ0

69 P53*1 BCLK

70 P52 RD# RXD2/SMISO2/SSCL2

71 P51 WR1#/BC1#/
WAIT#

SCK2

72 P50 WR0#/WR# TXD2/SMOSI2/SSDA2

73 VSS

74 P83 EDACK1 MTIOC4C/
GTIOC0A-D

CTS10#/ET0_CRS/
RMII0_CRS_DV/
SCK10

75 VCC

76 UB PC7 A23/CS0# MTIOC3A/MTCLKB/
GTIOC3A-D/TMO2/
TOC0/PO31/CACREF

TXD8/MISOA-A/
ET0_COL

MMC_D7-A IRQ14

77 PC6 A22/CS1# MTIOC3C/MTCLKA/
GTIOC3B-D/TMCI2/
TIC0/PO30

RXD8/MOSIA-A/
ET0_ETXD3

MMC_D6-A IRQ13

78 PC5 A21/CS2#/
WAIT#

MTIOC3B/MTCLKD/
GTIOC1A-D/TMRI2/
PO29

SCK8/RSPCKA-A/
RTS8#/ET0_ETXD2

MMC_D5-A

79 P82 EDREQ1 MTIOC4A/
GTIOC2A-D/PO28

TXD10/ET0_ETXD1/
RMII0_TXD1

MMC_D4-A

80 P81 EDACK0 MTIOC3D/
GTIOC0B-D/PO27

RXD10/ET0_ETXD0/
RMII0_TXD0

MMC_D3-A/
SDHI_CD-A/
QIO3-A

81 P80 EDREQ0 MTIOC3B/PO26 SCK10/RTS10#/
ET0_TX_EN/
RMII0_TXD_EN

MMC_D2-A/
SDHI_WP-A/
QIO2-A

82 PC4 A20/CS3# MTIOC3D/MTCLKC/
GTETRG-D/TMCI1/
PO25/POE0#

SCK5/CTS8#/SSLA0-
A/ET0_TX_CLK

MMC_D1-A/
SDHI_D1-A/
QIO1-A/QMI-A

83 PC3 A19 MTIOC4D/
GTIOC1B-D/TCLKB/
PO24

TXD5/SMOSI5/
SSDA5/
ET0_TX_ER

MMC_D0-A/
SDHI_D0-A/
QIO0-A/
QMO-A

84 P77 CS7# PO23 TXD11/ET0_RX_ER/
RMII0_RX_ER

MMC_CLK-A/
SDHI_CLK-A/
QSPCLK-A

Table 1.6 List of Pin and Pin Functions (176-Pin LFQFP) (3/7)

Pin 
Number

Power Supply
Clock System 
Control I/O Port

Bus
EXDMAC
SDRAMC

Timer Communication
Memory Interface
Camera Interface

Interrupt
S12ADC, 
R12DA

176-Pin
LFQFP

(MTU, GPT, TPU, 
TMR, PPG, RTC, 
CMTW, POE, CAC)

(ETHERC, SCIg, 
SCIh, RSPI, RIIC, 
CAN, USB, SSI)

(QSPI, SDHI, 
MMCIF, PDC)
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30 P16 MTIOC3C/MTIOC3D/
TIOCB1/TCLKC/
TMO2/PO14/
RTCOUT

TXD1/RXD3/SMOSI1/
SMISO3/SSDA1/
SSCL3/SCL2-DS/
USB0_VBUS/
USB0_VBUSEN/
USB0_OVRCURB

IRQ6 ADTRG0#

31 P15 MTIOC0B/MTCLKB/
GTETRG-B/TIOCB2/
TCLKB/TMCI2/PO13

RXD1/SCK3/SMISO1/
SSCL1/CRX1-DS/
SSIWS1

IRQ5

32 P14 MTIOC3A/MTCLKA/
TIOCB5/TCLKA/
TMRI2/PO15

CTS1#/RTS1#/SS1#/
CTX1/
USB0_OVRCURA

IRQ4

33 P13 MTIOC0B/TIOCA5/
TMO3/PO13

TXD2/SMOSI2/
SSDA2/SDA0[FM+]

IRQ3 ADTRG1#

34 P12 TMCI1 RXD2/SMISO2/
SSCL2/SCL0[FM+]

IRQ2

35 VCC_USB

36 USB0_DM

37 USB0_DP

38 VSS_USB

39 P55 WAIT#/
EDREQ0

MTIOC4D/TMO3 CRX1/ET0_EXOUT IRQ10

40 P54 ALE/EDACK0 MTIOC4B/TMCI1 CTS2#/RTS2#/SS2#/
CTX1/ET0_LINKSTA

41 P53*1 BCLK

42 P52 RD# RXD2/SMISO2/SSCL2

43 P51 WR1#/BC1#/
WAIT#

SCK2

44 P50 WR0#/WR# TXD2/SMOSI2/SSDA2

45 UB PC7 A23/CS0# MTIOC3A/MTCLKB/
GTIOC3A-D/TMO2/
TOC0/PO31/CACREF

TXD8/MISOA-A/
ET0_COL

IRQ14

46 PC6 A22/CS1# MTIOC3C/MTCLKA/
GTIOC3B-D/TMCI2/
TIC0/PO30

RXD8/MOSIA-A/
ET0_ETXD3

IRQ13

47 PC5 A21/CS2#/
WAIT#

MTIOC3B/MTCLKD/
GTIOC1A-D/TMRI2/
PO29

SCK8/RSPCKA-A/
RTS8#/ET0_ETXD2

48 PC4 A20/CS3# MTIOC3D/MTCLKC/
GTETRG-D/TMCI1/
PO25/POE0#

SCK5/CTS8#/
SSLA0-A/
ET0_TX_CLK

49 PC3 A19 MTIOC4D/
GTIOC1B-D/TCLKB/
PO24

TXD5/SMOSI5/
SSDA5/ET0_TX_ER

50 PC2 A18 MTIOC4B/
GTIOC2B-D/TCLKA/
PO21

RXD5/SMISO5/
SSCL5/SSLA3-A/
ET0_RX_DV

51 PC1 A17 MTIOC3A/TCLKD/
PO18

SCK5/SSLA2-A/
ET0_ERXD2

IRQ12

52 PC0 A16 MTIOC3C/TCLKC/
PO17

CTS5#/RTS5#/SS5#/
SSLA1-A/ET0_ERXD3

IRQ14

53 PB7 A15 MTIOC3B/TIOCB5/
PO31

TXD9/ET0_CRS/
RMII0_CRS_DV

54 PB6 A14 MTIOC3D/TIOCA5/
PO30

RXD9/ET0_ETXD1/
RMII0_TXD1

55 PB5 A13 MTIOC2A/MTIOC1B/
TIOCB4/TMRI1/PO29/
POE4#

SCK9/RTS9#/
ET0_ETXD0/
RMII0_TXD0

56 PB4 A12 TIOCA4/PO28 CTS9#/ET0_TX_EN/
RMII0_TXD_EN

Table 1.10 List of Pin and Pin Functions (100-Pin LFQFP) (2/4)

Pin 
Number

Power Supply
Clock System 
Control I/O Port

Bus
EXDMAC

Timer Communication
Memory Interface
Camera Interface

Interrupt
S12ADC, 
R12DA

100-Pin
LFQFP

(MTU, GPT, TPU, 
TMR, PPG, RTC, 
CMTW, POE, CAC)

(ETHERC, SCIg, 
SCIh, RSPI, RIIC, 
CAN, USB, SSI)

(QSPI, SDHI, 
MMCIF, PDC)
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RX64M Group 4. I/O Registers

0008 21DCh DMAC7 DMA Transfer Enable Register DMCNT 8 8 2 ICLK DMACAa

0008 21DDh DMAC7 DMA Software Start Register DMREQ 8 8 2 ICLK DMACAa

0008 21DEh DMAC7 DMA Status Register DMSTS 8 8 2 ICLK DMACAa

0008 21DFh DMAC7 DMA Request Source Flag Control Register DMCSL 8 8 2 ICLK DMACAa

0008 2200h DMAC DMAC Module Start Register DMAST 8 8 2 ICLK DMACAa

0008 2204h DMAC DMAC74 Interrupt Status Monitor Register DMIST 8 8 2 ICLK DMACAa

0008 2400h DTC DTC Control Register DTCCR 8 8 2 ICLK DTCa

0008 2404h DTC DTC Vector Base Register DTCVBR 32 32 2 ICLK DTCa

0008 2408h DTC DTC Address Mode Register DTCADMOD 8 8 2 ICLK DTCa

0008 240Ch DTC DTC Module Start Register DTCST 8 8 2 ICLK DTCa

0008 240Eh DTC DTC Status Register DTCSTS 16 16 2 ICLK DTCa

0008 2800h EXDMA
C0

EXDMA Source Address Register EDMSAR 32 32 1, 2 BCLK EXDMA
Ca

0008 2804h EXDMA
C0

EXDMA Destination Address Register EDMDAR 32 32 1, 2 BCLK EXDMA
Ca

0008 2808h EXDMA
C0

EXDMA Transfer Count Register EDMCRA 32 32 1, 2 BCLK EXDMA
Ca

0008 280Ch EXDMA
C0

EXDMA Block Transfer Count Register EDMCRB 16 16 1, 2 BCLK EXDMA
Ca

0008 2810h EXDMA
C0

EXDMA Transfer Mode Register EDMTMD 16 16 1, 2 BCLK EXDMA
Ca

0008 2812h EXDMA
C0

EXDMA Output Setting Register EDMOMD 8 8 1, 2 BCLK EXDMA
Ca

0008 2813h EXDMA
C0

EXDMA Interrupt Setting Register EDMINT 8 8 1, 2 BCLK EXDMA
Ca

0008 2814h EXDMA
C0

EXDMA Address Mode Register EDMAMD 32 32 1, 2 BCLK EXDMA
Ca

0008 2818h EXDMA
C0

EXDMA Offset Register EDMOFR 32 32 1, 2 BCLK EXDMA
Ca

0008 281Ch EXDMA
C0

EXDMA Transfer Enable Register EDMCNT 8 8 1, 2 BCLK EXDMA
Ca

0008 281Dh EXDMA
C0

EXDMA Software Start Register EDMREQ 8 8 1, 2 BCLK EXDMA
Ca

0008 281Eh EXDMA
C0

EXDMA Status Register EDMSTS 8 8 1, 2 BCLK EXDMA
Ca

0008 2820h EXDMA
C0

EXDMA External Request Sense Mode Register EDMRMD 8 8 1, 2 BCLK EXDMA
Ca

0008 2821h EXDMA
C0

EXDMA External Request Flag Register EDMERF 8 8 1, 2 BCLK EXDMA
Ca

0008 2822h EXDMA
C0

EXDMA Peripheral Request Flag Register EDMPRF 8 8 1, 2 BCLK EXDMA
Ca

0008 2840h EXDMA
C1

EXDMA Source Address Register EDMSAR 32 32 1, 2 BCLK EXDMA
Ca

0008 2844h EXDMA
C1

EXDMA Destination Address Register EDMDAR 32 32 1, 2 BCLK EXDMA
Ca

0008 2848h EXDMA
C1

EXDMA Transfer Count Register EDMCRA 32 32 1, 2 BCLK EXDMA
Ca

0008 284Ch EXDMA
C1

EXDMA Block Transfer Count Register EDMCRB 16 16 1, 2 BCLK EXDMA
Ca

0008 2850h EXDMA
C1

EXDMA Transfer Mode Register EDMTMD 16 16 1, 2 BCLK EXDMA
Ca

0008 2852h EXDMA
C1

EXDMA Output Setting Register EDMOMD 8 8 1, 2 BCLK EXDMA
Ca

0008 2853h EXDMA
C1

EXDMA Interrupt Setting Register EDMINT 8 8 1, 2 BCLK EXDMA
Ca

0008 2854h EXDMA
C1

EXDMA Address Mode Register EDMAMD 32 32 1, 2 BCLK EXDMA
Ca

0008 285Ch EXDMA
C1

EXDMA Transfer Enable Register EDMCNT 8 8 1, 2 BCLK EXDMA
Ca

Table 4.1 List of I/O Registers (Address Order) (5 / 67)

Address
Module 
Symbol Register Name

Register 
Symbol

Number 
of Bits

Access 
Size

Number of Access Cycles
Related 
Function ICLK PCLK  ICLK  PCLK
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RX64M Group 4. I/O Registers

0008 3822h BSC CS2 Control Register CS2CR 16 16 1, 2 BCLK Buses

0008 382Ah BSC CS2 Recovery Cycle Register CS2REC 16 16 1, 2 BCLK Buses

0008 3832h BSC CS3 Control Register CS3CR 16 16 1, 2 BCLK Buses

0008 383Ah BSC CS3 Recovery Cycle Register CS3REC 16 16 1, 2 BCLK Buses

0008 3842h BSC CS4 Control Register CS4CR 16 16 1, 2 BCLK Buses

0008 384Ah BSC CS4 Recovery Cycle Register CS4REC 16 16 1, 2 BCLK Buses

0008 3852h BSC CS5 Control Register CS5CR 16 16 1, 2 BCLK Buses

0008 385Ah BSC CS5 Recovery Cycle Register CS5REC 16 16 1, 2 BCLK Buses

0008 3862h BSC CS6 Control Register CS6CR 16 16 1, 2 BCLK Buses

0008 386Ah BSC CS6 Recovery Cycle Register CS6REC 16 16 1, 2 BCLK Buses

0008 3872h BSC CS7 Control Register CS7CR 16 16 1, 2 BCLK Buses

0008 387Ah BSC CS7 Recovery Cycle Register CS7REC 16 16 1, 2 BCLK Buses

0008 3880h BSC CS Recovery Cycle Insertion Enable Register CSRECEN 16 16 1, 2 BCLK Buses

0008 3C00h BSC SDC Control Register SDCCR 8 8 1, 2 BCLK Buses

0008 3C01h BSC SDC Mode Register SDCMOD 8 8 1, 2 BCLK Buses

0008 3C02h BSC SDRAM Access Mode Register SDAMOD 8 8 1, 2 BCLK Buses

0008 3C10h BSC SDRAM Self-Refresh Control Register SDSELF 8 8 1, 2 BCLK Buses

0008 3C14h BSC SDRAM Refresh Control Register SDRFCR 16 16 1, 2 BCLK Buses

0008 3C16h BSC SDRAM Auto-Refresh Control Register SDRFEN 8 8 1, 2 BCLK Buses

0008 3C20h BSC SDRAM Initialization Sequence Control Register SDICR 8 8 1, 2 BCLK Buses

0008 3C24h BSC SDRAM Initialization Register SDIR 16 16 1, 2 BCLK Buses

0008 3C40h BSC SDRAM Address Register SDADR 8 8 1, 2 BCLK Buses

0008 3C44h BSC SDRAM Timing Register SDTR 32 32 1, 2 BCLK Buses

0008 3C48h BSC SDRAM Mode Register SDMOD 16 16 1, 2 BCLK Buses

0008 3C50h BSC SDRAM Status Register SDSR 8 8 1, 2 BCLK Buses

0008 6400h MPU Region-0 Start Page Number Register RSPAGE0 32 32 1 ICLK MPU

0008 6404h MPU Region-0 End Page Number Register REPAGE0 32 32 1 ICLK MPU

0008 6408h MPU Region-1 Start Page Number Register RSPAGE1 32 32 1 ICLK MPU

0008 640Ch MPU Region-1 End Page Number Register REPAGE1 32 32 1 ICLK MPU

0008 6410h MPU Region-2 Start Page Number Register RSPAGE2 32 32 1 ICLK MPU

0008 6414h MPU Region-2 End Page Number Register REPAGE2 32 32 1 ICLK MPU

0008 6418h MPU Region-3 Start Page Number Register RSPAGE3 32 32 1 ICLK MPU

0008 641Ch MPU Region-3 End Page Number Register REPAGE3 32 32 1 ICLK MPU

0008 6420h MPU Region-4 Start Page Number Register RSPAGE4 32 32 1 ICLK MPU

0008 6424h MPU Region-4 End Page Number Register REPAGE4 32 32 1 ICLK MPU

0008 6428h MPU Region-5 Start Page Number Register RSPAGE5 32 32 1 ICLK MPU

0008 642Ch MPU Region-5 End Page Number Register REPAGE5 32 32 1 ICLK MPU

0008 6430h MPU Region-6 Start Page Number Register RSPAGE6 32 32 1 ICLK MPU

0008 6434h MPU Region-6 End Page Number Register REPAGE6 32 32 1 ICLK MPU

0008 6438h MPU Region-7 Start Page Number Register RSPAGE7 32 32 1 ICLK MPU

0008 643Ch MPU Region-7 End Page Number Register REPAGE7 32 32 1 ICLK MPU

0008 6500h MPU Memory-Protection Enable Register MPEN 32 32 1 ICLK MPU

0008 6504h MPU Background Access Control Register MPBAC 32 32 1 ICLK MPU

0008 6508h MPU Memory-Protection Error Status-Clearing Register MPECLR 32 32 1 ICLK MPU

0008 650Ch MPU Memory-Protection Error Status Register MPESTS 32 32 1 ICLK MPU

0008 6514h MPU Data Memory-Protection Error Address Register MPDEA 32 32 1 ICLK MPU

0008 6520h MPU Region Search Address Register MPSA 32 32 1 ICLK MPU

0008 6524h MPU Region Search Operation Register MPOPS 16 16 1 ICLK MPU

0008 6526h MPU Region Invalidation Operation Register MPOPI 16 16 1 ICLK MPU

0008 6528h MPU Instruction-Hit Region Register MHITI 32 32 1 ICLK MPU
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0008 7908h ICU Software Configurable Interrupt A Request Register 8 PIAR8 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 7909h ICU Software Configurable Interrupt A Request Register 9 PIAR9 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 790Ah ICU Software Configurable Interrupt A Request Register A PIARA 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 790Bh ICU Software Configurable Interrupt A Request Register B PIARB 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 79D0h ICU Software Configurable Interrupt A Source Select 
Register 208

SLIAR208 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 79D1h ICU Software Configurable Interrupt A Source Select 
Register 209

SLIAR209 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 79D2h ICU Software Configurable Interrupt A Source Select 
Register 210

SLIAR210 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 79D3h ICU Software Configurable Interrupt A Source Select 
Register 211

SLIAR211 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 79D4h ICU Software Configurable Interrupt A Source Select 
Register 212

SLIAR212 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 79D5h ICU Software Configurable Interrupt A Source Select 
Register 213

SLIAR213 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 79D6h ICU Software Configurable Interrupt A Source Select 
Register 214

SLIAR214 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 79D7h ICU Software Configurable Interrupt A Source Select 
Register 215

SLIAR215 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 79D8h ICU Software Configurable Interrupt A Source Select 
Register 216

SLIAR216 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 79D9h ICU Software Configurable Interrupt A Source Select 
Register 217

SLIAR217 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 79DAh ICU Software Configurable Interrupt A Source Select 
Register 218

SLIAR218 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 79DBh ICU Software Configurable Interrupt A Source Select 
Register 219

SLIAR219 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 79DCh ICU Software Configurable Interrupt A Source Select 
Register 220

SLIAR220 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 79DDh ICU Software Configurable Interrupt A Source Select 
Register 221

SLIAR221 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 79DEh ICU Software Configurable Interrupt A Source Select 
Register 222

SLIAR222 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 79DFh ICU Software Configurable Interrupt A Source Select 
Register 223

SLIAR223 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 79E0h ICU Software Configurable Interrupt A Source Select 
Register 224

SLIAR224 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 79E1h ICU Software Configurable Interrupt A Source Select 
Register 225

SLIAR225 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 79E2h ICU Software Configurable Interrupt A Source Select 
Register 226

SLIAR226 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 79E3h ICU Software Configurable Interrupt A Source Select 
Register 227

SLIAR227 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 79E4h ICU Software Configurable Interrupt A Source Select 
Register 228

SLIAR228 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 79E5h ICU Software Configurable Interrupt A Source Select 
Register 229

SLIAR229 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 79E6h ICU Software Configurable Interrupt A Source Select 
Register 230

SLIAR230 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 79E7h ICU Software Configurable Interrupt A Source Select 
Register 231

SLIAR231 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 79E8h ICU Software Configurable Interrupt A Source Select 
Register 232

SLIAR232 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 79E9h ICU Software Configurable Interrupt A Source Select 
Register 233

SLIAR233 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 79EAh ICU Software Configurable Interrupt A Source Select 
Register 234

SLIAR234 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

0008 79EBh ICU Software Configurable Interrupt A Source Select 
Register 235

SLIAR235 8 8 2 ICLK to 
1 PCLKA

2 ICLK ICUA

Table 4.1 List of I/O Registers (Address Order) (12 / 67)

Address
Module 
Symbol Register Name

Register 
Symbol

Number 
of Bits

Access 
Size

Number of Access Cycles
Related 
Function ICLK PCLK  ICLK  PCLK



R01DS0173EJ0110 Rev.1.10 Page 112 of 228
Oct 24, 2016

RX64M Group 4. I/O Registers

0009 1852h CAN1 Mailbox Search Status Register MSSR 8 8 2, 3 PCLKB 2 ICLK CAN

0009 1853h CAN1 Mailbox Search Mode Register MSMR 8 8 2, 3 PCLKB 2 ICLK CAN

0009 1854h CAN1 Time Stamp Register TSR 16 16 2, 3 PCLKB 2 ICLK CAN

0009 1856h CAN1 Acceptance Filter Support Register AFSR 16 8, 16 2, 3 PCLKB 2 ICLK CAN

0009 1858h CAN1 Test Control Register TCR 8 8 2, 3 PCLKB 2 ICLK CAN

0009 2200h to 
0009 23FFh

CAN2 Mailbox Registers 0 to 31 MB0 to 31 128 8, 16, 
32*6

2, 3 PCLKB 2 ICLK CAN

0009 2400h to 
0009 241Fh

CAN2 Mask Registers 0 to 7 MKR0 to 7 32 8, 16, 
32

2, 3 PCLKB 2 ICLK CAN

0009 2420h CAN2 FIFO Received ID Compare Register 0 FIDCR0 32 8, 16, 
32

2, 3 PCLKB 2 ICLK CAN

0009 2424h CAN2 FIFO Received ID Compare Register 1 FIDCR1 32 8, 16, 
32

2, 3 PCLKB 2 ICLK CAN

0009 2428h CAN2 Mask Invalid Register MKIVLR 32 8, 16, 
32

2, 3 PCLKB 2 ICLK CAN

0009 242Ch CAN2 Mailbox Interrupt Enable Register MIER 32 8, 16, 
32

2, 3 PCLKB 2 ICLK CAN

0009 2820h to 
0009 283Fh

CAN2 Message Control Registers 0 to 31 MCTL0 to 31 8 8 2, 3 PCLKB 2 ICLK CAN

0009 2840h CAN2 Control Register CTLR 16 8, 16 2, 3 PCLKB 2 ICLK CAN

0009 2842h CAN2 Status Register STR 16 8, 16 2, 3 PCLKB 2 ICLK CAN

0009 2844h CAN2 Bit Configuration Register BCR 32 8, 16, 
32

2, 3 PCLKB 2 ICLK CAN

0009 2848h CAN2 Receive FIFO Control Register RFCR 8 8 2, 3 PCLKB 2 ICLK CAN

0009 2849h CAN2 Receive FIFO Pointer Control Register RFPCR 8 8 2, 3 PCLKB 2 ICLK CAN

0009 284Ah CAN2 Transmit FIFO Control Register TFCR 8 8 2, 3 PCLKB 2 ICLK CAN

0009 284Bh CAN2 Transmit FIFO Pointer Control Register TFPCR 8 8 2, 3 PCLKB 2 ICLK CAN

0009 284Ch CAN2 Error Interrupt Enable Register EIER 8 8 2, 3 PCLKB 2 ICLK CAN

0009 284Dh CAN2 Error Interrupt Factor Judge Register EIFR 8 8 2, 3 PCLKB 2 ICLK CAN

0009 284Eh CAN2 Receive Error Count Register RECR 8 8 2, 3 PCLKB 2 ICLK CAN

0009 284Fh CAN2 Transmit Error Count Register TECR 8 8 2, 3 PCLKB 2 ICLK CAN

0009 2850h CAN2 Error Code Store Register ECSR 8 8 2, 3 PCLKB 2 ICLK CAN

0009 2851h CAN2 Channel Search Support Register CSSR 8 8 2, 3 PCLKB 2 ICLK CAN

0009 2852h CAN2 Mailbox Search Status Register MSSR 8 8 2, 3 PCLKB 2 ICLK CAN

0009 2853h CAN2 Mailbox Search Mode Register MSMR 8 8 2, 3 PCLKB 2 ICLK CAN

0009 2854h CAN2 Time Stamp Register TSR 16 8, 16 2, 3 PCLKB 2 ICLK CAN

0009 2856h CAN2 Acceptance Filter Support Register AFSR 16 8, 16 2, 3 PCLKB 2 ICLK CAN

0009 2858h CAN2 Test Control Register TCR 8 8 2, 3 PCLKB 2 ICLK CAN

0009 4200h CMTW0 Timer Start Register CMWSTR 16 16 2, 3 PCLKB 2 ICLK CMTW

0009 4204h CMTW0 Timer Control Register CMWCR 16 16 2, 3 PCLKB 2 ICLK CMTW

0009 4208h CMTW0 Timer I/O Control Register CMWIOR 16 16 2, 3 PCLKB 2 ICLK CMTW

0009 4210h CMTW0 Timer Counter CMWCNT 32 32 2, 3 PCLKB 2 ICLK CMTW

0009 4214h CMTW0 Compare Match Constant Register CMWCOR 32 32 2, 3 PCLKB 2 ICLK CMTW

0009 4218h CMTW0 Input Capture Register 0 CMWICR0 32 32 2, 3 PCLKB 2 ICLK CMTW

0009 421Ch CMTW0 Input Capture Register 1 CMWICR1 32 32 2, 3 PCLKB 2 ICLK CMTW

0009 4220h CMTW0 Output Compare Register 0 CMWOCR0 32 32 2, 3 PCLKB 2 ICLK CMTW

0009 4224h CMTW0 Output Compare Register 1 CMWOCR1 32 32 2, 3 PCLKB 2 ICLK CMTW

0009 4280h CMTW1 Timer Start Register CMWSTR 16 16 2, 3 PCLKB 2 ICLK CMTW

0009 4284h CMTW1 Timer Control Register CMWCR 16 16 2, 3 PCLKB 2 ICLK CMTW

0009 4288h CMTW1 Timer I/O Control Register CMWIOR 16 16 2, 3 PCLKB 2 ICLK CMTW

0009 4290h CMTW1 Timer Counter CMWCNT 32 32 2, 3 PCLKB 2 ICLK CMTW

0009 4294h CMTW1 Compare Match Constant Register CMWCOR 32 32 2, 3 PCLKB 2 ICLK CMTW

0009 4298h CMTW1 Input Capture Register 0 CMWICR0 32 32 2, 3 PCLKB 2 ICLK CMTW

0009 429Ch CMTW1 Input Capture Register 1 CMWICR1 32 32 2, 3 PCLKB 2 ICLK CMTW
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000C 4900h EPTPC
0

PTP-primary Message Destination MAC Address 
Setting Registers

PPMACRU 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4904h EPTPC
0

PTP-primary Message Destination MAC Address 
Setting Registers

PPMACRL 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4908h EPTPC
0

PTP-pdelay Message MAC Address Setting Registers PDMACRU 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 490Ch EPTPC
0

PTP-pdelay Message MAC Address Setting Registers PDMACRL 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4910h EPTPC
0

PTP Message EtherType Setting Register PETYPER 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4920h EPTPC
0

PTP-primary Message Destination IP Address Setting 
Register

PPIPR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4924h EPTPC
0

PTP-pdelay Message Destination IP Address Setting 
Register

PDIPR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4928h EPTPC
0

PTP event Message TOS Setting Register PETOSR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 492Ch EPTPC
0

PTP general Message TOS Setting Register PGTOSR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4930h EPTPC
0

PTP-primary Message TTL Setting Register PPTTLR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4934h EPTPC
0

PTP-pdelay Message TTL Setting Register PDTTLR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4938h EPTPC
0

PTP event Message UDP Destination Port Number 
Setting Register

PEUDPR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 493Ch EPTPC
0

PTP general Message UDP Destination Port Number 
Setting Register

PGUDPR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4940h EPTPC
0

Frame Reception Filter Setting Register FFLTR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4960h EPTPC
0

Frame Reception Filter MAC Address 0 Setting 
Registers

FMAC0RU 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4964h EPTPC
0

Frame Reception Filter MAC Address 0 Setting 
Registers

FMAC0RL 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4968h EPTPC
0

Frame Reception Filter MAC Address 1 Setting 
Registers

FMAC1RU 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 496Ch EPTPC
0

Frame Reception Filter MAC Address 1 Setting 
Registers

FMAC1RL 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 49C0h EPTPC
0

Asymmetric Delay Setting Register DASYMRU 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 49C4h EPTPC
0

Asymmetric Delay Setting Register DASYMRL 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 49C8h EPTPC
0

Timestamp Latency Setting Register TSLATR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 49CCh EPTPC
0

SYNFP Operation Setting Register SYCONFR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 49D0h EPTPC
0

SYNFP Frame Format Setting Register SYFORMR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 49D4h EPTPC
0

Response Message Reception Timeout Register RSTOUTR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4C00h EPTPC
1

SYNFP Status Register SYSR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4C04h EPTPC
1

SYNFP Status Notification Permission Register SYIPR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4C10h EPTPC
1

SYNFP MAC Address Registers SYMACRU 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4C14h EPTPC
1

SYNFP MAC Address Registers SYMACRL 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4C1Ch EPTPC
1

SYNFP Local IP Address Register SYIPADDRR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4C40h EPTPC
1

SYNFP Specification Version Setting Register SYSPVRR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4C44h EPTPC
1

SYNFP Domain Number Setting Register SYDOMR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC
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000D 044Ch USBA Frame Number Register FRMNUM 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

000D 044Eh USBA μFrame Number Register UFRMNUM 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

000D 0450h USBA USB Address Register USBADDR 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

000D 0454h USBA USB Request Type Register USBREQ 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

000D 0456h USBA USB Request Value Register USBVAL 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

000D 0458h USBA USB Request Index Register USBINDX 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

000D 045Ah USBA USB Request Length Register USBLENG 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

000D 045Ch USBA DCP Configuration Register DCPCFG 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

000D 045Eh USBA DCP Maximum Packet Size Register DCPMAXP 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

000D 0460h USBA DCP Control Register DCPCTR 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

000D 0464h USBA Pipe Window Select Register PIPESEL 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

000D 0468h USBA Pipe Configuration Register PIPECFG 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

000D 046Ah USBA Pipe Buffer Register PIPEBUF 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

000D 046Ch USBA Pipe Maximum Packet Size Register PIPEMAXP 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

000D 046Eh USBA Pipe Cycle Control Register PIPEPERI 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA
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000D 0470h USBA Pipe1 Control Register PIPE1CTR 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

000D 0472h USBA Pipe2 Control Register PIPE2CTR 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

000D 0474h USBA Pipe3 Control Register PIPE3CTR 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

000D 0476h USBA Pipe4 Control Register PIPE4CTR 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

000D 0478h USBA Pipe5 Control Register PIPE5CTR 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

000D 047Ah USBA Pipe6 Control Register PIPE6CTR 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

000D 047Ch USBA Pipe7 Control Register PIPE7CTR 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

000D 047Eh USBA Pipe8 Control Register PIPE8CTR 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

000D 0480h USBA Pipe9 Control Register PIPE9CTR 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

000D 0490h USBA Pipe1 Transaction Counter Enable Register PIPE1TRE 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

000D 0492h USBA Pipe1 Transaction Counter Register PIPE1TRN 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

000D 0494h USBA Pipe2 Transaction Counter Enable Register PIPE2TRE 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

000D 0496h USBA Pipe2 Transaction Counter Register PIPE2TRN 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

000D 0498h USBA Pipe3 Transaction Counter Enable Register PIPE3TRE 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

000D 049Ah USBA Pipe3 Transaction Counter Register PIPE3TRN 16 16 (3 + BUSWAIT) 
PCLKA or more

Rounded up to the 
nearest integer 

greater than 1 + (3 + 
BUSWAIT) × (fre-

quency ratio of ICLK/
PCLKB)*5

USBA

Table 4.1 List of I/O Registers (Address Order) (65 / 67)

Address
Module 
Symbol Register Name

Register 
Symbol

Number 
of Bits

Access 
Size

Number of Access Cycles
Related 
Function ICLK PCLK  ICLK  PCLK
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Caution: To protect the LSI’s reliability, the output current values should not exceed the values in this table.
Note 1. This is the value when normal driving ability is set with a pin for which normal driving ability is selectable.
Note 2. This is the value when high driving ability is set with a pin for which normal driving ability is selectable or the value of the pin to 

which high driving ability is fixed.

Table 5.6 Permissible Output Currents
Conditions: VCC = AVCC0 = AVCC1 = VCC_USB = VBATT = 2.7 to 3.6 V, 2.7 ≤ VREFH0 ≤ AVCC0, 

VCC_USBA = AVCC_USBA = 3.0 to 3.6 V, 
VSS = AVSS0 = AVSS1 = VREFL0 = VSS_USB = VSS1_USBA = VSS2_USBA = PVSS_USBA = AVSS_USBA = 0 V, 
Ta = Topr

Item Symbol Min. Typ. Max. Unit

Permissible output low current
(average value per pin)

All output pins*1 Normal drive IOL — — 2.0 mA

All output pins*2 High drive IOL — — 3.8 mA

Permissible output low current
(max. value per pin)

All output pins*1 Normal drive IOL — — 4.0 mA

All output pins*2 High drive IOL — — 7.6 mA

Permissible output low current (total) Total of all output pins IOL — — 80 mA

Permissible output high current
(average value per pin)

All output pins*1 Normal drive IOH — — –2.0 mA

USB_DPUPE pin*2 High drive IOH — — –3.8 mA

Permissible output high current
(max. value per pin)

All output pins*1 Normal drive IOH — — –4.0 mA

All output pins*2 High drive IOH — — –7.6 mA

Permissible output high current (total) Total of all output pins IOH — — –80 mA
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Figure 5.10 PLL Clock Oscillation Start Timing

Note 1. When using a sub-clock, ask the manufacturer of the oscillator to evaluate its oscillation. Refer to the results of evaluation 
provided by the manufacturer for the oscillation stabilization time.

Note 2. The number of cycles selected by the value of the SOSCWTCR.SSTS[7:0] bits determines the sub-clock oscillation stabilization 
wait time in accord with the formula below.
tSUBOSCWT = [(SSTS[7:0] bits × 16384) + 10] / fLOCO

Figure 5.11 Sub-Clock Oscillation Start Timing

Table 5.16 PLL Clock Timing
Conditions: VCC = AVCC0 = AVCC1 = VCC_USB = VBATT = 2.7 to 3.6 V, 2.7 ≤ VREFH0 ≤ AVCC0, 

VCC_USBA = AVCC_USBA = 3.0 to 3.6 V, 
VSS = AVSS0 = AVSS1 = VREFL0 = VSS_USB = VSS1_USBA = VSS2_USBA = PVSS_USBA = AVSS_USBA = 0 V, 
Ta = Topr

Item Symbol Min. Typ. Max. Unit
Test 

Conditions

PLL clock oscillation frequency fPLL 120 — 240 MHz

PLL clock oscillation stabilization wait time tPLLWT — 259 320 μs Figure 5.10

Table 5.17 Sub-Clock Timing
Conditions: VCC = AVCC0 = AVCC1 = VCC_USB = 2.7 to 3.6 V, 2.7 ≤ VREFH0 ≤ AVCC0, 

VCC_USBA = AVCC_USBA = 3.0 to 3.6 V, 
VSS = AVSS0 = AVSS1 = VREFL0 = VSS_USB = VSS1_USBA = VSS2_USBA = PVSS_USBA = AVSS_USBA = 0 V, 
VBATT = 2.0 to 3.6 V, Ta = Topr

Item Symbol Min. Typ. Max. Unit
Test 

Conditions

Sub-clock oscillation frequency fSUB — 32.768 — kHz

Sub-clock oscillation stabilization time tSUBOSC — — *1 s Figure 5.11

Sub-clock oscillation stabilization wait time tSUBOSCWT — — *2 s

PLLCR2.PLLEN

OSCOVFSR.PLOVF

PLL clock

tPLLWT

PLL circuit output

Sub-clock oscillator output

SOSCCR.SOSTP

tSUBOSC

Sub-clock

OSCOVFSR.SOOVF

tSUBOSCWT
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Figure 5.26 SDRAM Space Multiple Write Bus Timing

ACT WR PRAWR WR WR

SDCLK pin

A18 to A0

AP*1

SDCS#

RAS#

CAS#

WE#

CKE

DQMn

D31 to D0

tAD2 tAD2 tAD2 tAD2 tAD2 tAD2 tAD2 tAD2

tAD2 tAD2 tAD2 tAD2 tAD2

tCSD2 tCSD2 tCSD2 tCSD2 tCSD2

tRASD tRASD tRASD tRASD tRASD

tCASD tCASD tCASD

tWED tWED

(High)

tDQMD tDQMD

tWDD2 tWDH2 tWDD2 tWDH2

C1 C2 C3
Row

address
C0

(column address)

PRA
command

Note 1. Address pins for output of the precharge-setting command 
(Precharge-sel) for SDRAM.
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Figure 5.81 Voltage Detection Circuit Timing (V det1)

tVOFF

Vdet1VCC

tdettdet

tLVD1

Td(E-A)

LVD1E

LVD1
Comparator output

LVD1CMPE

LVD1MON

Internal reset signal
(Low is valid)

When LVD1RN = L

When LVD1RN = H

VLVH

tLVD1


