
Renesas Electronics America Inc - R5F564MJDDLJ#21 Datasheet

Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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Communication 
function

I2C bus interface (RIICa)  2 channels (only channel 0 can be used in fast-mode plus)
Communication formats
I2C bus format/SMBus format
Supports the multi-master
Max. transfer rate: 1 Mbps (channel 0)

 Event linking by the ELC

CAN module (CAN)  3 channels
 Compliance with the ISO11898-1 specification (standard frame and extended frame)
 32 mailboxes per channel

Serial peripheral 
interface (RSPIa)

 1 channel
 RSPI transfer facility

Using the MOSI (master out, slave in), MISO (master in, slave out), SSL (slave select), 
and RSPCK (RSPI clock) signals enables serial transfer through SPI operation (four 
lines) or clock-synchronous operation (three lines)
Capable of handling serial transfer as a master or slave

 Data formats
Switching between MSB first and LSB first
The number of bits in each transfer can be changed to any number of bits from 8 to 16, 
or to 20, 24, or 32 bits.
128-bit buffers for transmission and reception
Up to four frames can be transmitted or received in a single transfer operation (with 
each frame having up to 32 bits)

 Buffered structure
Double buffers for both transmission and reception

 RSPCK can be stopped with the receive buffer full for master reception.
 Event linking by the ELC

Quad serial peripheral 
interface (QSPI)

 1 channel
 Connectable with serial flash memory equipped with multiple input and output lines (i.e. 

for single, dual, or quad operation)
 Programmable bit length and selectable active sense and phase of the clock signal 
 Sequential execution of transfer
 LSB or MSB first is selectable.

Serial sound interface (SSI)  2 channels
 Full-duplex transfer is possible (only on channel 0).
 Support for multiple audio formats 
 Support for master or slave operation
 Bit clock frequency is selectable from four different types (16 fs, 32 fs, 48 fs, and 64 fs).
 Support for 8-/16-/18-/20-/22-/24 bit data formats
 Internal 8-stage FIFO for transmission and reception
 Stopping SSIWS when data transfer is stopped is selectable.

Sampling rate converter (SRC)  1 channel
 Data formats: 32-bit stereo (16 bits for the left, 16 bits for the right) and 16-bit monaural.
 Input sampling rates: 8, 11.025, 12, 16, 22.05, 24, 32, 44.1, 48 kHz
 Output sampling rates: 32, 44.1, 48, 8*2 or 16 kHz*2 

SD host interface (SDHI)*4  1 channel
 Transfer speed: Supports high-speed mode (15 MB/s) and default speed mode (10 MB/s)
 One interface for SD memory and I/O cards (supporting 1- and 4-bit SD buses)
 SD specifications

Part 1: Physical Layer Specification Ver. 3.01 compliant (DDR not supported)
Part E1: SDIO Specification Ver. 3.00

 Error checking: CRC7 for commands and CRC16 for data
 Interrupt requests: Card access interrupt, SDIO access interrupt, card detection 

interrupt
 DMA transfer requests: SD_BUF write and SD_BUF read
 Support for card detection and write protection

MMC host interface (MMCIF)  1 channel
 Transfer speed: Supports high-speed mode (30 MB/s) and Backward-compatible mode 

(25 MB/s)
 Compliant with JEDEC STANDARD JESD84-A441 (DDR is not supported)
 Interface for Multimedia Cards (MMCs)
 Device buses: Support for 1-, 4-, and 8-bit MMC buses
 Interrupt requests: Card detection interrupt, error/timeout interrupt, normal operation interrupt
 DMA transfer requests: CE_DATA write and CE_DATA read
 Support for card detection, boot operation, high priority interrupt (HPI)

Table 1.1 Outline of Specifications (7/9)

Classification Module/Function Description
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Table 1.2 Comparison of Functions for Different Packages (1/2)

Functions RX64M Group

Package 177 Pins, 176 Pins 145 Pins, 144 Pins 100 Pins

External bus External bus width 32 bits 16 bits

SDRAM area controller Available Not supported

DMA DMA controller Ch. 0 to 7

Data transfer controller Available

EXDMA controller Ch. 0 and 1

Timers 16-bit timer pulse unit Ch. 0 to 5

Multi-function timer pulse unit 3 Ch. 0 to 8

General-purpose PWM timer Ch. 0 to 3

Port output enable 3 Available

Programmable pulse generator Ch. 0 and 1

8-bit timers Ch. 0 to 3

Compare match timer Ch. 0 to 3

Compare match timer W Ch. 0 and 1

Realtime clock Available

Watchdog timer Available

Independent watchdog timer Available

Communication
function

Ethernet controller Ch. 0 and 1 Ch. 0

PTP controller for ethernet controller Available

DMAC controller for ethernet Ch. 0 and 1 (ETHERC)
Ch. 2 (EPTPC)

Ch. 0 (ETHERC) and 2 (EPTPC)

USB 2.0 FS host/function module Ch. 0

USB 2.0 FS host/function module with battery 
charging

Available Not supported

Serial communications interfaces (SCIg) Ch. 0 to 7 Ch. 0 to 3, 5 and 6

Serial communications interfaces (SCIh) Ch. 12

Serial communications interfaces with FIFO Ch. 8 to 11 Ch. 8 and 9

I2C bus interfaces Ch. 0 and 2

Serial peripheral interface Ch. 0

CAN module Ch. 0 to 2 Ch. 0 and 1

Quad serial peripheral interface Ch. 0

Serial sound interfaces Ch. 0 and 1

Sampling rate converter Available

SD host interface Ch. 0

MMC host interface Ch. 0

Parallel data capture unit Available Not supported

12-bit A/D converter AN000 to 007 (unit 0: 8 channels)
AN100 to 120 (unit 1: 21 channels)

AN000 to 007
(unit 0: 8 channels)

AN100 to 113
(unit 1: 14 
channels)

12-bit D/A converter Ch. 0 and 1 Ch. 1

Temperature sensor Available

CRC calculator Available

Data operation circuit Available

Clock frequency accuracy measurement circuit Available

AES Available
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Serial communications 
interface (SCIg)

 Asynchronous mode/clock synchronous mode

SCK0 to SCK7 I/O Input/output pins for the clock

RXD0 to RXD7 Input Input pins for received data

TXD0 to TXD7 Output Output pins for transmitted data

CTS0# to CTS7# Input Input pins for controlling the start of transmission and reception

RTS0# to RTS7# Output Output pins for controlling the start of transmission and 
reception

 Simple I2C mode

SSCL0 to SSCL7 I/O Input/output pins for the I2C clock

SSDA0 to SSDA7 I/O Input/output pins for the I2C data

 Simple SPI mode

SCK0 to SCK7 I/O Input/output pins for the clock

SMISO0 to SMISO7 I/O Input/output pins for slave transmission of data

SMOSI0 to SMOSI7 I/O Input/output pins for master transmission of data

SS0# to SS7# Input Chip-select input pins

Serial communications 
interface (SCIh)

 Asynchronous mode/clock synchronous mode

SCK12 I/O Input/output pin for the clock

RXD12 Input Input pin for received data

TXD12 Output Output pin for transmitted data

CTS12# Input Input pin for controlling the start of transmission and reception

RTS12# Output Output pin for controlling the start of transmission and reception

 Simple I2C mode

SSCL12 I/O Input/output pin for the I2C clock

SSDA12 I/O Input/output pin for the I2C data

 Simple SPI mode

SCK12 I/O Input/output pin for the clock

SMISO12 I/O Input/output pin for slave transmission of data

SMOSI12 I/O Input/output pin for master transmission of data

SS12# Input Chip-select input pin

 Extended serial mode

RXDX12 Input Input pin for received data

TXDX12 Output Output pin for transmitted data

SIOX12 I/O Input/output pin for received or transmitted data

Serial communications 
interface with FIFO
(SCIFA)

SCK8 to SCK11 I/O Input/output pins for the clock

RXD8 to RXD11 Input Input pins for received data

TXD8 to TXD11 Output Output pins for transmitted data

CTS8# to CTS11# Input Input pins for controlling the start of transmission and reception

RTS8# to RTS11# Output Output pins for controlling the start of transmission and 
reception

I2C bus interface SCL0[FM+], SCL2 I/O Input/output pins for clocks. Bus can be directly driven by the N-
channel open drain

SDA0[FM+], SDA2 I/O Input/output pins for data. Bus can be directly driven by the N-
channel open drain

Table 1.4 Pin Functions (4/8)

Classifications Pin Name I/O Description
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MMC host interface MMC_CLK-A/
MMC_CLK-B

Output MMC clock pin

MMC_CMD-A/
MMC_CMD-B

I/O Command/response pin

MMC_D7-A/MMC_D7-B to 
MMC_D0-A/MMC_D0-B

I/O Transmit data/receive data

MMC_CD-A/MMC_CD-B Input Card detection pin

MMC_RES#-A/MMC_RES#-B Output MMC reset output pin

SD host interface SDHI_CLK-A/SDHI_CLK-B Output SD clock output pin

SDHI_CMD-A/SDHI_CMD-B I/O SD command output, response input signal pin

SDHI_D3-A/SDHI_D3-B to 
SDHI_D0-A/SDHI_D0-B

I/O SD data bus pins

SDHI_CD-A/SDHI_CD-B Input SD card detection pin

SDHI_WP-A/SDHI_WP-B Input SD write-protect signal

Parallel data capture unit PIXCLK Input Image transfer clock pin

VSYNC Input Vertical synchronization signal pin

HSYNC Input Horizontal synchronization signal pin

PIXD0 to PIXD7 Input 8-bit image data pins

PCKO Output Output pin for dot clock

Realtime clock RTCOUT Output Output pin for 1-Hz/64-Hz clock

RTCIC0 to RTCIC2 Input Time capture event input pins

12-bit A/D converter AN000 to AN007, 
AN100 to AN120

Input Input pins for the analog signals to be processed by the A/D 
converter

ADTRG0#, ADTRG1# Input Input pins for the external trigger signals that start the A/D 
conversion

ANEX0 Output Extended analog output pin

ANEX1 Input Extended analog input pin

12-bit D/A converter DA0, DA1 Output Output pins for the analog signals to be processed by the D/A 
converter

Analog power supply AVCC0 Input Analog voltage supply pin for the 12-bit A/D converter (unit 0). 
Connect this pin to a branch from the VCC power supply.

AVSS0 Input Analog ground pin for the 12-bit A/D converter (unit 0). Connect 
this pin to a branch from the VSS ground power supply.

VREFH0 Input Analog reference voltage supply pin for the 12-bit A/D converter 
(unit 0). Connect this pin to VCC if the 12-bit A/D converter is 
not to be used.

VREFL0 Input Analog reference ground pin for the 12-bit A/D converter (unit 
0). Connect this pin to VSS if the 12-bit A/D converter is not to 
be used.

AVCC1 Input Analog voltage supply and reference voltage supply pin for the 
12-bit A/D converter (unit 1) and D/A converter. This pin also 
supplies the analog voltage to the temperature sensor. Connect 
this pin to a branch from the VCC power supply.

AVSS1 Input Analog voltage supply and reference voltage supply pin for the 
12-bit A/D converter (unit 1) and D/A converter. This pin also 
supplies the analog ground voltage to the temperature sensor. 
Connect this pin to a branch from the VSS ground power 
supply.

Table 1.4 Pin Functions (7/8)

Classifications Pin Name I/O Description
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C4 P43 IRQ11-DS AN003

C5 P45 IRQ13-
DS

AN005

C6 P90 A16/D16 ET1_RX_DV/
TXD7/SMOSI7/SSDA7

AN114

C7 PD0 D0[A0/D0] GTIOC1B-E/POE4# IRQ0 AN108

C8 PD2 D2[A2/D2] MTIOC4D/
GTIOC0B-E/TIC2

CRX0 MMC_D2-B/
SDHI_D2-B/
QIO2_B

IRQ2 AN110

C9 PD3 D3[A3/D3] MTIOC8D/
GTIOC0A-E/POE8#/
TOC2

MMC_D3-B/
SDHI_D3-B/
QIO3-B

IRQ3 AN111

C10 PG0 D24 ET1_RX_CLK/
REF50CK1

C11 VCC

C12 P62 CS2#/RAS#

C13 PE4 D12[A12/D12] MTIOC4D/MTIOC1A/
GTIOC1A-A/PO28

ET0_ERXD2 AN102

C14 VSS

C15 P70 SDCLK

D1 P01 TMCI0 RXD6/SMISO6/
SSCL6

IRQ9 AN119

D2 P02 TMCI1 SCK6 IRQ10 AN120

D3 P03 IRQ11 DA0

D4 P00 TMRI0 TXD6/SMOSI6/
SSDA6

IRQ8 AN118

D5 P44 IRQ12-
DS

AN004

D6 P93 A19/D19 POE0# ET1_LINKSTA/CTS7#/
RTS7#/SS7#

AN117

D7 P95 A21/D21 ET1_ERXD1/
RMII1_RXD1

D8 VSS

D9 PD5 D5[A5/D5] MTIC5W/MTIOC8C/
POE10#

MMC_CLK-B/
SDHI_CLK-B/
QSPCLK-B

IRQ5 AN113

D10 PD7 D7[A7/D7] MTIC5U/POE0# MMC_D1-B/
SDHI_D1-B/
QIO1-B/QMI-B

IRQ7 AN107

D11 P61 CS1#/SDCS#

D12 PE5 D13[A13/D13] MTIOC4C/MTIOC2B/
GTIOC0A-A

ET0_RX_CLK/
REF50CK0

IRQ5 AN103

D13 VCC

D14 PE7 D15[A15/D15] MTIOC6A/
GTIOC3A-E/TOC1

MMC_RES#-B/
SDHI_WP-B

IRQ7 AN105

D15 P65 CS5#/CKE

E1 PJ5 POE8# CTS2#/RTS2#/SS2#

E2 EMLE

E3 PF5 IRQ4

E4 VSS

E5*1

E12 PE6 D14[A14/D14] MTIOC6C/
GTIOC3B-E/TIC1

MMC_CD-B/
SDHI_CD-B

IRQ6 AN104

E13 TRDATA0 PG2 D26 ET1_TX_CLK

Table 1.5 List of Pin and Pin Functions (177-Pin TFLGA, 176-Pin LFBGA) (2/7)

Pin 
Number

Power Supply
Clock System 
Control I/O Port

Bus
EXDMAC
SDRAMC

Timer Communication
Memory Interface
Camera Interface

Interrupt
S12ADC,
R12DA

177-Pin 
TFLGA
176-Pin 
LFBGA

(MTU, GPT, TPU, 
TMR, PPG, RTC, 
CMTW, POE, CAC)

(ETHERC, SCIg, 
SCIh, RSPI, RIIC, 
CAN, USB, SSI)

(QSPI, SDHI, 
MMCIF, PDC)
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Note 1. The BCLK function is multiplexed with the I/O port function for pin P53, so the port function is not available if the external bus is 
enabled.

173 P40 IRQ8-DS AN000

174 VREFH0

175 AVCC0

176 P07 IRQ15 ADTRG0#

Table 1.6 List of Pin and Pin Functions (176-Pin LFQFP) (7/7)

Pin 
Number

Power Supply
Clock System 
Control I/O Port

Bus
EXDMAC
SDRAMC

Timer Communication
Memory Interface
Camera Interface

Interrupt
S12ADC, 
R12DA

176-Pin
LFQFP

(MTU, GPT, TPU, 
TMR, PPG, RTC, 
CMTW, POE, CAC)

(ETHERC, SCIg, 
SCIh, RSPI, RIIC, 
CAN, USB, SSI)

(QSPI, SDHI, 
MMCIF, PDC)
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Table 1.8 List of Pin and Pin Functions (144-Pin LFQFP) (1/5)

Pin 
Number

Power Supply
Clock System 
Control I/O Port

Bus
EXDMAC
SDRAMC

Timer Communication
Memory Interface
Camera Interface

Interrupt
S12ADC, 
R12DA

144-Pin
LFQFP

(MTU, GPT, TPU, 
TMR, PPG, RTC, 
CMTW, POE, CAC)

(ETHERC, SCIg, 
SCIh, RSPI, RIIC, 
CAN, USB, SSI)

(QSPI, SDHI, 
MMCIF, PDC)

1 AVSS0

2 P05 IRQ13 DA1

3 AVCC1

4 P03 IRQ11 DA0

5 AVSS1

6 P02 TMCI1 SCK6 IRQ10 AN120

7 P01 TMCI0 RXD6/SMISO6/SSCL6 IRQ9 AN119

8 P00 TMRI0 TXD6/SMOSI6/SSDA6 IRQ8 AN118

9 PF5 IRQ4

10 EMLE

11 PJ5 POE8# CTS2#/RTS2#/SS2#

12 VSS

13 PJ3 EDACK1 MTIOC3C ET0_EXOUT/CTS6#/
RTS6#/CTS0#/RTS0#/
SS6#/SS0#

14 VCL

15 VBATT

16 MD/FINED

17 XCIN

18 XCOUT

19 RES

20 XTAL P37

21 VSS

22 EXTAL P36

23 VCC

24 P35 NMI

25 TRST# P34 MTIOC0A/TMCI3/
PO12/POE10#

SCK6/SCK0/
ET0_LINKSTA

IRQ4

26 P33 EDREQ1 MTIOC0D/TIOCD0/
TMRI3/PO11/POE4#/
POE11#

RXD6/RXD0/SMISO6/
SMISO0/SSCL6/
SSCL0/CRX0

PCKO IRQ3-DS

27 P32 MTIOC0C/TIOCC0/
TMO3/PO10/
RTCOUT/RTCIC2/
POE0#/POE10#

TXD6/TXD0/SMOSI6/
SMOSI0/SSDA6/
SSDA0/CTX0/
USB0_VBUSEN

VSYNC IRQ2-DS

28 TMS P31 MTIOC4D/TMCI2/
PO9/RTCIC1

CTS1#/RTS1#/SS1# IRQ1-DS

29 TDI P30 MTIOC4B/TMRI3/
PO8/RTCIC0/POE8#

RXD1/SMISO1/SSCL1 IRQ0-DS

30 TCK P27 CS7# MTIOC2B/TMCI3/PO7 SCK1

31 TDO P26 CS6# MTIOC2A/TMO1/PO6 TXD1/CTS3#/RTS3#/
SMOSI1/SS3#/SSDA1

32 P25 CS5#/
EDACK1

MTIOC4C/MTCLKB/
TIOCA4/PO5

RXD3/SMISO3/
SSCL3/SSIDATA1

HSYNC ADTRG0#

33 P24 CS4#/
EDREQ1

MTIOC4A/MTCLKA/
TIOCB4/TMRI1/PO4

SCK3/
USB0_VBUSEN/
SSISCK1

PIXCLK

34 P23 EDACK0 MTIOC3D/MTCLKD/
GTIOC0A-B/TIOCD3/
PO3

TXD3/CTS0#/RTS0#/
SMOSI3/SS0#/
SSDA3/SSISCK0

PIXD7

35 P22 EDREQ0 MTIOC3B/MTCLKC/
GTIOC1A-B/TIOCC3/
TMO0/PO2

SCK0/
USB0_OVRCURB/
AUDIO_MCLK

PIXD6
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Note 1. The BCLK function is multiplexed with the I/O port function for pin P53, so the port function is not available if the external bus is 
enabled.

81 PD5 D5[A5/D5] MTIC5W/MTIOC8C/
POE10#

MMC_CLK-B/
SDHI_CLK-B/
QSPCLK-B

IRQ5 AN113

82 PD4 D4[A4/D4] MTIOC8B/POE11# MMC_CMD-B/
SDHI_CMD-B/
QSSL-B

IRQ4 AN112

83 PD3 D3[A3/D3] MTIOC8D/
GTIOC0A-E/POE8#/
TOC2

MMC_D3-B/
SDHI_D3-B/
QIO3-B

IRQ3 AN111

84 PD2 D2[A2/D2] MTIOC4D/
GTIOC0B-E/TIC2

CRX0 MMC_D2-B/
SDHI_D2-B/
QIO2-B

IRQ2 AN110

85 PD1 D1[A1/D1] MTIOC4B/
GTIOC1A-E/POE0#

CTX0 IRQ1 AN109

86 PD0 D0[A0/D0] GTIOC1B-E/POE4# IRQ0 AN108

87 P47 IRQ15-DS AN007

88 P46 IRQ14-DS AN006

89 P45 IRQ13-DS AN005

90 P44 IRQ12-DS AN004

91 P43 IRQ11-DS AN003

92 P42 IRQ10-DS AN002

93 P41 IRQ9-DS AN001

94 VREFL0

95 P40 IRQ8-DS AN000

96 VREFH0

97 AVCC0

98 P07 IRQ15 ADTRG0#

99 AVSS0

100 P05 IRQ13 DA1

Table 1.10 List of Pin and Pin Functions (100-Pin LFQFP) (4/4)

Pin 
Number

Power Supply
Clock System 
Control I/O Port

Bus
EXDMAC

Timer Communication
Memory Interface
Camera Interface

Interrupt
S12ADC, 
R12DA

100-Pin
LFQFP

(MTU, GPT, TPU, 
TMR, PPG, RTC, 
CMTW, POE, CAC)

(ETHERC, SCIg, 
SCIh, RSPI, RIIC, 
CAN, USB, SSI)

(QSPI, SDHI, 
MMCIF, PDC)
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RX64M Group 4. I/O Registers

0008 8141h TPU3 Timer Mode Register TMDR 8 8 2, 3 PCLKB 2 ICLK TPUa

0008 8142h TPU3 Timer I/O Control Register H TIORH 8 8 2, 3 PCLKB 2 ICLK TPUa

0008 8143h TPU3 Timer I/O Control Register L TIORL 8 8 2, 3 PCLKB 2 ICLK TPUa

0008 8144h TPU3 Timer Interrupt Enable Register TIER 8 8 2, 3 PCLKB 2 ICLK TPUa

0008 8145h TPU3 Timer Status Register TSR 8 8 2, 3 PCLKB 2 ICLK TPUa

0008 8146h TPU3 Timer Counter TCNT 16 16 2, 3 PCLKB 2 ICLK TPUa

0008 8148h TPU3 Timer General Register A TGRA 16 16 2, 3 PCLKB 2 ICLK TPUa

0008 814Ah TPU3 Timer General Register B TGRB 16 16 2, 3 PCLKB 2 ICLK TPUa

0008 814Ch TPU3 Timer General Register C TGRC 16 16 2, 3 PCLKB 2 ICLK TPUa

0008 814Eh TPU3 Timer General Register D TGRD 16 16 2, 3 PCLKB 2 ICLK TPUa

0008 8150h TPU4 Timer Control Register TCR 8 8 2, 3 PCLKB 2 ICLK TPUa

0008 8151h TPU4 Timer Mode Register TMDR 8 8 2, 3 PCLKB 2 ICLK TPUa

0008 8152h TPU4 Timer I/O Control Register TIOR 8 8 2, 3 PCLKB 2 ICLK TPUa

0008 8154h TPU4 Timer Interrupt Enable Register TIER 8 8 2, 3 PCLKB 2 ICLK TPUa

0008 8155h TPU4 Timer Status Register TSR 8 8 2, 3 PCLKB 2 ICLK TPUa

0008 8156h TPU4 Timer Counter TCNT 16 16 2, 3 PCLKB 2 ICLK TPUa

0008 8158h TPU4 Timer General Register A TGRA 16 16 2, 3 PCLKB 2 ICLK TPUa

0008 815Ah TPU4 Timer General Register B TGRB 16 16 2, 3 PCLKB 2 ICLK TPUa

0008 8160h TPU5 Timer Control Register TCR 8 8 2, 3 PCLKB 2 ICLK TPUa

0008 8161h TPU5 Timer Mode Register TMDR 8 8 2, 3 PCLKB 2 ICLK TPUa

0008 8162h TPU5 Timer I/O Control Register TIOR 8 8 2, 3 PCLKB 2 ICLK TPUa

0008 8164h TPU5 Timer Interrupt Enable Register TIER 8 8 2, 3 PCLKB 2 ICLK TPUa

0008 8165h TPU5 Timer Status Register TSR 8 8 2, 3 PCLKB 2 ICLK TPUa

0008 8166h TPU5 Timer Counter TCNT 16 16 2, 3 PCLKB 2 ICLK TPUa

0008 8168h TPU5 Timer General Register A TGRA 16 16 2, 3 PCLKB 2 ICLK TPUa

0008 816Ah TPU5 Timer General Register B TGRB 16 16 2, 3 PCLKB 2 ICLK TPUa

0008 81E6h PPG0 PPG Output Control Register PCR 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81E7h PPG0 PPG Output Mode Register PMR 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81E8h PPG0 Next Data Enable Registers H NDERH 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81E9h PPG0 Next Data Enable Registers L NDERL 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81EAh PPG0 Output Data Registers H PODRH 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81EBh PPG0 Output Data Registers L PODRL 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81ECh PPG0 Next Data Registers H*1 NDRH 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81EDh PPG0 Next Data Registers L*2 NDRL 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81EEh PPG0 Next Data Registers H*1 NDRH2 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81EFh PPG0 Next Data Registers L*2 NDRL2 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81F0h PPG1 PPG Trigger Select Register PTRSLR 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81F6h PPG1 PPG Output Control Register PCR 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81F7h PPG1 PPG Output Mode Register PMR 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81F8h PPG1 Next Data Enable Registers H NDERH 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81F9h PPG1 Next Data Enable Registers L NDERL 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81FAh PPG1 Output Data Registers H PODRH 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81FBh PPG1 Output Data Registers L PODRL 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81FCh PPG1 Next Data Registers H*3 NDRH 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81FDh PPG1 Next Data Registers L*4 NDRL 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81FEh PPG1 Next Data Registers H*3 NDRH2 8 8 2, 3 PCLKB 2 ICLK PPG

0008 81FFh PPG1 Next Data Registers L*4 NDRL2 8 8 2, 3 PCLKB 2 ICLK PPG

0008 8200h TMR0 Timer Control Register TCR 8 8 2, 3 PCLKB 2 ICLK TMR

0008 8201h TMR1 Timer Control Register TCR 8 8 2, 3 PCLKB 2 ICLK TMR

0008 8202h TMR0 Timer Control/Status Register TCSR 8 8 2, 3 PCLKB 2 ICLK TMR
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0008 C2A0h 
to 0008 
C2BFh

SYSTE
M

Deep Standby Backup Registers 0 to 31 DPSBKR0 to 
31

8 8 4, 5 PCLKB 2, 3 ICLK Low 
Power 
Consum
ption

0008 C400h RTC 64-Hz Counter R64CNT 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C402h RTC Second Counter RSECCNT 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C402h RTC Binary Counter 0 BCNT0 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C404h RTC Minute Counter RMINCNT 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C404h RTC Binary Counter 1 BCNT1 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C406h RTC Hour Counter RHRCNT 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C406h RTC Binary Counter 2 BCNT2 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C408h RTC Day-of-Week Counter RWKCNT 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C408h RTC Binary Counter 3 BCNT3 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C40Ah RTC Date Counter RDAYCNT 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C40Ch RTC Month Counter RMONCNT 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C40Eh RTC Year Counter RYRCNT 16 16 2, 3 PCLKB 2 ICLK RTCd

0008 C410h RTC Second Alarm Register RSECAR 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C410h RTC Binary Counter 0 Alarm Register BCNT0AR 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C412h RTC Minute Alarm Register RMINAR 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C412h RTC Binary Counter 1 Alarm Register BCNT1AR 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C414h RTC Hour Alarm Register RHRAR 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C414h RTC Binary Counter 2 Alarm Register BCNT2AR 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C416h RTC Day-of-Week Alarm Register RWKAR 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C416h RTC Binary Counter 3 Alarm Register BCNT3AR 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C418h RTC Date Alarm Register RDAYAR 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C418h RTC Binary Counter 0 Alarm Enable Register BCNT0AER 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C41Ah RTC Month Alarm Register RMONAR 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C41Ah RTC Binary Counter 1 Alarm Enable Register BCNT1AER 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C41Ch RTC Year Alarm Register RYRAR 16 16 2, 3 PCLKB 2 ICLK RTCd

0008 C41Ch RTC Binary Counter 2 Alarm Enable Register BCNT2AER 16 16 2, 3 PCLKB 2 ICLK RTCd

0008 C41Eh RTC Year Alarm Enable Register RYRAREN 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C41Eh RTC Binary Counter 3 Alarm Enable Register BCNT3AER 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C422h RTC RTC Control Register 1 RCR1 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C424h RTC RTC Control Register 2 RCR2 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C426h RTC RTC Control Register 3 RCR3 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C428h RTC RTC Control Register 4 RCR4 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C42Ah RTC Frequency Register H RFRH 16 16 2, 3 PCLKB 2 ICLK RTCd

0008 C42Ch RTC Frequency Register L RFRL 16 16 2, 3 PCLKB 2 ICLK RTCd

0008 C42Eh RTC Time Error Adjustment Register RADJ 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C440h RTC Time Capture Control Register 0 RTCCR0 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C442h RTC Time Capture Control Register 1 RTCCR1 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C444h RTC Time Capture Control Register 2 RTCCR2 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C452h RTC Second Capture Register 0 RSECCP0 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C452h RTC BCNT0 Capture Register 0 BCNT0CP0 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C454h RTC Minute Capture Register 0 RMINCP0 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C454h RTC BCNT1 Capture Register 0 BCNT1CP0 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C456h RTC Hour Capture Register 0 RHRCP0 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C456h RTC BCNT2 Capture Register 0 BCNT2CP0 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C45Ah RTC Date Capture Register 0 RDAYCP0 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C45Ah RTC BCNT3 Capture Register 0 BCNT3CP0 8 8 2, 3 PCLKB 2 ICLK RTCd

0008 C45Ch RTC Month Capture Register 0 RMONCP0 8 8 2, 3 PCLKB 2 ICLK RTCd
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000A 0050h USB0 USB Address Register USBADDR 16 16 9 PCLKB
or more

Frequency with 1 + 9 
× (frequency ratio of 

ICLK/PCLKB)*5

USBb

000A 0054h USB0 USB Request Type Register USBREQ 16 16 9 PCLKB
or more

Frequency with 1 + 9 
× (frequency ratio of 

ICLK/PCLKB)*5

USBb

000A 0056h USB0 USB Request Value Register USBVAL 16 16 9 PCLKB
or more

Frequency with 1 + 9 
× (frequency ratio of 

ICLK/PCLKB)*5

USBb

000A 0058h USB0 USB Request Index Register USBINDX 16 16 9 PCLKB
or more

Frequency with 1 + 9 
× (frequency ratio of 

ICLK/PCLKB)*5

USBb

000A 005Ah USB0 USB Request Length Register USBLENG 16 16 9 PCLKB
or more

Frequency with 1 + 9 
× (frequency ratio of 

ICLK/PCLKB)*5

USBb

000A 005Ch USB0 DCP Configuration Register DCPCFG 16 16 9 PCLKB
or more

Frequency with 1 + 9 
× (frequency ratio of 

ICLK/PCLKB)*5

USBb

000A 005Eh USB0 DCP Maximum Packet Size Register DCPMAXP 16 16 9 PCLKB
or more

Frequency with 1 + 9 
× (frequency ratio of 

ICLK/PCLKB)*5

USBb

000A 0060h USB0 DCP Control Register DCPCTR 16 16 9 PCLKB
or more

Frequency with 1 + 9 
× (frequency ratio of 

ICLK/PCLKB)*5

USBb

000A 0064h USB0 Pipe Window Select Register PIPESEL 16 16 9 PCLKB
or more

Frequency with 1 + 9 
× (frequency ratio of 

ICLK/PCLKB)*5

USBb

000A 0068h USB0 Pipe Configuration Register PIPECFG 16 16 9 PCLKB
or more

Frequency with 1 + 9 
× (frequency ratio of 

ICLK/PCLKB)*5

USBb

000A 006Ch USB0 Pipe Maximum Packet Size Register PIPEMAXP 16 16 9 PCLKB
or more

Frequency with 1 + 9 
× (frequency ratio of 

ICLK/PCLKB)*5

USBb

000A 006Eh USB0 Pipe Cycle Control Register PIPEPERI 16 16 9 PCLKB
or more

Frequency with 1 + 9 
× (frequency ratio of 

ICLK/PCLKB)*5

USBb

000A 0070h USB0 PIPE1 Control Register PIPE1CTR 16 16 9 PCLKB
or more

Frequency with 1 + 9 
× (frequency ratio of 

ICLK/PCLKB)*5

USBb

000A 0072h USB0 PIPE2 Control Register PIPE2CTR 16 16 9 PCLKB
or more

Frequency with 1 + 9 
× (frequency ratio of 

ICLK/PCLKB)*5

USBb

000A 0074h USB0 PIPE3 Control Register PIPE3CTR 16 16 9 PCLKB
or more

Frequency with 1 + 9 
× (frequency ratio of 

ICLK/PCLKB)*5

USBb

000A 0076h USB0 PIPE4 Control Register PIPE4CTR 16 16 9 PCLKB
or more

Frequency with 1 + 9 
× (frequency ratio of 

ICLK/PCLKB)*5

USBb

000A 0078h USB0 PIPE5 Control Register PIPE5CTR 16 16 9 PCLKB
or more

Frequency with 1 + 9 
× (frequency ratio of 

ICLK/PCLKB)*5

USBb

000A 007Ah USB0 PIPE6 Control Register PIPE6CTR 16 16 9 PCLKB
or more

Frequency with 1 + 9 
× (frequency ratio of 

ICLK/PCLKB)*5

USBb

000A 007Ch USB0 PIPE7 Control Register PIPE7CTR 16 16 9 PCLKB
or more

Frequency with 1 + 9 
× (frequency ratio of 

ICLK/PCLKB)*5

USBb

000A 007Eh USB0 PIPE8 Control Register PIPE8CTR 16 16 9 PCLKB
or more

Frequency with 1 + 9 
× (frequency ratio of 

ICLK/PCLKB)*5

USBb

000A 0080h USB0 PIPE9 Control Register PIPE9CTR 16 16 9 PCLKB
or more

Frequency with 1 + 9 
× (frequency ratio of 

ICLK/PCLKB)*5

USBb

000A 0090h USB0 Pipe1 Transaction Counter Enable Register PIPE1TRE 16 16 9 PCLKB
or more

Frequency with 1 + 9 
× (frequency ratio of 

ICLK/PCLKB)*5

USBb

000A 0092h USB0 Pipe1 Transaction Counter Register PIPE1TRN 16 16 9 PCLKB
or more

Frequency with 1 + 9 
× (frequency ratio of 

ICLK/PCLKB)*5

USBb

000A 0094h USB0 Pipe2 Transaction Counter Enable Register PIPE2TRE 16 16 9 PCLKB
or more

Frequency with 1 + 9 
× (frequency ratio of 

ICLK/PCLKB)*5

USBb

000A 0096h USB0 Pipe2 Transaction Counter Register PIPE2TRN 16 16 9 PCLKB
or more

Frequency with 1 + 9 
× (frequency ratio of 

ICLK/PCLKB)*5

USBb

000A 0098h USB0 Pipe3 Transaction Counter Enable Register PIPE3TRE 16 16 9 PCLKB
or more

Frequency with 1 + 9 
× (frequency ratio of 

ICLK/PCLKB)*5

USBb
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000C 01DCh ETHER
C0

Carrier Not Detect Counter Register CNDCR 32 32 13, 14 PCLKA 2 to 7 ICLK ETHER
C

000C 01E4h ETHER
C0

CRC Error Frame Receive Counter Register CEFCR 32 32 13, 14 PCLKA 2 to 7 ICLK ETHER
C

000C 01E8h ETHER
C0

Frame Receive Error Counter Register FRECR 32 32 13, 14 PCLKA 2 to 7 ICLK ETHER
C

000C 01ECh ETHER
C0

Too-Short Frame Receive Counter Register TSFRCR 32 32 13, 14 PCLKA 2 to 7 ICLK ETHER
C

000C 01F0h ETHER
C0

Too-Long Frame Receive Counter Register TLFRCR 32 32 13, 14 PCLKA 2 to 7 ICLK ETHER
C

000C 01F4h ETHER
C0

Received Alignment Error Frame Counter Register RFCR 32 32 13, 14 PCLKA 2 to 7 ICLK ETHER
C

000C 01F8h ETHER
C0

Multicast Address Frame Receive Counter Register MAFCR 32 32 13, 14 PCLKA 2 to 7 ICLK ETHER
C

000C 0200h EDMAC
1

EDMAC Mode Register EDMR 32 32 4, 5 PCLKA 2, 3 ICLK EDMAC
a

000C 0208h EDMAC
1

EDMAC Transmit Request Register EDTRR 32 32 4, 5 PCLKA 2, 3 ICLK EDMAC
a

000C 0210h EDMAC
1

EDMAC Receive Request Register EDRRR 32 32 4, 5 PCLKA 2, 3 ICLK EDMAC
a

000C 0218h EDMAC
1

Transmit Descriptor List Start Address Register TDLAR 32 32 4, 5 PCLKA 2, 3 ICLK EDMAC
a

000C 0220h EDMAC
1

Receive Descriptor List Start Address Register RDLAR 32 32 4, 5 PCLKA 2, 3 ICLK EDMAC
a

000C 0228h EDMAC
1

ETHERC/EDMAC Status Register EESR 32 32 4, 5 PCLKA 2, 3 ICLK EDMAC
a

000C 0230h EDMAC
1

ETHERC/EDMAC Status Interrupt Enable Register EESIPR 32 32 4, 5 PCLKA 2, 3 ICLK EDMAC
a

000C 0238h EDMAC
1

ETHERC/EDMAC Transmit/Receive Status Copy 
Enable Register

TRSCER 32 32 4, 5 PCLKA 2, 3 ICLK EDMAC
a

000C 0240h EDMAC
1

Missed-Frame Counter Register RMFCR 32 32 4, 5 PCLKA 2, 3 ICLK EDMAC
a

000C 0248h EDMAC
1

Transmit FIFO Threshold Register TFTR 32 32 4, 5 PCLKA 2, 3 ICLK EDMAC
a

000C 0250h EDMAC
1

FIFO Depth Register FDR 32 32 4, 5 PCLKA 2, 3 ICLK EDMAC
a

000C 0258h EDMAC
1

Receive Method Control Register RMCR 32 32 4, 5 PCLKA 2, 3 ICLK EDMAC
a

000C 0264h EDMAC
1

Transmit FIFO Underflow Counter TFUCR 32 32 4, 5 PCLKA 2, 3 ICLK EDMAC
a

000C 0268h EDMAC
1

Receive FIFO Overflow Counter RFOCR 32 32 4, 5 PCLKA 2, 3 ICLK EDMAC
a

000C 026Ch EDMAC
1

Independent Output Signal Setting Register IOSR 32 32 4, 5 PCLKA 2, 3 ICLK EDMAC
a

000C 0270h EDMAC
1

Flow Control Start FIFO Threshold Setting Register FCFTR 32 32 4, 5 PCLKA 2, 3 ICLK EDMAC
a

000C 0278h EDMAC
1

Receive Data Padding Insert Register RPADIR 32 32 4, 5 PCLKA 2, 3 ICLK EDMAC
a

000C 027Ch EDMAC
1

Transmit Interrupt Setting Register TRIMD 32 32 4, 5 PCLKA 2, 3 ICLK EDMAC
a

000C 02C8h EDMAC
1

Receive Buffer Write Address Register RBWAR 32 32 4, 5 PCLKA 2, 3 ICLK EDMAC
a

000C 02CCh EDMAC
1

Receive Descriptor Fetch Address Register RDFAR 32 32 4, 5 PCLKA 2, 3 ICLK EDMAC
a

000C 02D4h EDMAC
1

Transmit Buffer Read Address Register TBRAR 32 32 4, 5 PCLKA 2, 3 ICLK EDMAC
a

000C 02D8h EDMAC
1

Transmit Descriptor Fetch Address Register TDFAR 32 32 4, 5 PCLKA 2, 3 ICLK EDMAC
a

000C 0300h ETHER
C1

ETHERC Mode Register ECMR 32 32 13, 14 PCLKA 2 to 7 ICLK ETHER
C

000C 0308h ETHER
C1

Receive Frame Length Register RFLR 32 32 13, 14 PCLKA 2 to 7 ICLK ETHER
C
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000C 4C50h EPTPC
1

Announce Message Flag Field Setting Register ANFR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4C54h EPTPC
1

Sync Message Flag Field Setting Register SYNFR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4C58h EPTPC
1

Delay_Req Message Flag Field Setting Register DYRQFR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4C5Ch EPTPC
1

Delay_Resp Message Flag Field Setting Register DYRPFR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4C60h EPTPC
1

SYNFP Local Clock ID Registers SYCIDRU 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4C64h EPTPC
1

SYNFP Local Clock ID Registers SYCIDRL 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4C68h EPTPC
1

SYNFP Local Port Number Register SYPNUMR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4C80h EPTPC
1

SYNFP Register Value Load Directive Register SYRVLDR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4C90h EPTPC
1

SYNFP Reception Filter Register 1 SYRFL1R 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4C94h EPTPC
1

SYNFP Reception Filter Register 2 SYRFL2R 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4C98h EPTPC
1

SYNFP Transmission Enable Register SYTRENR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4CA0h EPTPC
1

Master Clock ID Register MTCIDU 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4CA4h EPTPC
1

Master Clock ID Register MTCIDL 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4CA8h EPTPC
1

Master Clock Port Number Register MTPID 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4CC0h EPTPC
1

SYNFP Transmission Interval Setting Register SYTLIR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4CC4h EPTPC
1

SYNFP Received logMessageInterval Value 
Indication Register

SYRLIR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4CC8h EPTPC
1

offsetFromMaster Value Register OFMRU 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4CCCh EPTPC
1

offsetFromMaster Value Register OFMRL 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4CD0h EPTPC
1

meanPathDelay Value Register MPDRU 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4CD4h EPTPC
1

meanPathDelay Value Register MPDRL 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4CE0h EPTPC
1

grandmasterPriority Field Setting Register GMPR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4CE4h EPTPC
1

grandmasterClockQuality Field Setting Register GMCQR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4CE8h EPTPC
1

grandmasterIdentity Field Setting Registers GMIDRU 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4CECh EPTPC
1

grandmasterIdentity Field Setting Registers GMIDRL 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4CF0h EPTPC
1

currentUtcOffset/timeSource Field Setting Register CUOTSR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4CF4h EPTPC
1

stepsRemoved Field Setting Register SRR 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4D00h EPTPC
1

PTP-primary Message Destination MAC Address 
Setting Registers

PPMACRU 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4D04h EPTPC
1

PTP-primary Message Destination MAC Address 
Setting Registers

PPMACRL 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4D08h EPTPC
1

PTP-pdelay Message MAC Address Setting Registers PDMACRU 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4D0Ch EPTPC
1

PTP-pdelay Message MAC Address Setting Registers PDMACRL 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC

000C 4D10h EPTPC
1

PTP Message EtherType Setting Register PETYPER 32 32 9 to 211 PCLKA 2 to 106 ICLK EPTPC
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Note 1. The input leakage current value at the EMLE and BSCANP pins are only when Vin = 0 V.

Table 5.3 DC Characteristics (2)
Conditions: VCC = AVCC0 = AVCC1 = VCC_USB = VBATT = 2.7 to 3.6 V, 2.7 ≤ VREFH0 ≤ AVCC0, 

VCC_USBA = AVCC_USBA = 3.0 to 3.6 V, 
VSS = AVSS0 = AVSS1 = VREFL0 = VSS_USB = VSS1_USBA = VSS2_USBA = PVSS_USBA = AVSS_USBA = 0 V, 
Ta = Topr

Item Symbol Min. Typ. Max. Unit Test Conditions

Output high voltage All output pins VOH VCC – 0.5 — — V IOH = –1 mA

Output low voltage All output pins
(except for RIIC pins and 
ETHERC output pin)

VOL — — 0.5 V IOL = 1.0 mA

RIIC output pin — — 0.4 IOL = 3.0 mA

— — 0.6 IOL = 6.0 mA

RIIC output pin
(only P12 and P13 in channel 0)

VOL — — 0.4 V IOL = 15.0 mA
(ICFER.FMPE = 1)

— 0.4 — IOL = 20.0 mA
(ICFER.FMPE = 1)

ETHERC output pin VOL — — 0.4 V IOL = 1.0 mA

Input leakage current RES#, MD pin, EMLE*1, 
BSCANP*1, NMI

Iin — — 1.0 μA Vin = 0 V
Vin = VCC

Three-state leakage 
current (off state)

Other than ports for 5 V tolerant ITSI — — 1.0 μA Vin = 0 V
Vin = VCC

Ports for 5 V tolerant — — 5.0 Vin = 0 V
Vin = 5.5 V

Input pull-up MOS 
current

Ports 0 to 2, 30 to 34, 36, 37, 4 
to G, J3, J5

Ip –300 — –10 μA VCC = 2.7 to 3.6 V
Vin = 0 V

Input pull-down MOS 
current

EMLE, BSCANP Ip 10 — 300 μA Vin = VCC

Input capacitance All input pins
(except for ports 03, 05, 12, 13, 
16, 17, EMLE, BSCANP, 
USB0_DP, USB0_DM, 
USBA_DP, and USBA_DM)

Cin — — 8 pF Vbias = 0 V
Vamp = 20 mV
f = 1 MHz
Ta = 25°C

Ports 03, 05, 12, 13, 16, 17, 
EMLE, BSCANP, USB0_DP, 
USB0_DM, USBA_DP, and 
USBA_DM

— — 16
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Figure 5.20 External Bus Timing/Page Read Cycle (Bus Clock Synchronized)

Figure 5.21 External Bus Timing/Page Write Cycle (Bus Clock Synchronized)
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Byte strobe mode

1-write strobe mode

BC3# to BC0#

Common to both byte strobe mode 
and 1-write strobe mode

tBCD

tCSD tCSD

tAD

tBCD

TW1

D31 to D0 (Write)

WR3# to WR0#, WR# (Write)

tWRD tWRD

tWDH

tWDD

TW2 Tend Tpw1 Tpw2

tAD tAD

tWRD tWRD

tWDH

tWDD

tWRD tWRD

tWDH
tWDD

Tdw1 Tend Tpw1 Tpw2 Tend Tn1 Tn2Tdw1

tAD tAD tAD tAD

WRON:1
WDON:1*1

CSWWAIT:2 CSPWWAIT:2

WDOFF:1*1

CSPWWAIT:2

WDOFF:1*1 WDOFF:1*1

CSON:0

Note 1.   Be sure to specify WDON and WDOFF as at least one cycle of BCLK.

WRON:1
WDON:1*1

WRON:1
WDON:1*1

CSWOFF:2
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Figure 5.29 SDRAM Space Self-Refresh Bus Timing

A18 to A0

(RFS)

SDCLK pin

SDCS#

AP*1

DQMn

D31 to D0

RAS#

CAS#

WE#

CKE

(Hi-Z)

tCKED

(High)

tCASDtCASDtCASD

tRASD tRASD tRASD

t CSD2tCSD2t CSD2

t AD2  

t AD2  

(RFA)Ts (RFX) (RFA)

t AD2  

t AD2  

tCSD2 t CSD2tCSD2tCSD2

tRASD tRASD tRASD tRASD

tCASD tCASD tCASD tCASD

tCKED

SDRAM command

t DQMD t DQMD

Note 1. Address pins for output of the precharge-setting command (Precharge-sel) for SDRAM.
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Note 1. tPAcyc: PCLKA cycle
Note 2. We recommend using pins that have a letter (“-A”, “-B”, etc.) to indicate group membership appended to their names as groups. 

For the RSPI interface, the AC portion of the electrical characteristics is measured for each group.

Table 5.33 RSPI Timing
Conditions: VCC = AVCC0 = AVCC1 = VCC_USB = VBATT = 2.7 to 3.6 V, 2.7 ≤ VREFH0 ≤ AVCC0, 

VCC_USBA = AVCC_USBA = 3.0 to 3.6 V, 
VSS = AVSS0 = AVSS1 = VREFL0 = VSS_USB = VSS1_USBA = VSS2_USBA = PVSS_USBA = AVSS_USBA = 0 V, 
PCLKA = 8 to 120 MHz, PCLKB = 8 to 60 MHz, Ta = Topr
Output load conditions: VOH = VCC × 0.5, VOL = VCC × 0.5, C = 30 pF
High-drive output is selected by the driving ability control register.

Item Symbol Min.*1 Max.*1 Unit*1 Test 
Conditions*2

RSPI RSPCK clock cycle Master tSPcyc 2 4096 tPAcyc Figure 5.46

Slave 8 4096

RSPCK clock high pulse 
width

Master tSPCKWH (tSPcyc – tSPCKR
– tSPCKF) / 2 – 3

— ns

Slave (tSPcyc – tSPCKR
– tSPCKF) / 2

—

RSPCK clock low pulse 
width

Master tSPCKWL (tSPcyc – tSPCKR
– tSPCKF) / 2 – 3

— ns

Slave (tSPcyc – tSPCKR
– tSPCKF) / 2

—

RSPCK clock rise/fall time Output tSPCKr, 
tSPCKf

— 5 ns

Input — 1 μs

Data input setup time Master tSU 6 — ns Figure 5.47 to 
Figure 5.52

Slave 8.3 – tPAcyc —

Data input hold time Master PCLKA division 
ratio set to 1/2

tHF 0 — ns

PCLKA division 
ratio set to a 
value other 
than 1/2

tH tPAcyc —

Slave 8.3 + 2 × tPAcyc —

SSL setup time Master tLEAD 1 8 tSPcyc

Slave 4 — tPAcyc 

SSL hold time Master tLAG 1 8 tSPcyc

Slave 4 — tPAcyc 

Data output delay time Master tOD — 6.3 ns

Slave — 3 × tPAcyc + 
20

Data output hold time Master tOH 0 — ns

Slave 0 —

Successive transmission 
delay time

Master tTD tSPcyc + 2 × tPAcyc 8 × tSPcyc
+ 2 × tPAcyc

ns

Slave 4 × tPAcyc —

MOSI and MISO
rise/fall time

Output tDr, tDf — 5 ns

Input — 1 μs

SSL
rise/fall time

Output tSSLr, 
tSSLf

— 5 ns

Input — 1 μs

Slave access time tSA — 4 tPAcyc Figure 5.51, 
Figure 5.52

Slave output release time tREL — 3 tPAcyc
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Note: tIICcyc: RIIC internal reference clock (IIC) cycle
Note 1. The value within parentheses is applicable when the value of the ICMR3.NF[1:0] bits is 11b while the digital filter is enabled by 

the setting ICFER.NFE = 1.
Note 2. Cb is the total capacitance of the bus lines.

Table 5.36 RIIC Timing (1)
Conditions: VCC = AVCC0 = AVCC1 = VCC_USB = VBATT = 2.7 to 3.6 V, 2.7 ≤ VREFH0 ≤ AVCC0, 

VCC_USBA = AVCC_USBA = 3.0 to 3.6 V, 
VSS = AVSS0 = AVSS1 = VREFL0 = VSS_USB = VSS1_USBA = VSS2_USBA = PVSS_USBA = AVSS_USBA = 0 V, 
PCLKA = 8 to 120 MHz, PCLKB = 8 to 60 MHz, Ta = Topr
High-drive output is selected by the driving ability control register.

Item Symbol Min.*1, *2 Max. Unit
Test 

Conditions

RIIC
(Standard-mode, 
SMBus)
ICFER.FMPE = 0

SCL input cycle time tSCL 6(12) × tIICcyc + 1300 — ns Figure 5.56

SCL input high pulse width tSCLH 3(6) × tIICcyc + 300 — ns

SCL input low pulse width tSCLL 3(6) × tIICcyc + 300 — ns

SCL, SDA input rise time tSr — 1000 ns

SCL, SDA input fall time tSf — 300 ns

SCL, SDA input spike pulse removal time tSP 0 1(4) × tIICcyc ns

SDA input bus free time tBUF 3(6) × tIICcyc + 300 — ns

Start condition input hold time tSTAH tIICcyc + 300 — ns

Restart condition input setup time tSTAS 1000 — ns

Stop condition input setup time tSTOS 1000 — ns

Data input setup time tSDAS tIICcyc + 50 — ns

Data input hold time tSDAH 0 — ns

SCL, SDA capacitive load Cb — 400 pF

RIIC
(Fast-mode)
ICFER.FMPE = 0

SCL input cycle time tSCL 6(12) × tIICcyc + 600 — ns

SCL input high pulse width tSCLH 3(6) × tIICcyc + 300 — ns

SCL input low pulse width tSCLL 3(6) × tIICcyc + 300 — ns

SCL, SDA input rise time tSr 20 × (External pull-up 
voltage/5.5V)

300 ns

SCL, SDA input fall time tSf 20 × (External pull-up 
voltage/5.5V)

300 ns

SCL, SDA input spike pulse removal time tSP 0 1(4) × tIICcyc ns

SDA input bus free time tBUF 3(6) × tIICcyc + 300 — ns

Start condition input hold time tSTAH tIICcyc + 300 — ns

Restart condition input setup time tSTAS 300 — ns

Stop condition input setup time tSTOS 300 — ns

Data input setup time tSDAS tIICcyc + 50 — ns

Data input hold time tSDAH 0 — ns

SCL, SDA capacitive load Cb — 400 pF
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Figure 5.71 WOL Output Timing (MII)

tWOLd

ET_RX_CLK

ET_WOL
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5.11 Flash Memory Characteristics

Note 1. Definition of reprogram/erase cycle:
The reprogram/erase cycle is the number of erasing for each block. When the reprogram/erase cycle is n times (n = 1000), 
erasing can be performed n times for each block. For instance, when 256-byte programming is performed 32 times for different 
addresses in 8-Kbyte block and then the entire block is erased, the reprogram/erase cycle is counted as one. However, 
programming the same address for several times as one erasing is not enabled (overwriting is prohibited).

Note 2. This is the minimum number of times to guarantee all the characteristics after reprogramming (guaranteed range is from 1 to the 
value of the minimum value).

Note 3. This shows the characteristics when reprogramming is performed within the specified range, including the minimum value.

Table 5.53 Code Flash Memory Characteristics
Conditions: VCC = AVCC0 = AVCC1 = VCC_USB = VBATT = 2.7 to 3.6 V, 2.7 ≤ VREFH0 ≤ AVCC0, 

VCC_USBA = AVCC_USBA = 3.0 to 3.6 V,
VSS = AVSS0 = AVSS1 = VREFL0 = VSS_USB = VSS1_USBA = VSS2_USBA = PVSS_USBA = AVSS_USBA = 0 V
Temperature range for programming/erasure: Ta = Topr

Item Symbol
FCLK = 4 MHz 20 MHz ≤ FCLK ≤ 60 MHz

Unit
Min. Typ. Max. Min. Typ. Max.

Programming time
NPEC  100 times

256 bytes tP256 — 0.9 13.2 — 0.4 6 ms

8 Kbytes tP8K — 29 176 — 13 80 ms

32 Kbytes tP32K — 116 704 — 52 320 ms

Programming time
NPEC > 100 times

256 bytes tP256 — 1.1 15.8 — 0.5 7.2 ms

8 Kbytes tP8K — 35 212 — 16 96 ms

32 Kbytes tP32K — 140 848 — 64 384 ms

Erasure time
NPEC  100 times

8 Kbytes tE8K — 71 216 — 39 120 ms

32 Kbytes tE32K — 254 864 — 141 480 ms

Erasure time
NPEC > 100 times

8 Kbytes tE8K — 85 260 — 47 144 ms

32 Kbytes tE32K — 304 1040 — 169 576 ms

Reprogramming/erasure cycle*1 NPEC 1000*2 — — 1000*2 — — Times

Suspend delay time during programming tSPD — — 264 — — 120 μs

First suspend delay time during erasing
(in suspend priority mode)

tSESD1 — — 216 — — 120 μs

Second suspend delay time during 
erasure
(in suspend priority mode)

tSESD2 — — 1.7 — — 1.7 ms

Suspend delay time during erasure
(in erasure priority mode)

tSEED — — 1.7 — — 1.7 ms

Forced stop command tFD — — 32 — — 20 μs

Data hold time*3 tDRP 10 — — 10 — — Year

FCU reset time tFCUR 35 — — 35 — — μs


