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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.

Details

Product Status Obsolete

Number of LABs/CLBs 20000

Number of Logic Elements/Cells 80000

Total RAM Bits 5816320

Number of I/O 660

Number of Gates -

Voltage - Supply 0.95V ~ 1.26V

Mounting Type Surface Mount

Operating Temperature -40°C ~ 105°C (TJ)

Package / Case 1152-BBGA, FCBGA

Supplier Device Package 1152-FCBGA (35x35)
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Figure 2-7. Edge Clock Resources

Precision Clock Divider
Each set of edge clocks has four high-speed dividers associated with it. These are intended for generating a slower 
speed system clock from the high-speed edge clock. The block operates in a DIV2 or DIV4 mode and maintains a 
known phase relationship between the divided down clock and high-speed clock based on the release of its reset 
signal. The clock dividers can be fed from selected PIOs, PLLs and routing. The clock divider outputs serve as pri-
mary clock sources. This circuit also generates an edge local set/reset (ELSR) signal which is fed to the PIOs via 
the edge clock network and is used for the rest of the I/O gearing logic.

Figure 2-8. Clock Divider Circuit

Dynamic Clock Select (DCS)
The DCS is a global clock buffer with smart multiplexer functions. It takes two independent input clock sources and 
outputs a clock signal without any glitches or runt pulses. This is achieved irrespective of where the select signal is 
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high-speed interfaces in the LatticeSC devices. Figure 2-18 shows how differential receivers and drivers are 
arranged between PIOs.

Figure 2-18. Differential Drivers and Receivers

PIO
The PIO contains five blocks: an input register block, output register block, tristate register block, update block, and 
a control logic block. These blocks contain registers for both single data rate (SDR), double data rate (DDR), and 
shift register operation along with the necessary clock and selection logic.

Input Register Block
The input register block contains delay elements and registers that can be used to condition signals before they are 
passed to the device core. Figure 2-20 show the diagram of the input register block. The signal from the PURE-
SPEED I/O buffer (DI) enters the input register block and can be used for three purposes, as a source for the com-
binatorial (INDD) and clock outputs (INCK), the input into the SDR register/latch block and the input to the delay 
block. The output of the delay block can be used as combinatorial (INDD) and clock (INCK) outputs, an input to the 
DDR/Shift Register Block or an input into the SDR register block.

Input SDR Register/Latch Block 
The SDR register/latch block has a latch and a register/latch that can be used in a variety of combinations to pro-
vide a registered or latched output (INFF). The latch operates off high-speed input clocks and latches data on the 
positive going edge. The register/latch operates off the low-speed input clock and registers/latches data on the 
positive going edge. Both the latch and the register/latch have a clock enable input that is driven by the input clock 
enable. In addition both have a variety of programmable options for set/reset including, set or reset, asynchronous 
or synchronous Local Set Reset LSR (LSR has precedence over CE) and Global Set Reset GSR enable or disable. 
The register and latch LSR inputs are driven from LSRI, which is generated from the PIO control MUX. The GSR 
inputs are driven from the GSR output of the PIO control MUX, which allows the global set-reset to be disabled on 
a PIO basis.

Input Delay Block
The delay block uses 144 tapped delay lines to obtain coarse and fine delay resolution. These delays can be 
adjusted during configuration or automatically via DLL or AIL blocks. The Adaptive Input Logic (AIL) uses this delay 
block to adjust automatically the delay in the data path to ensure that it has sufficient setup and hold time.

The delay line in this block matches the delay line that is used in the 12 on-chip DLLs. The delay line can be set via 
configuration bits or driven from a calibration bus that allows the setting to be controlled either from one of the on-
chip DLLs or user logic. Controlling the delay from one of the on-chip DLLs allow the delay to be calibrated to the 
DLL clock and hence compensated for the variations in process, voltage and temperature. 

PIO D

PIO C PADC "T"

PADD "C"

PIO A PADA "T"

PIO B PADB "C"

*Differential Driver only available on right and left of the device.
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Figure 2-26. LatticeSC Banks

Table 2-7. Maximum Number of I/Os Per Bank in LatticeSC Family

The LatticeSC devices contain three types of PURESPEED I/O buffers:

1. Left and Right Sides (Banks 2, 3, 6 and 7)
These buffers can support LVCMOS standards up to 2.5V. A differential output driver (for LVDS and RSDS) is 
provided on all primary PIO pairs (A and B) and differential receivers are available on all pairs. Complimentary 
drivers are available. Adaptive input logic is available on PIOs A or C.

2. Top Side (Bank 1)
These buffers can support LVCMOS standards up to 3.3V, including PCI33, PCI-X33 and SSTL-33. Differential 
receivers are provided on all PIO pairs but differential drivers for LVDS and RSDS are not available. Adaptive 
input logic is not available on this side. Complimentary output drivers are available. 

Device LFSC/M15 LFSC/M25 LFSC/M40 LFSC/M80 LFSC/M115

Bank1 104 80 136 80 136

Bank2 28 36 60 96 136

Bank3 60 84 96 132 156

Bank4 72 100 124 184 208

Bank5 72 100 124 184 208

Bank6 60 84 96 132 156

Bank7 28 36 60 96 136

Note: Not all the I/Os of the Banks are available in all the packages
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this allows for easy integration with the rest of the system. These capabilities make the LatticeSC ideal for many 
multiple power supply and hot-swap applications. The maximum current during hot socketing is 4mA. See Hot 
Socketing Specifications in Chapter 3 of this data sheet.

Power-Up Requirements
To prevent high power supply and input pin currents, each VCC, VCC12, VCCAUX, VCCIO and VCCJ power sup-
plies must have a monotonic ramp up time of 75 ms or less to reach its minimum operating voltage. Apart from 
VCC and VCC12, which have an additional requirement, and VCCIO and VCCAUX, which also have an additional 
requirement, the VCC, VCC12, VCCAUX, VCCIO and VCCJ power supplies can ramp up in any order, with no 
restriction on the time between them. However, the ramp time for each must be 75 ms or less. Configuration of the 
device will not proceed until the last power supply has reached its minimum operating voltage.

Additional Requirement for VCC and VCC12:
VCC12 must always be higher than VCC. This condition must be maintained at ALL times, including during power-
up and power-down. Note that for 1.2V only operation, it is advisable to source both of these supplies from the 
same power supply.

Additional Requirement for VCCIO and VCCAUX:
If any VCCIOs are 1.2/1.5/1.8V, then VCCAUX MUST be applied before them. If any VCCIO is 1.2/1.5/1.8V and is 
powered up before VCCAUX, then when VCCAUX is powered up, it may drag VCCIO up with it as it crosses 
through the VCCIO value. (Note: If the VCCIO supply is capable of sinking current, as well as the more usual 
sourcing capability, this behavior is eliminated. However, the amount of current that the supply needs to sink is 
unknown and is likely to be in the hundreds of milliamps range).

Power-Down Requirements
To prevent high power supply and input pin currents, power must be removed monotonically from either VCC or 
VCCAUX (and must reach the power-down trip point of 0.5V for VCC, 0.95V for VCCAUX) before power is removed 
monotonically from VCC12, any of the VCCIOs, or VCCJ. Note that VCC12 can be removed at the same time as 
VCC, but it cannot be removed earlier. In many applications, VCC and VCC12 will be sourced from the same power 
supply and so will be removed together. For systems where disturbance of the user pins is a don't care condition, 
the power supplies can be removed in any order as long as they power down monotonically within 200ms of each 
other.

Additionally, if any banks have VCCIO=3.3V nominal (potentially banks 1, 4, 5) then VCCIO for those banks must 
not be lower than VCCAUX during power-down. The normal variation in ramp-up times of power supplies and volt-
age regulators is not a concern here.

Note: The SERDES power supplies are NOT included in these requirements and have no specific sequencing 
requirements. However, when using the SERDES with VDDIB or VDDOB that is greater than 1.2V (1.5V nominal 
for example), the SERDES should not be left in a steady state condition with the 1.5V power applied and the 1.2V 
power not applied. Both the 1.2V and 1.5V power should be applied to the SERDES at nominally the same time. 
The normal variation in the ramp-up times of power supplies and voltage regulators is not a concern here. 

SERDES Power Supply Sequencing Requirements
When using the SERDES with 1.5V VDDIB or VDDOB supplies, the SERDES should not be left in a steady state 
condition with the 1.5V power applied and the 1.2V power not applied. Both the 1.2V and the 1.5V power should be 
applied to the SERDES at nominally the same time. The normal variation in ramp-up times of power supples and 
voltage regulators is not a concern.

Additional Requirement for SERDES Power Supply
All VCC12 pins need to be connected on all devices independent of functionality used on the device. This analog 
supply is used by both the RX and TX portions of the SERDES and is used to control the core SERDES logic 
regardless of the SERDES being used in the design. VDDIB and VDDOB are used as supplies for the terminations 
on the CML input and output buffers. If a particular channel is not used, these can be UNCONNECTED (floating). 
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Figure 2-31. LatticeSC System Bus Interfaces

Several interfaces exist between the System Bus and other FPGA elements. The MPI interface acts as a bridge 
between the external microprocessor bus and System Bus. The MPI may work in an independent clock domain 
from the System Bus if the System Bus clock is not sourced from the external microprocessor clock. Pipelined 
operation allows high-speed memory interface to the EBR and peripheral access without the requirement for addi-
tional cycles on the bus. Burst transfers allow optimal use of the memory interface by giving advance information of 
the nature of the transfers.

Details for the majority of the peripherals can be found in the associated technical documentation, see details at 
the end of this data sheet. Additional details of the MPI are provided below.

Microprocessor Interface (MPI)
The LatticeSC family devices have a dedicated synchronous MPI function block. The MPI is programmable to oper-
ate with PowerPC/PowerQUICC MPC860/MPC8260 series microprocessors. The MPI implements an 8-, 16-, or 
32-bit interface with 1-bit, 2-bit, or 4-bit parity to the host processor (PowerPC) that can be used for configuration 
and read-back of the FPGA as well as for user-defined data processing and general monitoring of FPGA functions.

The control portion of the MPI is available following power-up of the FPGA if the mode pins specify MPI mode, even 
if the FPGA is not yet configured. The width of the data port is selectable among 8-, 16-, or 32-bit and the parity bus 
can be 1-, 2-, or 4-bit. In configuration mode the data and parity bus width are related to the state of the M[0:3] 
mode pins. For post-configuration use, the MPI must be included in the configuration bit stream by using an MPI 
library element in your design from the ispLEVER primitive library, or by setting the bit of the MPI configuration con-
trol register prior to the start of configuration. The user can also enable and disable the parity bus through the con-
figuration bit stream. These pads can be used as general I/O when they are not needed for MPI use.

The MPI block also provides the capability to interface directly to the FPGA fabric with a databus after configura-
tion.The bus protocol is still handled by the MPI block but the direct FPGA access allows high-speed block data 
transfers such as DMA transactions. Figure 2-32 shows one of the ways a PowerPC is connected to MPI.
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Timing Diagrams

PFU Timing Diagrams
Figure 3-4. Slice Single/Dual Port Write Cycle Timing

Notes: 
• Rising Edge for latching WREN, WAD and DATAIN.
• WREN must continue past falling edge clock.
• Data output occurs on negative edge.

Figure 3-5. Slice Single/Dual Port Read Cycle Timing
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AF4 PB3C 5 LLC_DLLT_IN_C/LLC_DLLT_FB_D PB3C 5 LLC_DLLT_IN_C/LLC_DLLT_FB_D

AE5 PB3D 5 LLC_DLLC_IN_C/LLC_DLLC_FB_D PB3D 5 LLC_DLLC_IN_C/LLC_DLLC_FB_D

AG3 PB4A 5 LLC_DLLT_IN_D/LLC_DLLT_FB_C PB4A 5 LLC_DLLT_IN_D/LLC_DLLT_FB_C

AH2 PB4B 5 LLC_DLLC_IN_D/LLC_DLLC_FB_C PB4B 5 LLC_DLLC_IN_D/LLC_DLLC_FB_C

AD6 PB4C 5  PB4C 5  

AJ2 PB5A 5  PB5A 5  

AK2 PB5B 5  PB5B 5  

AD7 PB5C 5  PB5C 5  

AD8 PB5D 5 VREF1_5 PB5D 5 VREF1_5

AH3 PB7A 5  PB11A 5  

AJ3 PB7B 5  PB11B 5  

AF9 PB7C 5  PB11C 5  

AE10 PB7D 5  PB11D 5  

AK3 PB8A 5  PB12A 5  

AJ4 PB8B 5  PB12B 5  

AE11 PB9A 5  PB13A 5  

AF10 PB9B 5  PB13B 5  

AK4 PB11A 5  PB16A 5  

AK5 PB11B 5  PB16B 5  

AH10 PB12A 5 PCLKT5_3 PB20A 5 PCLKT5_3

AH11 PB12B 5 PCLKC5_3 PB20B 5 PCLKC5_3

AF13 PB12C 5 PCLKT5_4 PB20C 5 PCLKT5_4

AE14 PB12D 5 PCLKC5_4 PB20D 5 PCLKC5_4

AK6 PB13A 5 PCLKT5_5 PB21A 5 PCLKT5_5

AK7 PB13B 5 PCLKC5_5 PB21B 5 PCLKC5_5

AF14 PB13C 5  PB21C 5  

AJ11 PB15A 5 PCLKT5_0 PB23A 5 PCLKT5_0

AJ12 PB15B 5 PCLKC5_0 PB23B 5 PCLKC5_0

AH13 PB15D 5 VREF2_5 PB23D 5 VREF2_5

AK8 PB16A 5 PCLKT5_1 PB24A 5 PCLKT5_1

AK9 PB16B 5 PCLKC5_1 PB24B 5 PCLKC5_1

AH14 PB17A 5 PCLKT5_2 PB25A 5 PCLKT5_2

AG14 PB17B 5 PCLKC5_2 PB25B 5 PCLKC5_2

AK10 PB19A 5  PB28A 5  

AK11 PB19B 5  PB28B 5  

AH15 PB20A 5  PB29A 5  

AG15 PB20B 5  PB29B 5  

AH12 PB21A 5  PB31A 5  

AJ13 PB21B 5  PB31B 5  

AD15 PB21C 5  PB31C 5  

AE15 PB21D 5  PB31D 5  

AK12 PB23A 5  PB32A 5  

AK13 PB23B 5  PB32B 5  

AJ14 PB24A 5  PB33A 5  

AJ15 PB24B 5  PB33B 5  

LFSC/M15, LFSC/M25 Logic Signal Connections: 900 fpBGA1, 2 (Cont.)

Ball 
Number

LFSC/M15 LFSC/M25

Ball Function
VCCIO 
Bank Dual Function Ball Function

VCCIO
Bank Dual Function
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D14 PT15B 1 A15/MPI_ADDR29 PT25B 1 A15/MPI_ADDR29

D13 PT15A 1 A17/MPI_ADDR31 PT25A 1 A17/MPI_ADDR31

F12 PT13D 1 A19/MPI_TSIZ1 PT24D 1 A19/MPI_TSIZ1

F13 PT13C 1 A20/MPI_BDIP PT24C 1 A20/MPI_BDIP

B12 PT11B 1 A18/MPI_TSIZ0 PT24B 1 A18/MPI_TSIZ0

B11 PT11A 1 MPI_TEA PT24A 1 MPI_TEA

E12 PT10D 1 D14/MPI_DATA14 PT23D 1 D14/MPI_DATA14

D12 PT10C 1 DP1/MPI_PAR1 PT23C 1 DP1/MPI_PAR1

G10 PT9B 1 A21/MPI_BURST PT23B 1 A21/MPI_BURST

G9 PT9A 1 D15/MPI_DATA15 PT23A 1 D15/MPI_DATA15

C10 A_VDDIB3_L -  A_VDDIB3_L -  

E9 VCC12 -  VCC12 -  

B10 A_HDINP3_L - PCS 360 CH 3 IN P A_HDINP3_L - PCS 360 CH 3 IN P

B9 A_HDINN3_L - PCS 360 CH 3 IN N A_HDINN3_L - PCS 360 CH 3 IN N

A10 A_HDOUTP3_L - PCS 360 CH 3 OUT P A_HDOUTP3_L - PCS 360 CH 3 OUT P

D9 VCC12 -  VCC12 -  

A9 A_HDOUTN3_L - PCS 360 CH 3 OUT N A_HDOUTN3_L - PCS 360 CH 3 OUT N

C9 A_VDDOB3_L -  A_VDDOB3_L -  

A8 A_HDOUTN2_L - PCS 360 CH 2 OUT N A_HDOUTN2_L - PCS 360 CH 2 OUT N

C8 A_VDDOB2_L -  A_VDDOB2_L -  

A7 A_HDOUTP2_L - PCS 360 CH 2 OUT P A_HDOUTP2_L - PCS 360 CH 2 OUT P

E8 VCC12 -  VCC12 -  

B8 A_HDINN2_L - PCS 360 CH 2 IN N A_HDINN2_L - PCS 360 CH 2 IN N

B7 A_HDINP2_L - PCS 360 CH 2 IN P A_HDINP2_L - PCS 360 CH 2 IN P

C7 A_VDDIB2_L -  A_VDDIB2_L -  

D8 VCC12 -  VCC12 -  

C6 A_VDDIB1_L -  A_VDDIB1_L -  

E7 VCC12 -  VCC12 -  

B6 A_HDINP1_L - PCS 360 CH 1 IN P A_HDINP1_L - PCS 360 CH 1 IN P

B5 A_HDINN1_L - PCS 360 CH 1 IN N A_HDINN1_L - PCS 360 CH 1 IN N

A6 A_HDOUTP1_L - PCS 360 CH 1 OUT P A_HDOUTP1_L - PCS 360 CH 1 OUT P

D7 VCC12 -  VCC12 -  

A5 A_HDOUTN1_L - PCS 360 CH 1 OUT N A_HDOUTN1_L - PCS 360 CH 1 OUT N

C5 A_VDDOB1_L -  A_VDDOB1_L -  

A4 A_HDOUTN0_L - PCS 360 CH 0 OUT N A_HDOUTN0_L - PCS 360 CH 0 OUT N

C4 A_VDDOB0_L -  A_VDDOB0_L -  

A3 A_HDOUTP0_L - PCS 360 CH 0 OUT P A_HDOUTP0_L - PCS 360 CH 0 OUT P

E6 VCC12 -  VCC12 -  

B4 A_HDINN0_L - PCS 360 CH 0 IN N A_HDINN0_L - PCS 360 CH 0 IN N

B3 A_HDINP0_L - PCS 360 CH 0 IN P A_HDINP0_L - PCS 360 CH 0 IN P

C3 A_VDDIB0_L -  A_VDDIB0_L -  

D6 VCC12 -  VCC12 -  

L5 NC -  PL21A 7  

M5 NC -  PL21B 7  

G2 NC -  PL20A 7  

LFSC/M15, LFSC/M25 Logic Signal Connections: 900 fpBGA1, 2 (Cont.)

Ball 
Number

LFSC/M15 LFSC/M25

Ball Function
VCCIO 
Bank Dual Function Ball Function

VCCIO
Bank Dual Function
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E16 PT45C 1 D3/MPI_DATA3 PT54C 1 D3/MPI_DATA3

C13 PT45B 1 D2/MPI_DATA2 PT53B 1 D2/MPI_DATA2

C14 PT45A 1 D1/MPI_DATA1 PT53A 1 D1/MPI_DATA1

B14 PT43B 1 D0/MPI_DATA0 PT51B 1 D0/MPI_DATA0

B13 PT43A 1 QOUT/CEON PT51A 1 QOUT/CEON

L13 PT42D 1 VREF2_1 PT50D 1 VREF2_1

C15 PT42B 1 DOUT PT50B 1 DOUT

D15 PT42A 1 MCA_DONE_IN PT50A 1 MCA_DONE_IN

J16 PT41B 1 MCA_CLK_P1_OUT PT49B 1 MCA_CLK_P1_OUT

K16 PT41A 1 MCA_CLK_P1_IN PT49A 1 MCA_CLK_P1_IN

H15 PT39D 1 D21/PCLKC1_1/MPI_DATA21 PT47D 1 D21/PCLKC1_1/MPI_DATA21

H16 PT39C 1 D22/PCLKT1_1/MPI_DATA22 PT47C 1 D22/PCLKT1_1/MPI_DATA22

A14 PT39B 1 MCA_CLK_P2_OUT PT47B 1 MCA_CLK_P2_OUT

A13 PT39A 1 MCA_CLK_P2_IN PT47A 1 MCA_CLK_P2_IN

G16 PT38D 1 MCA_DONE_OUT PT46D 1 MCA_DONE_OUT

F16 PT38C 1 BUSYN/RCLK/SCK PT46C 1 BUSYN/RCLK/SCK

B16 PT38B 1 DP0/MPI_PAR0 PT46B 1 DP0/MPI_PAR0

B15 PT38A 1 MPI_TA PT46A 1 MPI_TA

L16 PT37C 1 DP2/MPI_PAR2 PT45C 1 DP2/MPI_PAR2

A16 PT37B 1 PCLKC1_0 PT45B 1 PCLKC1_0

A15 PT37A 1 PCLKT1_0/MPI_CLK PT45A 1 PCLKT1_0/MPI_CLK

L17 PT35C 1 D24/PCLKT1_4/MPI_DATA24 PT43C 1 D24/PCLKT1_4/MPI_DATA24

A17 PT35B 1 MPI_RETRY PT43B 1 MPI_RETRY

A18 PT35A 1 A0/MPI_ADDR14 PT43A 1 A0/MPI_ADDR14

F17 PT33D 1 A1/MPI_ADDR15 PT42D 1 A1/MPI_ADDR15

G17 PT33C 1 A2/MPI_ADDR16 PT42C 1 A2/MPI_ADDR16

B17 PT33B 1 A3/MPI_ADDR17 PT42B 1 A3/MPI_ADDR17

B18 PT33A 1 A4/MPI_ADDR18 PT42A 1 A4/MPI_ADDR18

H17 PT32D 1 D25/PCLKC1_5/MPI_DATA25 PT41D 1 D25/PCLKC1_5/MPI_DATA25

H18 PT32C 1 D26/PCLKT1_5/MPI_DATA26 PT41C 1 D26/PCLKT1_5/MPI_DATA26

A19 PT32B 1 A5/MPI_ADDR19 PT41B 1 A5/MPI_ADDR19

A20 PT32A 1 A6/MPI_ADDR20 PT41A 1 A6/MPI_ADDR20

L20 PT31C 1 VREF1_1 PT39C 1 VREF1_1

J17 PT31B 1 A7/MPI_ADDR21 PT39B 1 A7/MPI_ADDR21

K17 PT31A 1 A8/MPI_ADDR22 PT39A 1 A8/MPI_ADDR22

C18 PT29B 1 A9/MPI_ADDR23 PT38B 1 A9/MPI_ADDR23

D18 PT29A 1 A10/MPI_ADDR24 PT38A 1 A10/MPI_ADDR24

B19 PT28B 1 A11/MPI_ADDR25 PT37B 1 A11/MPI_ADDR25

B20 PT28A 1 A12/MPI_ADDR26 PT37A 1 A12/MPI_ADDR26

E17 PT27D 1 D11/MPI_DATA11 PT35D 1 D11/MPI_DATA11

E18 PT27C 1 D12/MPI_DATA12 PT35C 1 D12/MPI_DATA12

C20 PT27B 1 A13/MPI_ADDR27 PT35B 1 A13/MPI_ADDR27

C19 PT27A 1 A14/MPI_ADDR28 PT35A 1 A14/MPI_ADDR28

H19 PT25D 1 A16/MPI_ADDR30 PT33D 1 A16/MPI_ADDR30

G19 PT25C 1 D13/MPI_DATA13 PT33C 1 D13/MPI_DATA13

D20 PT25B 1 A15/MPI_ADDR29 PT33B 1 A15/MPI_ADDR29

D19 PT25A 1 A17/MPI_ADDR31 PT33A 1 A17/MPI_ADDR31

H20 PT24D 1 A19/MPI_TSIZ1 PT30D 1 A19/MPI_TSIZ1

G20 PT24C 1 A20/MPI_BDIP PT30C 1 A20/MPI_BDIP

E19 PT24B 1 A18/MPI_TSIZ0 PT30B 1 A18/MPI_TSIZ0

LFSC/M25, LFSC/M40 Logic Signal Connections: 1020 fcBGA1, 2 (Cont.)

Ball
Number

LFSC/M25 LFSC/M40

Ball Function VCCIO Bank Dual Function Ball Function VCCIO Bank Dual Function
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Pinout Information
Lattice Semiconductor LatticeSC/M Family Data Sheet

B30 A_HDOUTN0_L - PCS 360 CH 0 OUT N A_HDOUTN0_L - PCS 360 CH 0 OUT N

D30 A_VDDOB0_L -  A_VDDOB0_L -  

A30 A_HDOUTP0_L - PCS 360 CH 0 OUT P A_HDOUTP0_L - PCS 360 CH 0 OUT P

C31 A_HDINN0_L - PCS 360 CH 0 IN N A_HDINN0_L - PCS 360 CH 0 IN N

C32 A_HDINP0_L - PCS 360 CH 0 IN P A_HDINP0_L - PCS 360 CH 0 IN P

B31 A_VDDIB0_L -  A_VDDIB0_L -  

AL25 NC -  PB26A 5  

AL24 NC -  PB26B 5  

AG27 NC -  PB26C 5  

AH27 NC -  PB26D 5  

AM25 NC -  PB27A 5  

AM24 NC -  PB27B 5  

AL9 NC -  PB62A 4  

AL8 NC -  PB62B 4  

AK9 NC -  PB63A 4  

AJ9 NC -  PB63B 4  

AG10 NC -  PB63C 4  

AG11 NC -  PB63D 4  

J30 NC -  PL26A 7  

H30 NC -  PL26B 7  

M28 NC -  PL26C 7  

N28 NC -  PL26D 7  

J32 NC -  PL27A 7  

J31 NC -  PL27B 7  

N26 NC -  PL27C 7  

N27 NC -  PL27D 7  

K31 NC -  PL29A 7  

K32 NC -  PL29B 7  

P25 NC -  PL29C 7  

P26 NC -  PL29D 7  

L27 NC -  PL22C 7  

L28 NC -  PL22D 7  

M29 NC -  PL30A 7  

L29 NC -  PL30B 7  

M30 NC -  PL31A 7  

L30 NC -  PL31B 7  

L31 NC -  PL34A 7  

M31 NC -  PL34B 7  

AA29 NC -  PL56A 6  

AA30 NC -  PL56B 6  

AB31 NC -  PL57A 6  

AA31 NC -  PL57B 6  

AG30 NC -  PL57C 6  

AG29 NC -  PL57D 6  

AB29 NC -  PL58A 6  

AB30 NC -  PL58B 6  

Y25 NC -  PL58C 6  

AA25 NC -  PL58D 6  

AA8 NC -  PR58D 3  

Y8 NC -  PR58C 3  

LFSC/M25, LFSC/M40 Logic Signal Connections: 1020 fcBGA1, 2 (Cont.)

Ball
Number

LFSC/M25 LFSC/M40

Ball Function VCCIO Bank Dual Function Ball Function VCCIO Bank Dual Function
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Pinout Information
Lattice Semiconductor LatticeSC/M Family Data Sheet

E22 VCC12 -  VCC12 -  

E21 VCC12 -  VCC12 -  

E3 VCC12 -  VCC12 -  

E4 VCC12 -  VCC12 -  

E6 VCC12 -  VCC12 -  

E7 VCC12 -  VCC12 -  

E8 VCC12 -  VCC12 -  

E9 VCC12 -  VCC12 -  

E11 VCC12 -  VCC12 -  

E12 VCC12 -  VCC12 -  

A23 GND -  GND -  

A31 GND -  GND -  

AA13 GND -  GND -  

AA15 GND -  GND -  

AA18 GND -  GND -  

AA20 GND -  GND -  

AA26 GND -  GND -  

AA6 GND -  GND -  

AB10 GND -  GND -  

AB24 GND -  GND -  

AC14 GND -  GND -  

AC22 GND -  GND -  

AC29 GND -  GND -  

AC3 GND -  GND -  

AD11 GND -  GND -  

AD19 GND -  GND -  

AD27 GND -  GND -  

AD7 GND -  GND -  

AF12 GND -  GND -  

AF18 GND -  GND -  

AF24 GND -  GND -  

AF30 GND -  GND -  

AF4 GND -  GND -  

AG15 GND -  GND -  

AG21 GND -  GND -  

AG9 GND -  GND -  

AJ10 GND -  GND -  

AJ16 GND -  GND -  

AJ20 GND -  GND -  

AJ26 GND -  GND -  

AJ29 GND -  GND -  

AJ4 GND -  GND -  

AK13 GND -  GND -  

AK17 GND -  GND -  

AK23 GND -  GND -  

AK7 GND -  GND -  

AL1 GND -  GND -  

AL32 GND -  GND -  

AM2 GND -  GND -  

AM31 GND -  GND -  

LFSC/M25, LFSC/M40 Logic Signal Connections: 1020 fcBGA1, 2 (Cont.)

Ball
Number

LFSC/M25 LFSC/M40

Ball Function VCCIO Bank Dual Function Ball Function VCCIO Bank Dual Function
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Pinout Information
Lattice Semiconductor LatticeSC/M Family Data Sheet

AG18 PB42C 5  PB61C 5  

AF18 PB42D 5  PB61D 5  

AP19 PB43A 5  PB63A 5  

AP18 PB43B 5  PB63B 5  

AJ18 PB43C 5  PB63C 5  

AH18 PB43D 5  PB63D 5  

AP17 PB45A 4  PB65A 4  

AP16 PB45B 4  PB65B 4  

AJ17 PB45C 4  PB65C 4  

AH17 PB45D 4  PB65D 4  

AN17 PB46A 4  PB66A 4  

AN16 PB46B 4  PB66B 4  

AE17 PB46C 4  PB66C 4  

AD17 PB46D 4  PB66D 4  

AK17 PB47A 4  PB67A 4  

AK16 PB47B 4  PB67B 4  

AG17 PB47C 4  PB67C 4  

AF17 PB47D 4  PB67D 4  

AM16 PB49A 4  PB69A 4  

AM15 PB49B 4  PB69B 4  

AJ15 PB49C 4  PB69C 4  

AJ14 PB49D 4  PB69D 4  

AL16 PB50A 4  PB70A 4  

AL15 PB50B 4  PB70B 4  

AG16 PB50C 4  PB70C 4  

AF16 PB50D 4  PB70D 4  

AP15 PB51A 4  PB71A 4  

AP14 PB51B 4  PB71B 4  

AH15 PB51C 4  PB71C 4  

AH14 PB51D 4  PB71D 4  

AN15 PB53A 4 PCLKT4_2 PB74A 4 PCLKT4_2

AN14 PB53B 4 PCLKC4_2 PB74B 4 PCLKC4_2

AE16 PB53C 4 PCLKT4_7 PB74C 4 PCLKT4_7

AD16 PB53D 4 PCLKC4_7 PB74D 4 PCLKC4_7

AK15 PB54A 4 PCLKT4_1 PB75A 4 PCLKT4_1

AK14 PB54B 4 PCLKC4_1 PB75B 4 PCLKC4_1

AG15 PB54C 4 PCLKT4_6 PB75C 4 PCLKT4_6

AG14 PB54D 4 PCLKC4_6 PB75D 4 PCLKC4_6

AM13 PB55A 4 PCLKT4_0 PB77A 4 PCLKT4_0

AM12 PB55B 4 PCLKC4_0 PB77B 4 PCLKC4_0

AJ12 PB55C 4 VREF2_4 PB77C 4 VREF2_4

AJ11 PB55D 4  PB77D 4  

AL13 PB57A 4 PCLKT4_5 PB79A 4 PCLKT4_5

AL12 PB57B 4 PCLKC4_5 PB79B 4 PCLKC4_5

AH12 PB57C 4  PB79C 4  

LFSC/M40, LFSC/M80 Logic Signal Connections: 1152 fcBGA1, 2 (Cont.)

Ball 
Number

LFSC/M40 LFSC/M80

Ball 
Function

VCCIO 
Bank Dual Function

Ball 
Function

VCCIO 
Bank Dual Function
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Pinout Information
Lattice Semiconductor LatticeSC/M Family Data Sheet

K20 GND -  GND -  

K23 GND -  GND -  

K26 GND -  GND -  

K28 GND -  GND -  

K6 GND -  GND -  

K9 GND -  GND -  

L12 GND -  GND -  

L32 GND -  GND -  

L4 GND -  GND -  

M10 GND -  GND -  

M17 GND -  GND -  

M24 GND -  GND -  

N29 GND -  GND -  

N7 GND -  GND -  

P15 GND -  GND -  

P20 GND -  GND -  

P3 GND -  GND -  

P31 GND -  GND -  

R10 GND -  GND -  

R14 GND -  GND -  

R16 GND -  GND -  

R19 GND -  GND -  

R21 GND -  GND -  

R26 GND -  GND -  

T15 GND -  GND -  

T17 GND -  GND -  

T18 GND -  GND -  

T20 GND -  GND -  

T28 GND -  GND -  

T6 GND -  GND -  

U16 GND -  GND -  

U19 GND -  GND -  

U23 GND -  GND -  

U32 GND -  GND -  

U4 GND -  GND -  

V12 GND -  GND -  

V16 GND -  GND -  

V19 GND -  GND -  

V3 GND -  GND -  

V31 GND -  GND -  

W15 GND -  GND -  

W17 GND -  GND -  

W18 GND -  GND -  

W20 GND -  GND -  

W29 GND -  GND -  

LFSC/M40, LFSC/M80 Logic Signal Connections: 1152 fcBGA1, 2 (Cont.)

Ball 
Number

LFSC/M40 LFSC/M80

Ball 
Function

VCCIO 
Bank Dual Function

Ball 
Function

VCCIO 
Bank Dual Function
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Pinout Information
Lattice Semiconductor LatticeSC/M Family Data Sheet

W7 GND -  

AA14 VCC -  

AA16 VCC -  

AA17 VCC -  

AA18 VCC -  

AA19 VCC -  

AA21 VCC -  

AB13 VCC -  

AB22 VCC -  

N13 VCC -  

N22 VCC -  

P14 VCC -  

P16 VCC -  

P17 VCC -  

P18 VCC -  

P19 VCC -  

P21 VCC -  

R15 VCC -  

R17 VCC -  

R18 VCC -  

R20 VCC -  

T14 VCC -  

T16 VCC -  

T19 VCC -  

T21 VCC -  

U14 VCC -  

U15 VCC -  

U17 VCC -  

U18 VCC -  

U20 VCC -  

U21 VCC -  

V14 VCC -  

V15 VCC -  

V17 VCC -  

V18 VCC -  

V20 VCC -  

V21 VCC -  

W14 VCC -  

W16 VCC -  

W19 VCC -  

W21 VCC -  

Y15 VCC -  

Y17 VCC -  

LFSC/M115 Logic Signal Connections: 1152 fcBGA1, 2

Ball Number

LFSC/M115

Ball Function VCCIO Bank Dual Function
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Pinout Information
Lattice Semiconductor LatticeSC/M Family Data Sheet

AH16 VCCIO4 -  

AJ13 VCCIO4 -  

AJ7 VCCIO4 -  

AL14 VCCIO4 -  

AL8 VCCIO4 -  

AM11 VCCIO4 -  

AM17 VCCIO4 -  

AM5 VCCIO4 -  

AE20 VCCIO5 -  

AE23 VCCIO5 -  

AE26 VCCIO5 -  

AH22 VCCIO5 -  

AH28 VCCIO5 -  

AJ19 VCCIO5 -  

AJ25 VCCIO5 -  

AL18 VCCIO5 -  

AL24 VCCIO5 -  

AL30 VCCIO5 -  

AM21 VCCIO5 -  

AM27 VCCIO5 -  

AA31 VCCIO6 -  

AB29 VCCIO6 -  

AC24 VCCIO6 -  

AD32 VCCIO6 -  

AE28 VCCIO6 -  

AG31 VCCIO6 -  

AK32 VCCIO6 -  

T29 VCCIO6 -  

U31 VCCIO6 -  

V32 VCCIO6 -  

W28 VCCIO6 -  

Y26 VCCIO6 -  

E31 VCCIO7 -  

G28 VCCIO7 -  

H32 VCCIO7 -  

K29 VCCIO7 -  

L31 VCCIO7 -  

M25 VCCIO7 -  

N28 VCCIO7 -  

P32 VCCIO7 -  

R25 VCCIO7 -  

J25 VCCIO1 -  

N11 VTT_2 2  

LFSC/M115 Logic Signal Connections: 1152 fcBGA1, 2

Ball Number

LFSC/M115

Ball Function VCCIO Bank Dual Function



4-111

Pinout Information
Lattice Semiconductor LatticeSC/M Family Data Sheet

P38 PL26B 7  PL40B 7  

N35 PL26C 7  PL40C 7  

N36 PL26D 7  PL40D 7  

N39 PL29A 7  PL43A 7  

P39 PL29B 7  PL43B 7  

R34 PL29C 7 VREF1_7 PL43C 7 VREF1_7

T34 PL29D 7 DIFFR_7 PL43D 7 DIFFR_7

L41 PL30A 7  PL44A 7  

M41 PL30B 7  PL44B 7  

W29 PL30C 7  PL44C 7  

Y29 PL30D 7  PL44D 7  

L42 PL31A 7  PL45A 7  

M42 PL31B 7  PL45B 7  

U32 PL31C 7  PL45C 7  

V32 PL31D 7  PL45D 7  

R37 PL33A 7  PL47A 7  

T37 PL33B 7  PL47B 7  

M36 PL33C 7  PL47C 7  

M37 PL33D 7  PL47D 7  

P40 PL34A 7  PL48A 7  

N40 PL34B 7  PL48B 7  

R35 PL34C 7  PL48C 7  

T35 PL34D 7  PL48D 7  

N41 PL35A 7  PL49A 7  

P41 PL35B 7  PL49B 7  

V33 PL35C 7  PL49C 7  

U33 PL35D 7  PL49D 7  

R38 PL37A 7  PL51A 7  

T38 PL37B 7  PL51B 7  

R36 PL37C 7  PL51C 7  

T36 PL37D 7  PL51D 7  

N42 PL38A 7  PL52A 7  

P42 PL38B 7  PL52B 7  

Y31 PL38C 7  PL52C 7  

AA31 PL38D 7  PL52D 7  

U37 PL39A 7  PL53A 7  

V37 PL39B 7  PL53B 7  

U34 PL39C 7  PL53C 7  

V34 PL39D 7  PL53D 7  

U39 PL41A 7  PL55A 7  

T39 PL41B 7  PL55B 7  

V35 PL41C 7  PL55C 7  

W35 PL41D 7  PL55D 7  

R41 PL42A 7  PL56A 7  

T41 PL42B 7  PL56B 7  

LFSC/M80, LFSC/M115 Logic Signal Connections: 1704 fcBGA1, 2 (Cont.)

Ball 
Number

LFSC/M80 LFSC/M115

Ball 
Function

VCCIO
Bank

Dual 
Function

Ball 
Function

VCCIO 
Bank

Dual 
Function
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Pinout Information
Lattice Semiconductor LatticeSC/M Family Data Sheet

AV32 PB27B 5  PB29B 5  

AU36 PB27C 5  PB29C 5  

AU37 PB27D 5  PB29D 5  

BA35 PB28A 5  PB30A 5  

BA34 PB28B 5  PB30B 5  

AJ26 PB28C 5  PB30C 5  

AJ27 PB28D 5  PB30D 5  

AW33 PB29A 5  PB31A 5  

AW32 PB29B 5  PB31B 5  

AU35 PB29C 5  PB31C 5  

AU34 PB29D 5  PB31D 5  

BB35 PB31A 5  PB33A 5  

BB34 PB31B 5  PB33B 5  

AN29 PB31C 5  PB33C 5  

AP29 PB31D 5  PB33D 5  

AY33 PB32A 5  PB34A 5  

AY32 PB32B 5  PB34B 5  

AR31 PB32C 5  PB34C 5  

AR30 PB32D 5  PB34D 5  

AV31 PB33A 5  PB35A 5  

AV30 PB33B 5  PB35B 5  

AN28 PB33C 5  PB35C 5  

AP28 PB33D 5  PB35D 5  

BA33 PB35A 5  PB37A 5  

BA32 PB35B 5  PB37B 5  

AT30 PB35C 5  PB37C 5  

AT31 PB35D 5  PB37D 5  

BB33 PB36A 5  PB38A 5  

BB32 PB36B 5  PB38B 5  

AM26 PB36C 5  PB38C 5  

AL26 PB36D 5  PB38D 5  

AW30 PB37A 5  PB39A 5  

AW29 PB37B 5  PB39B 5  

AP27 PB37C 5  PB39C 5  

AN27 PB37D 5  PB39D 5  

BA31 PB39A 5  PB41A 5  

BA30 PB39B 5  PB41B 5  

AU32 PB39C 5  PB41C 5  

AU33 PB39D 5  PB41D 5  

BB31 PB40A 5  PB42A 5  

BB30 PB40B 5  PB42B 5  

AR28 PB40C 5  PB42C 5  

AR27 PB40D 5  PB42D 5  

AV29 PB41A 5  PB43A 5  

AV28 PB41B 5  PB43B 5  

LFSC/M80, LFSC/M115 Logic Signal Connections: 1704 fcBGA1, 2 (Cont.)

Ball 
Number

LFSC/M80 LFSC/M115

Ball 
Function

VCCIO
Bank

Dual 
Function

Ball 
Function

VCCIO 
Bank

Dual 
Function
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Pinout Information
Lattice Semiconductor LatticeSC/M Family Data Sheet

AP8 PB117D 4  PB131D 4  

AY3 PB119A 4  PB133A 4  

AW3 PB119B 4  PB133B 4  

AR6 PB119C 4  PB133C 4  

AR5 PB119D 4  PB133D 4  

AU5 PB120A 4  PB134A 4  

AV5 PB120B 4  PB134B 4  

AL12 PB120C 4  PB134C 4  

AL11 PB120D 4  PB134D 4  

AV3 PB121A 4  PB135A 4  

AV4 PB121B 4  PB135B 4  

AN9 PB121C 4  PB135C 4  

AN8 PB121D 4  PB135D 4  

AW1 PB123A 4  PB138A 4  

AY1 PB123B 4  PB138B 4  

AK14 PB123C 4 VREF1_4 PB138C 4 VREF1_4

AK13 PB123D 4  PB138D 4  

AV2 PB124A 4 LRC_DLLT_IN_C/LRC_DLLT_FB_D PB139A 4 LRC_DLLT_IN_C/LRC_DLLT_FB_D

AW2 PB124B 4 LRC_DLLC_IN_C/LRC_DLLC_FB_D PB139B 4 LRC_DLLC_IN_C/LRC_DLLC_FB_D

AM10 PB124C 4  PB139C 4  

AM9 PB124D 4  PB139D 4  

AV1 PB125A 4 LRC_PLLT_IN_A/LRC_PLLT_FB_B PB141A 4 LRC_PLLT_IN_A/LRC_PLLT_FB_B

AU1 PB125B 4 LRC_PLLC_IN_A/LRC_PLLC_FB_B PB141B 4 LRC_PLLC_IN_A/LRC_PLLC_FB_B

AL10 PB125C 4 LRC_DLLT_IN_D/LRC_DLLT_FB_C PB141C 4 LRC_DLLT_IN_D/LRC_DLLT_FB_C

AL9 PB125D 4 LRC_DLLC_IN_D/LRC_DLLC_FB_C PB141D 4 LRC_DLLC_IN_D/LRC_DLLC_FB_C

AT3 PROBE_VCC -  PROBE_VCC -  

AU2 PROBE_GND -  PROBE_GND -  

AP7 PR95D 3 LRC_PLLC_IN_B/LRC_PLLC_FB_A PR117D 3 LRC_PLLC_IN_B/LRC_PLLC_FB_A

AN7 PR95C 3 LRC_PLLT_IN_B/LRC_PLLT_FB_A PR117C 3 LRC_PLLT_IN_B/LRC_PLLT_FB_A

AR3 PR95B 3 LRC_DLLC_IN_F/LRC_DLLC_FB_E PR117B 3 LRC_DLLC_IN_F/LRC_DLLC_FB_E

AR4 PR95A 3 LRC_DLLT_IN_F/LRC_DLLT_FB_E PR117A 3 LRC_DLLT_IN_F/LRC_DLLT_FB_E

AP6 PR94D 3  PR116D 3  

AN6 PR94C 3  PR116C 3  

AT2 PR94B 3  PR116B 3  

AR2 PR94A 3  PR116A 3  

AM6 PR93D 3 LRC_DLLC_IN_E/LRC_DLLC_FB_F PR115D 3 LRC_DLLC_IN_E/LRC_DLLC_FB_F

AL6 PR93C 3 LRC_DLLT_IN_E/LRC_DLLT_FB_F PR115C 3 LRC_DLLT_IN_E/LRC_DLLT_FB_F

AP5 PR93B 3  PR115B 3  

AN5 PR93A 3  PR115A 3  

AL8 PR91D 3  PR112D 3  

AK8 PR91C 3  PR112C 3  

AP2 PR91B 3  PR112B 3  

AN2 PR91A 3  PR112A 3  

AJ12 PR90D 3  PR109D 3  

AH12 PR90C 3  PR109C 3  

LFSC/M80, LFSC/M115 Logic Signal Connections: 1704 fcBGA1, 2 (Cont.)

Ball 
Number

LFSC/M80 LFSC/M115

Ball 
Function

VCCIO
Bank

Dual 
Function

Ball 
Function

VCCIO 
Bank

Dual 
Function
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Pinout Information
Lattice Semiconductor LatticeSC/M Family Data Sheet

K14 VCC12 -  VCC12 -  

H11 B_VDDIB2_R -  B_VDDIB2_R -  

D8 B_HDINP2_R - PCS 3E1 CH 2 IN P B_HDINP2_R - PCS 3E1 CH 2 IN P

E8 B_HDINN2_R - PCS 3E1 CH 2 IN N B_HDINN2_R - PCS 3E1 CH 2 IN N

G5 VCC12 -  VCC12 -  

B9 B_HDOUTP2_R - PCS 3E1 CH 2 OUT P B_HDOUTP2_R - PCS 3E1 CH 2 OUT P

L12 B_VDDOB2_R -  B_VDDOB2_R -  

A9 B_HDOUTN2_R - PCS 3E1 CH 2 OUT N B_HDOUTN2_R - PCS 3E1 CH 2 OUT N

C5 B_VDDOB3_R -  B_VDDOB3_R -  

A10 B_HDOUTN3_R - PCS 3E1 CH 3 OUT N B_HDOUTN3_R - PCS 3E1 CH 3 OUT N

H5 VCC12 -  VCC12 -  

B10 B_HDOUTP3_R - PCS 3E1 CH 3 OUT P B_HDOUTP3_R - PCS 3E1 CH 3 OUT P

E9 B_HDINN3_R - PCS 3E1 CH 3 IN N B_HDINN3_R - PCS 3E1 CH 3 IN N

D9 B_HDINP3_R - PCS 3E1 CH 3 IN P B_HDINP3_R - PCS 3E1 CH 3 IN P

J13 VCC12 -  VCC12 -  

H12 B_VDDIB3_R -  B_VDDIB3_R -  

J12 VCC12 -  VCC12 -  

M14 B_REFCLKN_R -  B_REFCLKN_R -  

L14 B_REFCLKP_R -  B_REFCLKP_R -  

J14 VCC12 -  VCC12 -  

G12 C_VDDIB0_R -  C_VDDIB0_R -  

D10 C_HDINP0_R - PCS 3E2 CH 0 IN P C_HDINP0_R - PCS 3E2 CH 0 IN P

E10 C_HDINN0_R - PCS 3E2 CH 0 IN N C_HDINN0_R - PCS 3E2 CH 0 IN N

H6 VCC12 -  VCC12 -  

B11 C_HDOUTP0_R - PCS 3E2 CH 0 OUT P C_HDOUTP0_R - PCS 3E2 CH 0 OUT P

M12 C_VDDOB0_R -  C_VDDOB0_R -  

A11 C_HDOUTN0_R - PCS 3E2 CH 0 OUT N C_HDOUTN0_R - PCS 3E2 CH 0 OUT N

L11 C_VDDOB1_R -  C_VDDOB1_R -  

A12 C_HDOUTN1_R - PCS 3E2 CH 1 OUT N C_HDOUTN1_R - PCS 3E2 CH 1 OUT N

K11 VCC12 -  VCC12 -  

B12 C_HDOUTP1_R - PCS 3E2 CH 1 OUT P C_HDOUTP1_R - PCS 3E2 CH 1 OUT P

E11 C_HDINN1_R - PCS 3E2 CH 1 IN N C_HDINN1_R - PCS 3E2 CH 1 IN N

D11 C_HDINP1_R - PCS 3E2 CH 1 IN P C_HDINP1_R - PCS 3E2 CH 1 IN P

H13 VCC12 -  VCC12 -  

C6 C_VDDIB1_R -  C_VDDIB1_R -  

H15 VCC12 -  VCC12 -  

G13 C_VDDIB2_R -  C_VDDIB2_R -  

D12 C_HDINP2_R - PCS 3E2 CH 2 IN P C_HDINP2_R - PCS 3E2 CH 2 IN P

E12 C_HDINN2_R - PCS 3E2 CH 2 IN N C_HDINN2_R - PCS 3E2 CH 2 IN N

J9 VCC12 -  VCC12 -  

B13 C_HDOUTP2_R - PCS 3E2 CH 2 OUT P C_HDOUTP2_R - PCS 3E2 CH 2 OUT P

K10 C_VDDOB2_R -  C_VDDOB2_R -  

A13 C_HDOUTN2_R - PCS 3E2 CH 2 OUT N C_HDOUTN2_R - PCS 3E2 CH 2 OUT N

J10 C_VDDOB3_R -  C_VDDOB3_R -  

A14 C_HDOUTN3_R - PCS 3E2 CH 3 OUT N C_HDOUTN3_R - PCS 3E2 CH 3 OUT N

LFSC/M80, LFSC/M115 Logic Signal Connections: 1704 fcBGA1, 2 (Cont.)
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F5 VCC12 -  VCC12 -  

B14 C_HDOUTP3_R - PCS 3E2 CH 3 OUT P C_HDOUTP3_R - PCS 3E2 CH 3 OUT P

E13 C_HDINN3_R - PCS 3E2 CH 3 IN N C_HDINN3_R - PCS 3E2 CH 3 IN N

D13 C_HDINP3_R - PCS 3E2 CH 3 IN P C_HDINP3_R - PCS 3E2 CH 3 IN P

F12 VCC12 -  VCC12 -  

G14 C_VDDIB3_R -  C_VDDIB3_R -  

F11 VCC12 -  VCC12 -  

K15 C_REFCLKN_R -  C_REFCLKN_R -  

J15 C_REFCLKP_R -  C_REFCLKP_R -  

G15 VCC12 -  VCC12 -  

H16 D_VDDIB0_R -  D_VDDIB0_R -  

D14 D_HDINP0_R - PCS 3E3 CH 0 IN P D_HDINP0_R - PCS 3E3 CH 0 IN P

E14 D_HDINN0_R - PCS 3E3 CH 0 IN N D_HDINN0_R - PCS 3E3 CH 0 IN N

F6 VCC12 -  VCC12 -  

B15 D_HDOUTP0_R - PCS 3E3 CH 0 OUT P D_HDOUTP0_R - PCS 3E3 CH 0 OUT P

M13 D_VDDOB0_R -  D_VDDOB0_R -  

A15 D_HDOUTN0_R - PCS 3E3 CH 0 OUT N D_HDOUTN0_R - PCS 3E3 CH 0 OUT N

F8 D_VDDOB1_R -  D_VDDOB1_R -  

A16 D_HDOUTN1_R - PCS 3E3 CH 1 OUT N D_HDOUTN1_R - PCS 3E3 CH 1 OUT N

F7 VCC12 -  VCC12 -  

B16 D_HDOUTP1_R - PCS 3E3 CH 1 OUT P D_HDOUTP1_R - PCS 3E3 CH 1 OUT P

F15 D_HDINN1_R - PCS 3E3 CH 1 IN N D_HDINN1_R - PCS 3E3 CH 1 IN N

E15 D_HDINP1_R - PCS 3E3 CH 1 IN P D_HDINP1_R - PCS 3E3 CH 1 IN P

K17 VCC12 -  VCC12 -  

F13 D_VDDIB1_R -  D_VDDIB1_R -  

C14 VCC12 -  VCC12 -  

C15 D_VDDIB2_R -  D_VDDIB2_R -  

D16 D_HDINP2_R - PCS 3E3 CH 2 IN P D_HDINP2_R - PCS 3E3 CH 2 IN P

E16 D_HDINN2_R - PCS 3E3 CH 2 IN N D_HDINN2_R - PCS 3E3 CH 2 IN N

C11 VCC12 -  VCC12 -  

B17 D_HDOUTP2_R - PCS 3E3 CH 2 OUT P D_HDOUTP2_R - PCS 3E3 CH 2 OUT P

C9 D_VDDOB2_R -  D_VDDOB2_R -  

A17 D_HDOUTN2_R - PCS 3E3 CH 2 OUT N D_HDOUTN2_R - PCS 3E3 CH 2 OUT N

D17 D_VDDOB3_R -  D_VDDOB3_R -  

A18 D_HDOUTN3_R - PCS 3E3 CH 3 OUT N D_HDOUTN3_R - PCS 3E3 CH 3 OUT N

C17 VCC12 -  VCC12 -  

B18 D_HDOUTP3_R - PCS 3E3 CH 3 OUT P D_HDOUTP3_R - PCS 3E3 CH 3 OUT P

F17 D_HDINN3_R - PCS 3E3 CH 3 IN N D_HDINN3_R - PCS 3E3 CH 3 IN N

E17 D_HDINP3_R - PCS 3E3 CH 3 IN P D_HDINP3_R - PCS 3E3 CH 3 IN P

F14 VCC12 -  VCC12 -  

F16 D_VDDIB3_R -  D_VDDIB3_R -  

G16 VCC12 -  VCC12 -  

M17 D_REFCLKN_R -  D_REFCLKN_R -  

L17 D_REFCLKP_R -  D_REFCLKP_R -  

G18 PT77D 1 HDC/SI PT93D 1 HDC/SI
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