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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.
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Total RAM Bits 5816320
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Mounting Type Surface Mount

Operating Temperature 0°C ~ 85°C (TJ)

Package / Case 1152-BBGA, FCBGA

Supplier Device Package 1152-FCBGA (35x35)
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Figure 2-1. Simplified Block Diagram (Top Level)
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Figure 2-6. Per Quadrant Clock Selection

Secondary Clocks
In addition to the primary clock network and edge clocks the LatticeSC devices also contain a secondary clock net-
work. Built of X6 style routing elements this secondary clock network is ideal for routing slower speed clock and 
control signals throughout the device preserving high-speed clock networks for the most timing critical signals.

Edge Clocks
LatticeSC devices have a number of high-speed edge clocks that are intended for use with the PIOs in the imple-
mentation of high-speed interfaces. There are eight edge clocks per bank for the top and bottom of the device. The 
left and right sides have eight edge clocks per side for both banks located on that side. Figure 2-7 shows the 
arrangement of edge clocks.

Edge clock resources can be driven from a variety of sources. Edge clock resources can be driven from:

• Edge clock PIOs in the same bank
• Primary clock PIOs in the same bank
• Routing
• Adjacent PLLs and DLLs
• ELSR output from the clock divider

12 Primary Clock per Quadrants

12 feedlines per quadrants times 4 + 12  feedlines from upper and lower half

12 Primary Clocks

60 Primary Clock Sources

GND

60

3 3 GNDGND

From Local
Routing

From Local
Routing

From Local
Routing 60 60

3

Note: GND is available to switch off the network.
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Figure 2-13. DLL to PLL

Figure 2-14 shows a shift of only CLKOP out in time.

Figure 2-14. PLL to DLL

Figure 2-15 shows a shift of only CLKOS out in time.

Figure 2-15. PLL to DLL

For further information on the DLL, please see details of additional technical documentation at the end of this data 
sheet.

sysMEM Memory Block
The sysMEM block can implement single port, true dual port, pseudo dual port or FIFO memories. Dedicated FIFO 
support logic allows the LatticeSC devices to efficiently implement FIFOs without consuming LUTs or routing 
resources for flag generation. Each block can be used in a variety of depths and widths as shown in Table 2-5. 
Memory with ranges from x1 to x18 in all modes: single port, pseudo-dual port and FIFO also providing x36.

DLL PLL
CLKOP

CLKOS
CLKOSCLKI

SMI Bus

PLL DLL CLKOSCLKOPCLKI

SMI Bus

PLL DLL CLKOSCLKOSCLKI

SMI Bus
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Table 2-5. sysMEM Block Configurations

Bus Size Matching
All of the multi-port memory modes support different widths on each of the ports. The RAM bits are mapped LSB 
word 0 to MSB word 0, LSB word 1 to MSB word 1 and so on. Although the word size and number of words for 
each port varies, this mapping scheme applies to each port.

RAM Initialization and ROM Operation
If desired, the contents of the RAM can be pre-loaded during device configuration. By preloading the RAM block 
during the chip configuration cycle and disabling the write controls, the sysMEM block can also be utilized as a 
ROM. 

Single, Dual and Pseudo-Dual Port Modes
In all the sysMEM RAM modes the input data and address for the ports are registered at the input of the memory 
array. The output data of the memory is optionally registered at the output. A clock is required even in asynchro-
nous read mode.

The EBR memory supports two forms of write behavior for dual port operation:

1. Normal — data on the output appears only during a read cycle. During a write cycle, the data (at the current 
address) does not appear on the output.

2. Write Through — a copy of the input data appears at the output of the same port. 

FIFO Configuration
The FIFO has a write port with Data-in, WCE, WE and WCLK signals. There is a separate read port with Data-out, 
RCE, RE and RCLK signals. The FIFO internally generates Almost Full, Full, Almost Empty, and Empty Flags. The 
Full and Almost Full flags are registered with WCLK. The Empty and Almost Empty flags are registered with RCLK. 

Memory Mode Configurations

Single Port

16,384 x 1
 8,192 x 2
 4,096 x 4
 2,048 x 9

 1,024 x 18
 512 x 36

True Dual Port

16,384 x 1
 8,192 x 2
 4,096 x 4
 2,048 x 9

 1,024 x 18

Pseudo Dual Port

16,384 x 1
 8,192 x 2
 4,096 x 4
 2,048 x 9

 1,024 x 18
512 x 36

FIFO

16,384 x 1
 8,192 x 2
 4,096 x 4
 2,048 x 9

 1,024 x 18
512 x 36
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Tristate Register Block
The tristate register block provides the ability to register tri-state control signals from the core of the device before 
they are passed to the PURESPEED I/O buffers. The block contains a register for SDR operation and a group of 
three registers for DDR and shift register operation. The output signal tri-state control signal (TO) can be derived 
directly from one of the inputs (bypass mode), the SDR shift register, the DDR registers or the data associated with 
the buffer (for open drain emulation). Figure 2-24 shows the diagram of the Tristate Register Block.

Tristate SDR Register/Latch Block
The SDR register operates on the positive edge of the high-speed clock. In it has a variety of programmable 
options for set/reset including, set or reset, asynchronous or synchronous Local Set Reset LSR and Global Set 
Reset GSR enable or disable. The register LSR input is driven from LSRO, which is generated from the PIO control 
MUX. The GSR input is driven from the GSR output of the PIO control MUX, which allows the global set-reset to be 
disabled on a PIO basis.

Tristate DDR/Shift Register Block
The DDR/Shift block is shared with the output block allowing DDR support using the high-speed clock and the 
associated transfer from the low-speed clock domain. It functions as a gearbox allowing low–speed parallel data 
from the FPGA fabric to provide a high-speed tri-state control stream.

There is a special mode for DDR-II memory interfaces where the termination is controlled by the output tristate sig-
nal. During WRITE cycle when the FPGA is driving the lines, the parallel terminations are turned off. During READ 
cycle when the FPGA is receiving data, the parallel terminations are turned on.

Figure 2-24. Tristate Register Block1

I/O Architecture Rules
Table 2-6 shows the PIO usage for x1, x2, x4 gearing. The checkmarks in the columns show the specific PIOs that 
are used for each gearing mode. When using x2 or x4 gearing, any PIO which is not used for gearing can still be 
used as an output.

DDR/Shift Register Block2

• DDR
• DDR + half clock

HCLKOUT
LCLKOUT

From
Routing TO

(To PURESPEED
I/O Buffer)

From
Control

MUX

From Output

OPOS1

VCC

GND

TD

ONEG1

Notes:
1. CE, Update, Set and Reset not shown for clarity.
2. DDR/Shift Register Block shared with output register block. 
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Table 2-6. Input/Output/Tristate Gearing Resource Rules

Control Logic Block
The control logic block allows the modification of control signals selected by the routing before they are used in the 
PIO. It can optionally invert all signals passing through it except the Global Set/Reset. Global Set/Reset can be 
enabled or disabled. It can route either the edge clock or the clock to the high-speed clock nets. The clock provided 
to the PIO by routing is used as the slow-speed clocks. In addition this block contains delays that can be inserted in 
the clock nets to enable Lattice’s unique cycle boosting capability.

Update Block
The update block is used to generate the POS update and NEG update signals used by the DDR/Shift register 
blocks within the PIO. Note the update block is only required in shift modes. This is required in order to do the high 
speed to low speed handoff. One of these update signals is also selected and output from the PIC as the signal 
UPDATE. It consists of a shift chain that operates off either the high-speed input or output clock. The values of each 
register in the chain are set or reset depending on the desired mode of operation. The set/reset signal is generated 
from either the edge reset ELSR or the local reset LSR. These signals are optionally inverted by the Control Logic 
Block and provided to the update block as ELSRUP and LSRUP. The Lattice design tools automatically configure 
and connect the update block when one of the DDR or shift register primitives is used.

Figure 2-25. Update Block

PURESPEED I/O Buffer
Each I/O is associated with a flexible buffer referred to as PURESPEED I/O buffer. These buffers are arranged 
around the periphery of the device in seven groups referred to as Banks. The PURESPEED I/O buffers allow users 
to implement the wide variety of standards that are found in today’s systems including LVCMOS, SSTL, HSTL, 
LVDS and LVPECL. The availability of programmable on-chip termination for both input and output use, further 
enhances the utility of these buffers. 

PIO

Input/Output Logic Tri-State/Bidi

x1 x2 x4 x1 x2/x4

A ? ? ? ? N/A

B ? No I/O Logic No I/O Logic ? N/A

C ? ? No I/O Logic ? N/A

D ? No I/O Logic No I/O Logic ? N/A

Note: Pin can still be used without I/O logic.

POS Update

NEG Update

HCLKUP

ESLRUP

LSRUP

LCLKUP

UPDATE

÷1/2/4
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Figure 3-8. Read Mode with Input and Output Registers

Figure 3-9. Write Through (SP Read/Write On Port A, Input Registers Only)

Note: Input data and address are registered at the positive edge of the clock and output data appears after the positive of the clock.
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LFSC/M15 Logic Signal Connections: 256 fpBGA1,2 

Ball Number

LFSC/M15

Ball Function VCCIO Bank Dual Function

E4 A_VDDAX25_L -  

B1 A_REFCLKP_L -  

C1 A_REFCLKN_L -  

D2 RESP_ULC -  

F5 RESETN 1  

D1 DONE 1  

E1 INITN 1  

E2 M0 1  

E3 M1 1  

E5 M2 1  

E6 M3 1  

F2 PL15A 7 ULC_PLLT_IN_A/ULC_PLLT_FB_B

F1 PL15B 7 ULC_PLLC_IN_A/ULC_PLLC_FB_B

F3 PL17A 7 ULC_DLLT_IN_C/ULC_DLLT_FB_D

G1 PL17B 7 ULC_DLLC_IN_C/ULC_DLLC_FB_D

G4 PL18D 7 VREF2_7

H3 PL22A 7  

H2 PL22B 7  

H5 PL22C 7 VREF1_7

G5 PL22D 7 DIFFR_7

H1 PL23A 7 PCLKT7_1

J1 PL23B 7 PCLKC7_1

J2 PL24A 7 PCLKT7_0

J3 PL24B 7 PCLKC7_0

H4 PL24C 7 PCLKT7_2

H6 PL24D 7 PCLKC7_2

J4 PL26A 6 PCLKT6_0

K5 PL26B 6 PCLKC6_0

J5 PL26C 6 PCLKT6_1

J6 PL26D 6 PCLKC6_1

K1 PL28A 6  

L1 PL28B 6  

L4 PL28C 6 PCLKT6_2

K4 PL28D 6 PCLKC6_2

L2 PL31C 6 VREF1_6

L3 PL35A 6  

M3 PL35B 6  

M2 PL35D 6 DIFFR_6

M1 PL37A 6  

N1 PL37B 6  

P2 PL41D 6 VREF2_6

M5 PL43A 6  
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F14 PR17A 2 URC_DLLT_IN_C/URC_DLLT_FB_D

E15 PR15B 2 URC_PLLC_IN_A/URC_PLLC_FB_B

E14 PR15A 2 URC_PLLT_IN_A/URC_PLLT_FB_B

D9 VCCJ -  

C16 TDO - TDO

B15 TMS -  

B16 TCK -  

E13 TDI -  

C14 PROGRAMN 1  

C15 CCLK 1  

A15 PT43D 1 HDC/SI

A14 PT43C 1 LDCN/SCS

B14 PT41A 1 CS1

E12 PT39B 1 CS0N

D13 PT39A 1 RDN

D12 PT37D 1 WRN

E10 PT37C 1 D7

C11 PT37B 1 D6

D10 PT37A 1 D5

A13 PT36D 1 D4

B12 PT36C 1 D3

A12 PT35B 1 D2

C12 PT35A 1 D1

A11 PT33B 1 D0

B11 PT33A 1 QOUT/CEON

E9 PT32D 1 VREF2_1

E8 PT32B 1 DOUT

D8 PT28C 1 BUSYN/RCLK/SCK

A10 PT27B 1 PCLKC1_0

C10 PT27A 1 PCLKT1_0

E7 PT21C 1 VREF1_1

C9 A_VDDIB3_L -  

A9 A_HDINP3_L - PCS 360 CH 3 IN P

B9 A_HDINN3_L - PCS 360 CH 3 IN N

A8 A_HDOUTP3_L - PCS 360 CH 3 OUT P

B8 A_HDOUTN3_L - PCS 360 CH 3 OUT N

C8 A_VDDOB3_L -  

B7 A_HDOUTN2_L - PCS 360 CH 2 OUT N

C7 A_VDDOB2_L -  

A7 A_HDOUTP2_L - PCS 360 CH 2 OUT P

B6 A_HDINN2_L - PCS 360 CH 2 IN N

A6 A_HDINP2_L - PCS 360 CH 2 IN P

C6 A_VDDIB2_L -  

LFSC/M15 Logic Signal Connections: 256 fpBGA1,2 (Cont.)

Ball Number

LFSC/M15

Ball Function VCCIO Bank Dual Function
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A29 RESP_URC -  RESP_URC -  

D26 VCC12 -  VCC12 -  

C30 A_REFCLKN_R -  A_REFCLKN_R -  

B30 A_REFCLKP_R -  A_REFCLKP_R -  

F24 A_VDDAX25_R -  A_VDDAX25_R -  

D25 VCC12 -  VCC12 -  

C28 A_VDDIB0_R -  A_VDDIB0_R -  

B28 A_HDINP0_R - PCS 3E0 CH 0 IN P A_HDINP0_R - PCS 3E0 CH 0 IN P

B27 A_HDINN0_R - PCS 3E0 CH 0 IN N A_HDINN0_R - PCS 3E0 CH 0 IN N

E25 VCC12 -  VCC12 -  

A28 A_HDOUTP0_R - PCS 3E0 CH 0 OUT P A_HDOUTP0_R - PCS 3E0 CH 0 OUT P

C27 A_VDDOB0_R -  A_VDDOB0_R -  

A27 A_HDOUTN0_R - PCS 3E0 CH 0 OUT N A_HDOUTN0_R - PCS 3E0 CH 0 OUT N

C26 A_VDDOB1_R -  A_VDDOB1_R -  

A26 A_HDOUTN1_R - PCS 3E0 CH 1 OUT N A_HDOUTN1_R - PCS 3E0 CH 1 OUT N

D24 VCC12 -  VCC12 -  

A25 A_HDOUTP1_R - PCS 3E0 CH 1 OUT P A_HDOUTP1_R - PCS 3E0 CH 1 OUT P

B26 A_HDINN1_R - PCS 3E0 CH 1 IN N A_HDINN1_R - PCS 3E0 CH 1 IN N

B25 A_HDINP1_R - PCS 3E0 CH 1 IN P A_HDINP1_R - PCS 3E0 CH 1 IN P

E24 VCC12 -  VCC12 -  

C25 A_VDDIB1_R -  A_VDDIB1_R -  

D23 VCC12 -  VCC12 -  

C24 A_VDDIB2_R -  A_VDDIB2_R -  

B24 A_HDINP2_R - PCS 3E0 CH 2 IN P A_HDINP2_R - PCS 3E0 CH 2 IN P

B23 A_HDINN2_R - PCS 3E0 CH 2 IN N A_HDINN2_R - PCS 3E0 CH 2 IN N

E23 VCC12 -  VCC12 -  

A24 A_HDOUTP2_R - PCS 3E0 CH 2 OUT P A_HDOUTP2_R - PCS 3E0 CH 2 OUT P

C23 A_VDDOB2_R -  A_VDDOB2_R -  

A23 A_HDOUTN2_R - PCS 3E0 CH 2 OUT N A_HDOUTN2_R - PCS 3E0 CH 2 OUT N

C22 A_VDDOB3_R -  A_VDDOB3_R -  

A22 A_HDOUTN3_R - PCS 3E0 CH 3 OUT N A_HDOUTN3_R - PCS 3E0 CH 3 OUT N

D22 VCC12 -  VCC12 -  

A21 A_HDOUTP3_R - PCS 3E0 CH 3 OUT P A_HDOUTP3_R - PCS 3E0 CH 3 OUT P

B22 A_HDINN3_R - PCS 3E0 CH 3 IN N A_HDINN3_R - PCS 3E0 CH 3 IN N

B21 A_HDINP3_R - PCS 3E0 CH 3 IN P A_HDINP3_R - PCS 3E0 CH 3 IN P

E22 VCC12 -  VCC12 -  

C21 A_VDDIB3_R -  A_VDDIB3_R -  

G22 PT43D 1 HDC/SI PT49D 1 HDC/SI

F22 PT43C 1 LDCN/SCS PT49C 1 LDCN/SCS

B20 PT41B 1 D8/MPI_DATA8 PT49B 1 D8/MPI_DATA8

B19 PT41A 1 CS1/MPI_CS1 PT49A 1 CS1/MPI_CS1

A20 PT40D 1 D9/MPI_DATA9 PT47D 1 D9/MPI_DATA9

A19 PT40C 1 D10/MPI_DATA10 PT47C 1 D10/MPI_DATA10

D19 PT39B 1 CS0N/MPI_CS0N PT47B 1 CS0N/MPI_CS0N

D18 PT39A 1 RDN/MPI_STRB_N PT47A 1 RDN/MPI_STRB_N

LFSC/M15, LFSC/M25 Logic Signal Connections: 900 fpBGA1, 2 (Cont.)

Ball 
Number

LFSC/M15 LFSC/M25

Ball Function
VCCIO 
Bank Dual Function Ball Function

VCCIO
Bank Dual Function
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P32 PL30A 6  PL39A 6  

P31 PL30B 6  PL39B 6  

R28 PL30C 6 PCLKT6_3 PL39C 6 PCLKT6_3

T28 PL30D 6 PCLKC6_3 PL39D 6 PCLKC6_3

R30 PL31A 6  PL40A 6  

R29 PL31B 6  PL40B 6  

T25 PL31C 6 PCLKT6_2 PL40C 6 PCLKT6_2

T26 PL31D 6 PCLKC6_2 PL40D 6 PCLKC6_2

R31 PL34A 6  PL43A 6  

R32 PL34B 6  PL43B 6  

U23 PL34C 6 VREF1_6 PL43C 6 VREF1_6

U24 PL34D 6  PL43D 6  

T31 PL35A 6  PL44A 6  

T32 PL35B 6  PL44B 6  

T27 PL35C 6  PL44C 6  

U28 PL35D 6  PL44D 6  

U32 PL36A 6  PL45A 6  

U31 PL36B 6  PL45B 6  

U26 PL36C 6  PL45C 6  

U25 PL36D 6  PL45D 6  

V32 PL38A 6  PL47A 6  

V31 PL38B 6  PL47B 6  

V24 PL38C 6  PL47C 6  

V23 PL38D 6  PL47D 6  

V29 PL39A 6  PL48A 6  

V30 PL39B 6  PL48B 6  

U27 PL39C 6  PL48C 6  

V28 PL39D 6  PL48D 6  

W30 PL40A 6  PL49A 6  

W29 PL40B 6  PL49B 6  

V25 PL40C 6  PL49C 6  

W26 PL40D 6  PL49D 6  

W31 PL42A 6  PL51A 6  

Y31 PL42B 6  PL51B 6  

W27 PL42C 6  PL51C 6  

Y27 PL42D 6 DIFFR_6 PL51D 6 DIFFR_6

W28 PL43A 6  PL52A 6  

Y28 PL43B 6  PL52B 6  

Y26 PL43C 6  PL52C 6  

W25 PL43D 6  PL52D 6  

W32 PL44A 6  PL53A 6  

Y32 PL44B 6  PL53B 6  

AB28 PL44C 6  PL53C 6  

AA28 PL44D 6  PL53D 6  

AB32 PL47A 6  PL60A 6  

AA32 PL47B 6  PL60B 6  

AB27 PL47C 6  PL60C 6  

AC27 PL47D 6  PL60D 6  

AD31 PL48A 6  PL61A 6  

AC31 PL48B 6  PL61B 6  

LFSC/M25, LFSC/M40 Logic Signal Connections: 1020 fcBGA1, 2 (Cont.)

Ball
Number

LFSC/M25 LFSC/M40

Ball Function VCCIO Bank Dual Function Ball Function VCCIO Bank Dual Function
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AF21 PB26D 5  PB29D 5  

AN23 PB27A 5  PB45A 5  

AN22 PB27B 5  PB45B 5  

AP23 PB29A 5  PB55A 5  

AP22 PB29B 5  PB55B 5  

AG21 PB29C 5  PB55C 5  

AG20 PB29D 5  PB55D 5  

AP25 PB30A 5 PCLKT5_3 PB48A 5 PCLKT5_3

AP24 PB30B 5 PCLKC5_3 PB48B 5 PCLKC5_3

AD21 PB30C 5 PCLKT5_4 PB48C 5 PCLKT5_4

AD20 PB30D 5 PCLKC5_4 PB48D 5 PCLKC5_4

AL23 PB31A 5 PCLKT5_5 PB49A 5 PCLKT5_5

AL22 PB31B 5 PCLKC5_5 PB49B 5 PCLKC5_5

AH24 PB31C 5  PB49C 5  

AH23 PB31D 5  PB49D 5  

AM23 PB33A 5 PCLKT5_0 PB51A 5 PCLKT5_0

AM22 PB33B 5 PCLKC5_0 PB51B 5 PCLKC5_0

AJ24 PB33C 5  PB51C 5  

AJ23 PB33D 5 VREF2_5 PB51D 5 VREF2_5

AN21 PB34A 5 PCLKT5_1 PB52A 5 PCLKT5_1

AN20 PB34B 5 PCLKC5_1 PB52B 5 PCLKC5_1

AE19 PB34C 5 PCLKT5_6 PB52C 5 PCLKT5_6

AD19 PB34D 5 PCLKC5_6 PB52D 5 PCLKC5_6

AK21 PB35A 5 PCLKT5_2 PB53A 5 PCLKT5_2

AK20 PB35B 5 PCLKC5_2 PB53B 5 PCLKC5_2

AK23 PB35C 5 PCLKT5_7 PB53C 5 PCLKT5_7

AK22 PB35D 5 PCLKC5_7 PB53D 5 PCLKC5_7

AL20 PB37A 5  PB56A 5  

AL19 PB37B 5  PB56B 5  

AG19 PB37C 5  PB56C 5  

AF19 PB37D 5  PB56D 5  

AP21 PB38A 5  PB57A 5  

AP20 PB38B 5  PB57B 5  

AH21 PB38C 5  PB57C 5  

AH20 PB38D 5  PB57D 5  

AM20 PB39A 5  PB59A 5  

AM19 PB39B 5  PB59B 5  

AJ21 PB39C 5  PB59C 5  

AJ20 PB39D 5  PB59D 5  

AK19 PB41A 5  PB60A 5  

AK18 PB41B 5  PB60B 5  

AE18 PB41C 5  PB60C 5  

AD18 PB41D 5  PB60D 5  

AN19 PB42A 5  PB61A 5  

AN18 PB42B 5  PB61B 5  

LFSC/M40, LFSC/M80 Logic Signal Connections: 1152 fcBGA1, 2 (Cont.)

Ball 
Number

LFSC/M40 LFSC/M80

Ball 
Function

VCCIO 
Bank Dual Function

Ball 
Function

VCCIO 
Bank Dual Function
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AN33 PB3B 5 LLC_PLLC_IN_A/LLC_PLLC_FB_B

AH29 PB3C 5 LLC_DLLT_IN_C/LLC_DLLT_FB_D

AJ29 PB3D 5 LLC_DLLC_IN_C/LLC_DLLC_FB_D

AM32 PB4A 5 LLC_DLLT_IN_D/LLC_DLLT_FB_C

AM31 PB4B 5 LLC_DLLC_IN_D/LLC_DLLC_FB_C

AG27 PB4C 5  

AG26 PB4D 5  

AL29 PB5A 5  

AL28 PB5B 5  

AH27 PB5C 5  

AH26 PB5D 5 VREF1_5

AN32 PB7A 5  

AP32 PB7B 5  

AF25 PB7C 5  

AE25 PB7D 5  

AN31 PB11A 5  

AN30 PB11B 5  

AK29 PB11C 5  

AK28 PB11D 5  

AP31 PB12A 5  

AP30 PB12B 5  

AD24 PB12C 5  

AE24 PB12D 5  

AM29 PB15A 5  

AM28 PB15B 5  

AJ27 PB15C 5  

AJ26 PB15D 5  

AP29 PB16A 5  

AP28 PB16B 5  

AK27 PB16C 5  

AK26 PB16D 5  

AN29 PB19A 5  

AN28 PB19B 5  

AG25 PB19C 5  

AG24 PB19D 5  

AL26 PB20A 5  

AL25 PB20B 5  

AG23 PB20C 5  

AG22 PB20D 5  

AN27 PB23A 5  

AN26 PB23B 5  

AF24 PB23C 5  

AF23 PB23D 5  

LFSC/M115 Logic Signal Connections: 1152 fcBGA1, 2

Ball Number

LFSC/M115

Ball Function VCCIO Bank Dual Function
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AP20 PB61B 5  

AH21 PB61C 5  

AH20 PB61D 5  

AM20 PB63A 5  

AM19 PB63B 5  

AJ21 PB63C 5  

AJ20 PB63D 5  

AK19 PB66A 5  

AK18 PB66B 5  

AE18 PB66C 5  

AD18 PB66D 5  

AN19 PB69A 5  

AN18 PB69B 5  

AG18 PB69C 5  

AF18 PB69D 5  

AP19 PB71A 5  

AP18 PB71B 5  

AJ18 PB71C 5  

AH18 PB71D 5  

AP17 PB73A 4  

AP16 PB73B 4  

AJ17 PB73C 4  

AH17 PB73D 4  

AN17 PB75A 4  

AN16 PB75B 4  

AE17 PB75C 4  

AD17 PB75D 4  

AK17 PB78A 4  

AK16 PB78B 4  

AG17 PB78C 4  

AF17 PB78D 4  

AM16 PB81A 4  

AM15 PB81B 4  

AJ15 PB81C 4  

AJ14 PB81D 4  

AL16 PB83A 4  

AL15 PB83B 4  

AG16 PB83C 4  

AF16 PB83D 4  

AP15 PB86A 4  

AP14 PB86B 4  

AH15 PB86C 4  

AH14 PB86D 4  

LFSC/M115 Logic Signal Connections: 1152 fcBGA1, 2

Ball Number

LFSC/M115

Ball Function VCCIO Bank Dual Function
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F6 A_VDDOB0_R -  

B4 A_HDOUTN0_R - PCS 3E0 CH 0 OUT N

F7 A_VDDOB1_R -  

B5 A_HDOUTN1_R - PCS 3E0 CH 1 OUT N

E6 VCC12 -  

A5 A_HDOUTP1_R - PCS 3E0 CH 1 OUT P

B6 A_HDINN1_R - PCS 3E0 CH 1 IN N

A6 A_HDINP1_R - PCS 3E0 CH 1 IN P

C6 VCC12 -  

D4 A_VDDIB1_R -  

C7 VCC12 -  

D5 A_VDDIB2_R -  

A7 A_HDINP2_R - PCS 3E0 CH 2 IN P

B7 A_HDINN2_R - PCS 3E0 CH 2 IN N

E7 VCC12 -  

A8 A_HDOUTP2_R - PCS 3E0 CH 2 OUT P

F8 A_VDDOB2_R -  

B8 A_HDOUTN2_R - PCS 3E0 CH 2 OUT N

F9 A_VDDOB3_R -  

B9 A_HDOUTN3_R - PCS 3E0 CH 3 OUT N

E8 VCC12 -  

A9 A_HDOUTP3_R - PCS 3E0 CH 3 OUT P

B10 A_HDINN3_R - PCS 3E0 CH 3 IN N

A10 A_HDINP3_R - PCS 3E0 CH 3 IN P

C10 VCC12 -  

D6 A_VDDIB3_R -  

G10 VCC12 -  

D7 B_VDDIB0_R -  

E10 B_HDINP0_R - PCS 3E1 CH 0 IN P

F10 B_HDINN0_R - PCS 3E1 CH 0 IN N

K10 VCC12 -  

A11 B_HDOUTP0_R - PCS 3E1 CH 0 OUT P

D10 B_VDDOB0_R -  

B11 B_HDOUTN0_R - PCS 3E1 CH 0 OUT N

D11 B_VDDOB1_R -  

B12 B_HDOUTN1_R - PCS 3E1 CH 1 OUT N

L10 VCC12 -  

A12 B_HDOUTP1_R - PCS 3E1 CH 1 OUT P

F11 B_HDINN1_R - PCS 3E1 CH 1 IN N

E11 B_HDINP1_R - PCS 3E1 CH 1 IN P

G11 VCC12 -  

D8 B_VDDIB1_R -  

G12 VCC12 -  

LFSC/M115 Logic Signal Connections: 1152 fcBGA1, 2

Ball Number

LFSC/M115

Ball Function VCCIO Bank Dual Function
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K26 GND -  

K28 GND -  

K6 GND -  

K9 GND -  

L12 GND -  

L32 GND -  

L4 GND -  

M10 GND -  

M17 GND -  

M24 GND -  

N29 GND -  

N7 GND -  

P15 GND -  

P20 GND -  

P3 GND -  

P31 GND -  

R10 GND -  

R14 GND -  

R16 GND -  

R19 GND -  

R21 GND -  

R26 GND -  

T15 GND -  

T17 GND -  

T18 GND -  

T20 GND -  

T28 GND -  

T6 GND -  

U16 GND -  

U19 GND -  

U23 GND -  

U32 GND -  

U4 GND -  

V12 GND -  

V16 GND -  

V19 GND -  

V3 GND -  

V31 GND -  

W15 GND -  

W17 GND -  

W18 GND -  

W20 GND -  

W29 GND -  

LFSC/M115 Logic Signal Connections: 1152 fcBGA1, 2

Ball Number

LFSC/M115

Ball Function VCCIO Bank Dual Function



4-128

Pinout Information
Lattice Semiconductor LatticeSC/M Family Data Sheet

J1 PR25B 2  PR38B 2  

K1 PR25A 2  PR38A 2  

V12 PR24D 2  PR34D 2  

U12 PR24C 2  PR34C 2  

K2 PR24B 2  PR34B 2  

J2 PR24A 2  PR34A 2  

R10 PR22D 2  PR30D 2  

T10 PR22C 2  PR30C 2  

L5 PR22B 2  PR30B 2  

K5 PR22A 2  PR30A 2  

P9 PR21D 2  PR26D 2  

N9 PR21C 2  PR26C 2  

L6 PR21B 2  PR26B 2  

K6 PR21A 2  PR26A 2  

M8 PR20D 2  PR19D 2  

M9 PR20C 2  PR19C 2  

H1 PR20B 2  PR19B 2  

G1 PR20A 2  PR19A 2  

U14 PR18D 2 VREF2_2 PR18D 2 VREF2_2

T14 PR18C 2  PR18C 2  

H2 PR18B 2 URC_DLLC_IN_D/URC_DLLC_FB_C PR18B 2 URC_DLLC_IN_D/URC_DLLC_FB_C

G2 PR18A 2 URC_DLLT_IN_D/URC_DLLT_FB_C PR18A 2 URC_DLLT_IN_D/URC_DLLT_FB_C

P10 PR17D 2 URC_PLLC_IN_B/URC_PLLC_FB_A PR17D 2 URC_PLLC_IN_B/URC_PLLC_FB_A

N10 PR17C 2 URC_PLLT_IN_B/URC_PLLT_FB_A PR17C 2 URC_PLLT_IN_B/URC_PLLT_FB_A

H3 PR17B 2 URC_DLLC_IN_C/URC_DLLC_FB_D PR17B 2 URC_DLLC_IN_C/URC_DLLC_FB_D

G3 PR17A 2 URC_DLLT_IN_C/URC_DLLT_FB_D PR17A 2 URC_DLLT_IN_C/URC_DLLT_FB_D

R11 PR16D 2  PR15D 2  

P11 PR16C 2  PR15C 2  

J5 PR16B 2 URC_PLLC_IN_A/URC_PLLC_FB_B PR15B 2 URC_PLLC_IN_A/URC_PLLC_FB_B

J6 PR16A 2 URC_PLLT_IN_A/URC_PLLT_FB_B PR15A 2 URC_PLLT_IN_A/URC_PLLT_FB_B

P18 VCCJ -  VCCJ -  

P19 TDO - TDO TDO - TDO

R21 TMS -  TMS -  

P20 TCK -  TCK -  

P12 TDI -  TDI -  

P17 PROGRAMN 1  PROGRAMN 1  

P21 MPIIRQN 1 CFGIRQN/MPI_IRQ_N MPIIRQN 1 CFGIRQN/MPI_IRQ_N

P13 CCLK 1  CCLK 1  

H10 RESP_URC -  RESP_URC -  

N13 VCC12 -  VCC12 -  

H9 A_REFCLKN_R -  A_REFCLKN_R -  

G9 A_REFCLKP_R -  A_REFCLKP_R -  

F2 VCC12 -  VCC12 -  

H4 A_VDDIB0_R -  A_VDDIB0_R -  

C1 A_HDINP0_R - PCS 3E0 CH 0 IN P A_HDINP0_R - PCS 3E0 CH 0 IN P

LFSC/M80, LFSC/M115 Logic Signal Connections: 1704 fcBGA1, 2 (Cont.)

Ball 
Number

LFSC/M80 LFSC/M115

Ball 
Function

VCCIO
Bank

Dual 
Function

Ball 
Function

VCCIO 
Bank

Dual 
Function
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D1 A_HDINN0_R - PCS 3E0 CH 0 IN N A_HDINN0_R - PCS 3E0 CH 0 IN N

F1 VCC12 -  VCC12 -  

A3 A_HDOUTP0_R - PCS 3E0 CH 0 OUT P A_HDOUTP0_R - PCS 3E0 CH 0 OUT P

E1 A_VDDOB0_R -  A_VDDOB0_R -  

B3 A_HDOUTN0_R - PCS 3E0 CH 0 OUT N A_HDOUTN0_R - PCS 3E0 CH 0 OUT N

C2 A_VDDOB1_R -  A_VDDOB1_R -  

A4 A_HDOUTN1_R - PCS 3E0 CH 1 OUT N A_HDOUTN1_R - PCS 3E0 CH 1 OUT N

B2 VCC12 -  VCC12 -  

B4 A_HDOUTP1_R - PCS 3E0 CH 1 OUT P A_HDOUTP1_R - PCS 3E0 CH 1 OUT P

E3 A_HDINN1_R - PCS 3E0 CH 1 IN N A_HDINN1_R - PCS 3E0 CH 1 IN N

D3 A_HDINP1_R - PCS 3E0 CH 1 IN P A_HDINP1_R - PCS 3E0 CH 1 IN P

M10 VCC12 -  VCC12 -  

E2 A_VDDIB1_R -  A_VDDIB1_R -  

J11 VCC12 -  VCC12 -  

M11 A_VDDIB2_R -  A_VDDIB2_R -  

D4 A_HDINP2_R - PCS 3E0 CH 2 IN P A_HDINP2_R - PCS 3E0 CH 2 IN P

E4 A_HDINN2_R - PCS 3E0 CH 2 IN N A_HDINN2_R - PCS 3E0 CH 2 IN N

K9 VCC12 -  VCC12 -  

A5 A_HDOUTP2_R - PCS 3E0 CH 2 OUT P A_HDOUTP2_R - PCS 3E0 CH 2 OUT P

D2 A_VDDOB2_R -  A_VDDOB2_R -  

B5 A_HDOUTN2_R - PCS 3E0 CH 2 OUT N A_HDOUTN2_R - PCS 3E0 CH 2 OUT N

L10 A_VDDOB3_R -  A_VDDOB3_R -  

B6 A_HDOUTN3_R - PCS 3E0 CH 3 OUT N A_HDOUTN3_R - PCS 3E0 CH 3 OUT N

G6 VCC12 -  VCC12 -  

A6 A_HDOUTP3_R - PCS 3E0 CH 3 OUT P A_HDOUTP3_R - PCS 3E0 CH 3 OUT P

E5 A_HDINN3_R - PCS 3E0 CH 3 IN N A_HDINN3_R - PCS 3E0 CH 3 IN N

D5 A_HDINP3_R - PCS 3E0 CH 3 IN P A_HDINP3_R - PCS 3E0 CH 3 IN P

K12 VCC12 -  VCC12 -  

L13 A_VDDIB3_R -  A_VDDIB3_R -  

N14 VCC12 -  VCC12 -  

F9 B_VDDIB0_R -  B_VDDIB0_R -  

D6 B_HDINP0_R - PCS 3E1 CH 0 IN P B_HDINP0_R - PCS 3E1 CH 0 IN P

E6 B_HDINN0_R - PCS 3E1 CH 0 IN N B_HDINN0_R - PCS 3E1 CH 0 IN N

J8 VCC12 -  VCC12 -  

B7 B_HDOUTP0_R - PCS 3E1 CH 0 OUT P B_HDOUTP0_R - PCS 3E1 CH 0 OUT P

G4 B_VDDOB0_R -  B_VDDOB0_R -  

A7 B_HDOUTN0_R - PCS 3E1 CH 0 OUT N B_HDOUTN0_R - PCS 3E1 CH 0 OUT N

K8 B_VDDOB1_R -  B_VDDOB1_R -  

A8 B_HDOUTN1_R - PCS 3E1 CH 1 OUT N B_HDOUTN1_R - PCS 3E1 CH 1 OUT N

L9 VCC12 -  VCC12 -  

B8 B_HDOUTP1_R - PCS 3E1 CH 1 OUT P B_HDOUTP1_R - PCS 3E1 CH 1 OUT P

E7 B_HDINN1_R - PCS 3E1 CH 1 IN N B_HDINN1_R - PCS 3E1 CH 1 IN N

D7 B_HDINP1_R - PCS 3E1 CH 1 IN P B_HDINP1_R - PCS 3E1 CH 1 IN P

F10 VCC12 -  VCC12 -  

K13 B_VDDIB1_R -  B_VDDIB1_R -  

LFSC/M80, LFSC/M115 Logic Signal Connections: 1704 fcBGA1, 2 (Cont.)

Ball 
Number

LFSC/M80 LFSC/M115

Ball 
Function

VCCIO
Bank

Dual 
Function

Ball 
Function

VCCIO 
Bank

Dual 
Function
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For Further Information
For further information about the flexiPCS, see the LatticeSC/M Family flexiPCS Data Sheet. 

A variety of technical notes for the LatticeSC/M family are also available on the Lattice Semiconductor website at 
www.latticesemi.com.

• LatticeSC PURESPEED I/O Usage Guide (TN1088)

• LatticeSC PURESPEED I/O Adaptive Input Logic User’s Guide (TN1158)

• LatticeSC sysCLOCK PLL/DLL User’s Guide (TN1098)

• On-Chip Memory Usage Guide for LatticeSC Devices (TN1094)

• LatticeSC/M DDR/DDR2 SDRAM Memory Interface User’s Guide (TN1099)

• LatticeSC QDRII/II+ SRAM Memory Interface User’s Guide (TN1096)

• LatticeSC sysCONFIG Usage Guide (TN1080)

• LatticeSC MPI/System Bus (TN1085)

• SPI Serial Flash Programming Using ispJTAG in LatticeSC Devices (TN1100)

• Power Estimation and Management for LatticeSC Devices (TN1101)

• LatticeSC SERDES Jitter (TN1084)

• LatticeSC FPGAs: Implementing 3.3V Interfaces in 2.5V VCCIO Banks (TN1110)

• Lattice PCI Express Basic Demo User’s Guide (UG08) 

• LatticeSC flexiPCS/SERDES Design Guide (TN1145)

• Temperature Sensing Diode in LatticeSC Devices (TN1115)

• SPI4.2 Interoperability Between ORSPI4 and LatticeSC Devices (TN1116)

For further information on Interface standards refer to the following websites:

• JEDEC Standards (LVTTL, LVCMOS, SSTL, HSTL): www.jedec.org

• Optical Interface (SPI-4.2, XSBI, CSIX and XGMII): www.oiforum.com

• RAPIDIO: www.rapidio.org

• PCI/PCIX: ww.pcisig.com

LatticeSC/M Family Data Sheet
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www.latticesemi.com/dynamic/view_document.cfm?document_id=http://www.latticesemi.com/
www.latticesemi.com/dynamic/view_document.cfm?document_id=19019
www.latticesemi.com/dynamic/view_document.cfm?document_id=19022


December 2011 Data Sheet DS1004

© 2011 Lattice Semiconductor Corp. All Lattice trademarks, registered trademarks, patents, and disclaimers are as listed at www.latticesemi.com/legal. All other brand 
or product names are trademarks or registered trademarks of their respective holders. The specifications and information herein are subject to change without notice.

www.latticesemi.com 7-1 DS 1004 Revision History

Date Version Section Change Summary

February 2006 01.0 — Initial release.

March 2006 01.1 Introduction SC25 1020 I/O count changed to 476.

Architecture Changed ROM 16X4 to ROM 16X2.

Changed “X2 or X4” to “DIV2 or DIV4”.

Added Global Set/Reset Section.

DC and Switching 
Characteristics

Added notes 5 and 6 to Recommended Operating Conditions table.

Added Power Supply Ramp Rates table.

Removed -5 and -6 speed grades from Typical Building Block Perfor-
mance table.

Added Input Delay Timing table.

Added Synchronous GSR Timing table.

Pinout Information Expanded PROBE_VCC and PROBE_GND description.

Removed A-RXREFCLKP_[L/R] from Signal Description table.

Added RESP_[ULC/URC] to Signal Description table.

Added notes 1 and 2 to Signal Description table.

Changed number of NCs to 28.

Changed number of SERDES (signal + power supply) to 74.

Removed RESP balls from NC list (B2, C2, B29, C29).

Added note to VTT table.

Changed RxRefclk (B2 and C2) to NC.

Added RESP_ULC.

Added RESP_URC.

Changed RxRefclk (B29 and C29) to NC.

June 2006 01.2 Introduction Changed SERDES min bandwidth from 622 Mbps to 600 Mbps.

Changed max SERDES bandwidth from 3.4 Gbps to 3.8 Gbps.

Corrected number of package I/Os for the SC80 and SC115 1704 pin 
packages.

Updated speed performance for typical functions with ispLEVER 6.0 
values.

Architecture Changed “When these pins are not used they should be left uncon-
nected.” with “Unused VTT pins should be connected to GND if the 
internal or external VCMT function is not used in the bank. If the internal 
or external VCMT function for differential input termination is used, the 
VTT pins should be unconnected and allowed to float.”

Added “SERDES Power Supply Sequencing Requirements” section.

Changed total bandwidth per quad from 13.6 Gbps to 15.2 Gbps.

Added the accuracy of the temperature-sensing diode to be typically +/- 
10 °C. Also referred to a temperature-sensing diode application note for 
more information.

DC and Switching 
Characteristics

Changed “CTAP” to “internal or external VCMT”.

Changed VCC12 parameter to include VDDP, VDDTX and VDDRX.

Changed typical values to match ispLEVER 6.0 Power Calculator.

LatticeSC/M Family Data Sheet
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