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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.

Details

Product Status Active

Number of LABs/CLBs -

Number of Logic Elements/Cells -

Total RAM Bits 147456

Number of I/O 97

Number of Gates 1000000

Voltage - Supply 1.14V ~ 1.575V

Mounting Type Surface Mount

Operating Temperature 0°C ~ 85°C (TJ)

Package / Case 144-LBGA

Supplier Device Package 144-FPBGA (13x13)
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Flash*Freeze Technology and Low Power Modes
Flash Families Support the Flash*Freeze Feature
The low power flash FPGAs listed in Table 2-1 support the Flash*Freeze feature and the functions
described in this document.

IGLOO Terminology
In documentation, the terms IGLOO series and IGLOO devices refer to all of the IGLOO devices as listed
in Table 2-1. Where the information applies to only one product line or limited devices, these exclusions
will be explicitly stated. 

ProASIC3 Terminology
In documentation, the terms ProASIC3 series and ProASIC3 devices refer to all of the ProASIC3 devices
as listed in Table 2-1. Where the information applies to only one product line or limited devices, these
exclusions will be explicitly stated.
To further understand the differences between the IGLOO and ProASIC3 devices, refer to the Industry�s
Lowest Power FPGAs Portfolio.

Table 2-1 � Flash-Based FPGAs

Series Family * Description

IGLOO IGLOO Ultra-low power 1.2 V to 1.5 V FPGAs with Flash*Freeze technology

IGLOOe Higher density IGLOO FPGAs with six PLLs and additional I/O standards

IGLOO nano The industry�s lowest-power, smallest-size solution

IGLOO PLUS IGLOO FPGAs with enhanced I/O capabilities

ProASIC3 ProASIC3L ProASIC3 FPGAs supporting 1.2 V to 1.5 V with Flash*Freeze technology

RT ProASIC3 Radiation-tolerant RT3PE600L and RT3PE3000L

Military ProASIC3/EL Military temperature A3PE600L, A3P1000, and A3PE3000L

Note: *The device names link to the appropriate datasheet, including product brief, DC and switching characteristics,
and packaging information.
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ProASIC3L FPGA Fabric User’s Guide
Pro I/Os—IGLOOe, ProASIC3EL, and ProASIC3E 
Table 8-2 shows the voltages and compatible I/O standards for Pro I/Os. I/Os provide programmable 
slew rates, drive strengths, and weak pull-up and pull-down circuits. All I/O standards, except 3.3 V PCI 
and 3.3 V PCI-X, are capable of hot-insertion. 3.3 V PCI and 3.3 V PCI-X can be configured to be 5 V–
tolerant. See the "5 V Input Tolerance" section on page 232 for possible implementations of 5 V 
tolerance. Single-ended input buffers support both the Schmitt trigger and programmable delay options 
on a per–I/O basis.
All I/Os are in a known state during power-up, and any power-up sequence is allowed without current 
impact. Refer to the "I/O Power-Up and Supply Voltage Thresholds for Power-On Reset (Commercial 
and Industrial)" section in the datasheet for more information. During power-up, before reaching 
activation levels, the I/O input and output buffers are disabled while the weak pull-up is enabled. 
Activation levels are described in the datasheet.

Table 8-2 • Supported I/O Standards

A3PE600 AGLE600 A3PE1500
A3PE3000/
A3PE3000L AGLE3000

Single-Ended

LVTTL/LVCMOS 3.3 V, 
LVCMOS 2.5 V / 1.8 V / 1.5 V, 
LVCMOS 2.5/5.0 V, 3.3 V PCI/PCI-X

✓ ✓ ✓ ✓ ✓

LVCMOS 1.2 V – ✓ – – ✓

Differential

LVPECL, LVDS, B-LVDS, M-LVDS ✓ ✓ ✓ ✓ ✓

Voltage-Referenced

GTL+ 2.5 V / 3.3 V, GTL 2.5 V / 3.3 V, 
HSTL Class I and II, SSTL2 Class I and II, 
SSTL3 Class I and II

✓ ✓ ✓ ✓ ✓
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ProASIC3L FPGA Fabric User�s Guide
Figure 18-4 � I/O State as a Function of VCCI and VCC Voltage Levels for IGLOO V5, IGLOO nano V5, 
IGLOO PLUS V5, ProASIC3L, and ProASIC3 Devices Running at VCC = 1.5 V – 0.075 V

Region 1: I/O buffers are OFF

Region 2: I/O buffers are ON.
I/Os are functional (except differential inputs) 
but slower because VCCI / VCC are below 
specification. For the same reason, input 
 buffers do not meet VIH / VIL levels, and 
output buffers do not meet VOH / VOL levels.

Min VCCI datasheet specification
voltage at a selected I/O

standard; i.e., 1.425 V or 1.7 V
or 2.3 V or 3.0 V 

VCC

VCC = 1.425 V

Region 1: I/O Buffers are OFF

Activation trip point:
Va = 0.85 V – 0.25 V

Deactivation trip point:
Vd = 0.75 V – 0.25 V

Activation trip point:
Va = 0.9 V – 0.3 V

Deactivation trip point:
Vd = 0.8 V – 0.3 V

VCC = 1.575 V

Region 5: I/O buffers are ON 
and power supplies are within 
specification.
I/Os meet the entire datasheet 
and timer specifications for 
speed, VIH/VIL , VOH /VOL , etc. 

 but slower because VCCI is
below specifcation. For the 

same reason, input buffers do not 
meet VIH/VIL levels, and output

buffers do not meet VOH/VOL levels.    

Region 4: I/O 
buffers are ON.

I/Os are functional
(except differential inputs) 

Where VT can be from 0.58 V to 0.9 V (typically 0.75 V)
VCC = VCCI + VT 

VCCI

Region 3: I/O buffers are ON.
I/Os are functional; I/O DC 
specifications are met, 
but I/Os are slower because 
the VCC is below specification
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A � Summary of Changes

History of Revision to Chapters
The following table lists chapters that were affected in each revision of this document. Each chapter
includes its own change history because it may appear in other device family user�s guides. Refer to the
individual chapter for a list of specific changes. 

Revision
(month/year) Chapter Affected

List of Changes
(page number)

Revision 4
(September 2012)

"Microprocessor Programming of Microsemi�s Low Power Flash Devices" was
revised.

356

Revision 3
(August 2012)

"FPGA Array Architecture in Low Power Flash Devices" was revised. 20

"Clock Conditioning Circuits in Low Power Flash Devices and Mixed Signal
FPGAs" was revised. 

129

"SRAM and FIFO Memories in Microsemi’s Low Power Flash Devices" was
revised.

173

"I/O Structures in IGLOO and ProASIC3 Devices" was revised. 210

"I/O Structures in IGLOOe and ProASIC3E Devices" was revised. 249

The "Pin Descriptions" and "Packaging" chapters were removed. This
information is now published in the datasheet for each product line (SAR
34773).

"In-System Programming (ISP) of Microsemi�s Low Power Flash Devices Using
FlashPro4/3/3X" was revised.

339

"Boundary Scan in Low Power Flash Devices" was revised. 362

Revision 2
(December 2011)

"Clock Conditioning Circuits in Low Power Flash Devices and Mixed Signal
FPGAs" was revised.

129

"UJTAG Applications in Microsemi�s Low Power Flash Devices" was revised. 372

Revision 1
(June 2011)

"Clock Conditioning Circuits in Low Power Flash Devices and Mixed Signal
FPGAs" was revised. 

129

"I/O Structures in IGLOO and ProASIC3 Devices" was revised. 210

"I/O Structures in IGLOOe and ProASIC3E Devices" was revised. 249

"I/O Software Control in Low Power Flash Devices" was revised. 270

"In-System Programming (ISP) of Microsemi�s Low Power Flash Devices Using
FlashPro4/3/3X" was revised.

339

Revision 0
(July 2010)

The ProASIC3L Flash Family FPGAs Handbook was divided into two parts to
create the ProASIC3L Low Power Flash FPGAs Datasheet and the ProASIC3L
FPGA Fabric User�s Guide. 

N/A

"Global Resources in Low Power Flash Devices" was revised. 75

"Clock Conditioning Circuits in Low Power Flash Devices and Mixed Signal
FPGAs" was revised.

129

"I/O Software Control in Low Power Flash Devices" was revised. 270
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