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What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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3.7 Clocks and startup

System clock selection is performed on startup, however the internal RC 8 MHz oscillator is 
selected as default CPU clock on reset. An external 4-32 MHz clock can be selected, in 
which case it is monitored for failure. If failure is detected, the system automatically switches 
back to the internal RC oscillator. A software interrupt is generated if enabled. Similarly, full 
interrupt management of the PLL clock entry is available when necessary (for example with 
failure of an indirectly used external oscillator).

Several prescalers allow to configure the AHB frequency, the high speed APB (APB2) and 
the low speed APB (APB1) domains. The maximum frequency of the AHB and the high 
speed APB domains is 72 MHz, while the maximum allowed frequency of the low speed 
APB domain is 36 MHz. 

The advanced clock controller clocks the core and all peripherals using a single crystal or 
oscillator. To achieve audio class performance, an audio crystal can be used.
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mode, the master clock can be output to the external DAC/CODEC at 256 times the 
sampling frequency.

Refer to Table 9 for the features available in SPI2 and SPI3.

          

3.20 Touch sensing controller (TSC)

The STM32F301x6/8 devices provide a simple solution for adding capacitive sensing 
functionality to any application. These devices offer up to 18 capacitive sensing channels 
distributed over 6 analog I/O groups.

Capacitive sensing technology is able to detect the presence of a finger near a sensor which 
is protected from direct touch by a dielectric (for example glass, plastic). The capacitive 
variation introduced by the finger (or any conductive object) is measured using a proven 
implementation based on a surface charge transfer acquisition principle. It consists of 
charging the sensor capacitance and then transferring a part of the accumulated charges 
into a sampling capacitor until the voltage across this capacitor has reached a specific 
threshold. To limit the CPU bandwidth usage this acquisition is directly managed by the 
hardware touch sensing controller and only requires few external components to operate.

Table 9. STM32F301x6/8 SPI/I2S implementation 

SPI features(1)

1. X = supported.

SPI2 SPI3

Hardware CRC calculation X X

Rx/Tx FIFO X X

NSS pulse mode X X

I2S mode X X

TI mode X X
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Table 12. Legend/abbreviations used in the pinout table 

Name Abbreviation Definition

Pin name
Unless otherwise specified in brackets below the pin name, the pin function during and 
after reset is the same as the actual pin name

Pin type

S Supply pin

I Input only pin

I/O Input / output pin

I/O structure

FT 5 V tolerant I/O

FTf 5 V tolerant I/O, I2C FM+ option

TTa 3.3 V tolerant I/O 

TT 3.3 V tolerant I/O

TC Standard 3.3V I/O

B Dedicated BOOT0 pin

RST Bi-directional reset pin with embedded weak pull-up resistor

Notes
Unless otherwise specified by a note, all I/Os are set as floating inputs during and after 
reset

Pin 
functions

Alternate 
functions

Functions selected through GPIOx_AFR registers

Additional 
functions

Functions directly selected/enabled through peripheral registers
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Table 15. Alternate functions for Port B 
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5 Memory mapping

Figure 8. STM32F301x6/8 memory mapping
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APB1

0x4000 7C00 - 0x4000 9BFF 8 K Reserved

0x4000 7800 - 0x4000 7BFF 1 K I2C3

0x4000 7400 - 0x4000 77FF 1 K DAC1

0x4000 7000 - 0x4000 73FF 1 K PWR

0x4000 5C00 - 0x4000 6FFF 5 K Reserved

0x4000 5800 - 0x4000 5BFF 1 K I2C2

0x4000 5400 - 0x4000 57FF 1 K I2C1

0x4000 4C00 - 0x4000 53FF 2 K Reserved

0x4000 4800 - 0x4000 4BFF 1 K USART3

0x4000 4400 - 0x4000 47FF 1 K USART2

0x4000 4000 - 0x4000 43FF 1 K I2S3ext

0x4000 3C00 - 0x4000 3FFF 1 K SPI3/I2S3

0x4000 3800 - 0x4000 3BFF 1 K SPI2/I2S2

0x4000 3400 - 0x4000 37FF 1 K I2S2ext

0x4000 3000 - 0x4000 33FF 1 K IWDG

0x4000 2C00 - 0x4000 2FFF 1 K WWDG

0x4000 2800 - 0x4000 2BFF 1 K RTC 

0x4000 1400 - 0x4000 27FF 5 K Reserved

0x4000 1000 - 0x4000 13FF 1 K TIM6

0x4000 0400 - 0x4000 0FFF 3 K Reserved

0x4000 0000 - 0x4000 03FF 1 K TIM2

0x2000 4000 - 3FFF FFFF ~512 M Reserved

0x2000 0000 - 0x2000 3FFF 16 K SRAM

0x1FFF F800 - 0x1FFF FFFF 2 K Option bytes

0x1FFF D800 - 0x1FFF F7FF 8 K System memory

0x0801 0000 - 0x1FFF D7FF ~384 M Reserved

0x0800 0000 - 0x0800 FFFF 64 K Main Flash memory 

0x0001 0000 - 0x07FF FFFF ~128 M Reserved

0x0000 000 - 0x0000 FFFF 64 K

Main Flash memory, 
system memory or SRAM 
depending on BOOT 
configuration

1. The gray color is used for reserved Flash memory addresses.

Table 19. STM32F301x6 STM32F301x8 peripheral register boundary 
addresses (continued)(1)

Bus Boundary address Size (bytes) Peripheral
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6.3.4 Embedded reference voltage

The parameters given in Table 27 are derived from tests performed under ambient 
temperature and VDD supply voltage conditions summarized in Table 23.

           

          

6.3.5 Supply current characteristics

The current consumption is a function of several parameters and factors such as the 
operating voltage, ambient temperature, I/O pin loading, device software configuration, 
operating frequencies, I/O pin switching rate, program location in memory and executed 
binary code. 
The current consumption is measured as described in Figure 12: Current consumption 
measurement scheme. 
All Run-mode current consumption measurements given in this section are performed with a 
reduced code that gives a consumption equivalent to CoreMark code.

Note: The total current consumption is the sum of IDD and IDDA.

Table 27. Embedded internal reference voltage

Symbol Parameter Conditions Min Typ Max Unit

VREFINT Internal reference voltage –40 °C < TA < +105 °C 1.20 1.23 1.25 V

TS_vrefint

ADC sampling time when 
reading the internal 
reference voltage

- 2.2 - - µs

VRERINT

Internal reference voltage 
spread over the 
temperature range

VDD = 3 V ±10 mV - - 10(1)

1. Guaranteed by design.

mV

TCoeff Temperature coefficient - - -
100
(1)

ppm/°
C

Table 28. Internal reference voltage calibration values

Calibration value name Description Memory address

VREFINT_CAL

Raw data acquired at 
temperature of 30 °C 
VDDA= 3.3 V

0x1FFF F7BA - 0x1FFF F7BB
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Typical and maximum current consumption

The MCU is placed under the following conditions:

• All I/O pins are in input mode with a static value at VDD or VSS (no load)

• All peripherals are disabled except when explicitly mentioned

• The Flash memory access time is adjusted to the fHCLK frequency (0 wait state from 0 
to 24 MHz,1 wait state from 24 to 48 MHz and 2 wait states from 48 to 72 MHz)

• Prefetch in ON (reminder: this bit must be set before clock setting and bus prescaling)

• When the peripherals are enabled fPCLK2 = fHCLK and fPCLK1 = fHCLK/2

• When fHCLK > 8 MHz, the PLL is ON and the PLL input is equal to HSI/2 (4 MHz) or 
HSE (8 MHz) in bypass mode.

The parameters given in Table 29 to Table 35 are derived from tests performed under 
ambient temperature and supply voltage conditions summarized in Table 23.

          

Table 29. Typical and maximum current consumption from VDD supply at VDD = 3.6V 

Symbol Parameter Conditions fHCLK

All peripherals enabled All peripherals disabled

Unit
Typ

Max @ TA
(1)

Typ
Max @ TA

(1)

25 °C 85 °C 105 °C 25 °C 85 °C 105 °C

IDD

 Supply
 current in

 Run 
mode,

 executing
 from Flash 

 External 
clock (HSE 

bypass)

72 MHz 45.7 48.6 50.0 52.0 25.5 27.5 28.1 28.8

mA

64 MHz 40.6 43.6 44.5 46.4 22.7 24.6 25.2 25.9

48 MHz 30.8 33.6 34.1 35.5 17.3 19.0 19.5 20.0

32 MHz 21.0 22.9 23.5 25.6 11.7 13.2 13.7 14.1

24 MHz 16.0 16.8 18.0 18.9 9.0 10.4 10.8 11.4

8 MHz 5.4 5.6 6.1 7.2 3.3 3.3 3.8 4.2

1 MHz 1.1 1.2 1.7 2.7 0.8 0.9 1.3 1.6

Internal 
clock (HSI)

64 MHz 37.6 41.3 42.9 44.7 22.5 24.7 25.0 25.8

48 MHz 28.7 32.3 33.1 34.0 17.2 19.1 19.4 19.6

32 MHz 19.5 22.0 23.4 24.6 11.5 12.9 13.5 13.7

24 MHz 14.9 16.6 17.9 18.4 6.0 7.0 7.4 7.9

8 MHz 5.2 5.5 6.4 7.0 3.2 3.8 4.3 4.7
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Table 34. Typical current consumption in Run mode, code with data processing running from 
Flash

Symbol Parameter Conditions fHCLK

Typ

UnitPeripherals 
enabled

Peripherals 
disabled

IDD

Supply current in 
Run mode from 
VDD supply

Running from HSE 
crystal clock 8 MHz, 
code executing from 
Flash

72 MHz 44.8 24.9

mA

64 MHz 40.0 22.4

48 MHz 30.3 17.1

32 MHz 20.7 11.9

24 MHz 15.8 9.2

16 MHz 10.9 6.5

8 MHz 5.7 3.55

4 MHz 3.43 3.22

2 MHz 2.18 1.53

1 MHz 1.56 1.19

500 kHz 1.25 0.96

125 kHz 0.96 0.84

IDDA
(1)

 
(2)

Supply current in 
Run mode from 
VDDA supply

72 MHz 237.1

µA

64 MHz 208.3

48 MHz 154.3

32 MHz 105.0

24 MHz 81.3

16 MHz 57.8

8 MHz 1.15

4 MHz 1.15

2 MHz 1.15

1 MHz 1.15

500 kHz 1.15

125 kHz 1.15

1. VDDA supervisor is OFF.

2. When peripherals are enabled, the power consumption of the analog part of peripherals such as ADC, DAC, Comparators, 
OpAmp etc. is not included. Refer to the tables of characteristics in the subsequent sections.
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I/O system current consumption

The current consumption of the I/O system has two components: static and dynamic.

I/O static current consumption 

All the I/Os used as inputs with pull-up generate current consumption when the pin is 
externally held low. The value of this current consumption can be simply computed by using 
the pull-up/pull-down resistors values given in Table 54: I/O static characteristics.

For the output pins, any external pull-down or external load must also be considered to 
estimate the current consumption.

Additional I/O current consumption is due to I/Os configured as inputs if an intermediate 
voltage level is externally applied. This current consumption is caused by the input Schmitt 
trigger circuits used to discriminate the input value. Unless this specific configuration is 
required by the application, this supply current consumption can be avoided by configuring 
these I/Os in analog mode. This is notably the case of ADC input pins which should be 
configured as analog inputs.

Caution: Any floating input pin can also settle to an intermediate voltage level or switch inadvertently, 
as a result of external electromagnetic noise. To avoid current consumption related to 
floating pins, they must either be configured in analog mode, or forced internally to a definite 
digital value. This can be done either by using pull-up/down resistors or by configuring the 
pins in output mode.

I/O dynamic current consumption

In addition to the internal peripheral current consumption (seeTable 37: Peripheral current 
consumption), the I/Os used by an application also contribute to the current consumption. 
When an I/O pin switches, it uses the current from the MCU supply voltage to supply the I/O 
pin circuitry and to charge/discharge the capacitive load (internal or external) connected to 
the pin:

where

ISW is the current sunk by a switching I/O to charge/discharge the capacitive load

VDD is the MCU supply voltage

fSW is the I/O switching frequency

C is the total capacitance seen by the I/O pin: C = CINT+ CEXT+CS

The test pin is configured in push-pull output mode and is toggled by software at a fixed 
frequency.

ISW VDD fSW C××=
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Table 36. Switching output I/O current consumption 

Symbol Parameter Conditions(1) I/O toggling 
frequency (fSW)

Typ Unit

ISW
I/O current

consumption

VDD = 3.3 V
Cext = 0 pF

C = CINT + CEXT+ CS

2 MHz 0.90

mA

4 MHz 0.93

8 MHz 1.16

18 MHz 1.60

36 MHz 2.51

48 MHz 2.97

VDD = 3.3 V
Cext = 10 pF

C = CINT + CEXT +CS

2 MHz 0.93

4 MHz 1.06

8 MHz 1.47

18 MHz 2.26

36 MHz 3.39

48 MHz 5.99

VDD = 3.3 V
Cext = 22 pF

C = CINT + CEXT +CS

2 MHz 1.03

4 MHz 1.30

8 MHz 1.79

18 MHz 3.01

36 MHz 5.99

VDD = 3.3 V
Cext = 33 pF

C = CINT + CEXT+ CS

2 MHz 1.10

4 MHz 1.31

8 MHz 2.06

18 MHz 3.47

36 MHz 8.35

VDD = 3.3 V
Cext = 47 pF

C = CINT + CEXT+ CS

2 MHz 1.20

4 MHz 1.54

8 MHz 2.46

18 MHz 4.51

1. CS = 5 pF (estimated value). 
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6.3.7 External clock source characteristics

High-speed external user clock generated from an external source

In bypass mode the HSE oscillator is switched off and the input pin is a standard GPIO. The 
external clock signal has to respect the I/O characteristics in Section 6.3.14. However, the 
recommended clock input waveform is shown in Figure 14.

          

Figure 14. High-speed external clock source AC timing diagram

Table 40. High-speed external user clock characteristics

Symbol Parameter Conditions Min Typ Max Unit

fHSE_ext
User external clock source 
frequency(1)

1. Guaranteed by design.

-

1 8 32 MHz

VHSEH OSC_IN input pin high level voltage 0.7VDD - VDD
V

VHSEL OSC_IN input pin low level voltage VSS - 0.3VDD

tw(HSEH)
tw(HSEL)

OSC_IN high or low time(1) 15 - -

ns
tr(HSE)
tf(HSE)

OSC_IN rise or fall time(1) - - 20
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6.3.11 EMC characteristics

Susceptibility tests are performed on a sample basis during device characterization.

Functional EMS (electromagnetic susceptibility)

While a simple application is executed on the device (toggling 2 LEDs through I/O ports). 
the device is stressed by two electromagnetic events until a failure occurs. The failure is 
indicated by the LEDs:

• Electrostatic discharge (ESD) (positive and negative) is applied to all device pins until 
a functional disturbance occurs. This test is compliant with the IEC 61000-4-2 standard.

• FTB: A Burst of Fast Transient voltage (positive and negative) is applied to VDD and 
VSS through a 100 pF capacitor, until a functional disturbance occurs. This test is 
compliant with the IEC 61000-4-4 standard.

A device reset allows normal operations to be resumed. 

The test results are given in Table 49. They are based on the EMS levels and classes 
defined in application note AN1709.

          

Designing hardened software to avoid noise problems

EMC characterization and optimization are performed at component level with a typical 
application environment and simplified MCU software. It should be noted that good EMC 
performance is highly dependent on the user application and the software in particular.

Therefore it is recommended that the user applies EMC software optimization and 
prequalification tests in relation with the EMC level requested for his application.

Software recommendations

The software flowchart must include the management of runaway conditions such as:

• Corrupted program counter

• Unexpected reset

• Critical Data corruption (control registers...)

Table 49. EMS characteristics

Symbol Parameter Conditions
Level/
Class

VFESD
Voltage limits to be applied on any I/O pin to 
induce a functional disturbance

VDD = 3.3 V, LQFP64, TA = +25°C,  
fHCLK = 72 MHz 
conforms to IEC 61000-4-2

2B

VEFTB

Fast transient voltage burst limits to be 
applied through 100 pF on VDD and VSS 
pins to induce a functional disturbance

VDD = 3.3 V, LQFP64, TA = +25°C,  
fHCLK = 72 MHz 
conforms to IEC 61000-4-4

4A
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Table 59. IWDG min/max timeout period at 40 kHz (LSI) (1)

1. These timings are given for a 40 kHz clock but the microcontroller internal RC frequency can vary from 30 
to 60 kHz. Moreover, given an exact RC oscillator frequency, the exact timings still depend on the phasing 
of the APB interface clock versus the LSI clock so that there is always a full RC period of uncertainty.

Prescaler divider PR[2:0] bits
Min timeout (ms) RL[11:0]= 

0x000
Max timeout (ms) RL[11:0]= 

0xFFF

/4 0 0.1 409.6

/8 1 0.2 819.2

/16 2 0.4 1638.4

/32 3 0.8 3276.8

/64 4 1.6 6553.6

/128 5 3.2 13107.2

/256 7 6.4 26214.4

Table 60. WWDG min-max timeout value @72 MHz (PCLK)(1) 

1. Guaranteed by design.

Prescaler WDGTB Min timeout value Max timeout value

1 0 0.05687 3.6409 

2 1 0.1137 7.2817 

4 2 0.2275 14.564 

8 3 0.4551 29.127 



DocID025146 Rev 6 111/135

STM32F301x6 STM32F301x8 Electrical characteristics

114

6.3.21 Operational amplifier characteristics

          

Table 71. Operational amplifier characteristics(1) 

Symbol Parameter Condition Min Typ Max Unit

VDDA Analog supply voltage - 2.4 - 3.6 V

CMIR Common mode input range - 0 - VDDA V

VIOFFSET
Input offset 
voltage

Maximum 
calibration 
range

25°C, No Load 
on output. 

- - 4

mV
All voltage/Temp. - - 6

After offset 
calibration

25°C, No Load 
on output. 

- - 1.6

All voltage/Temp. - - 3

ΔVIOFFSET Input offset voltage drift - - 5 - µV/°C

ILOAD Drive current - - - 500 µA

IDDOPAMP Consumption
No load, 
quiescent mode

- 690 1450 µA

CMRR Common mode rejection ratio - - 90 - dB

PSRR Power supply rejection ratio DC 73 117 - dB

GBW Bandwidth - - 8.2 - MHz

SR Slew rate - - 4.7 - V/µs

RLOAD Resistive load - 4 - - kΩ

CLOAD Capacitive load - - - 50 pF

VOHSAT High saturation voltage(2)

Rload = min, Input 
at VDDA.

VDDA-100 - -

mV

 Rload = 20K, 
Input at VDDA.

VDDA-20 - -

VOLSAT Low saturation voltage(2)

Rload = min, 
input at 0V

- - 100

Rload = 20K, 
input at 0V.

- - 20

ϕm Phase margin - - 62 - °

tOFFTRIM

Offset trim time: during 
calibration, 
minimum time needed between 
two 
steps to have 1 mV accuracy

- - - 2 ms

tWAKEUP Wake up time from OFF state.

CLOAD ≤ 50 pf, 
RLOAD ≥ 4 kΩ,  
Follower 
configuration

- 2.8 5 µs

tS_OPAM_VOUT ADC sampling time when reading the OPAMP output 400 - - ns
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Figure 37. WLCSP49 - 49-pin, 3.417 x 3.151 mm, 0.4 mm pitch wafer level chip scale 
package recommended footprint

Table 75. WLCSP49 - 49-pin, 3.417 x 3.151 mm, 0.4 mm pitch wafer level chip scale 
package mechanical data 

Symbol
millimeters inches(1)

1. Values in inches are converted from mm and rounded to 4 decimal digits.

Min Typ Max Min Typ Max

A 0.525 0.555 0.585 0.0207 0.0219 0.0230

A1 - 0.175 - - 0.0069 -

A2 - 0.380 - - 0.0150 -

A3(2)

2. Back side coating

- 0.025 - - 0.0010 -

b(3)

3. Dimension is measured at the maximum bump diameter parallel to primary datum Z.

0.220 0.250 0.280 0.0087 0.0098 0.0110

D 3.382 3.417 3.452 0.1331 0.1345 0.1359

E 3.116 3.151 3.186 0.1227 0.1241 0.1254

e - 0.400 - - 0.0157 -

e1 - 2.400 - - 0.0945 -

e2 - 2.400 - - 0.0945 -

F - 0.5085 - - 0.0200 -

G - 0.3755 - - 0.0148 -

aaa - - 0.100 - - 0.0039

bbb - - 0.100 - - 0.0039

ccc - - 0.100 - - 0.0039

ddd - - 0.050 - - 0.0020

eee - - 0.050 - - 0.0020
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Figure 46. UFQFPN32 - 32-pin, 5x5 mm, 0.5 mm pitch ultra thin fine pitch quad flat 
package recommended footprint

1. Dimensions are expressed in millimeters.

Table 79. UFQFPN32 - 32-pin, 5x5 mm, 0.5 mm pitch ultra thin fine pitch quad flat 
package mechanical data 

Symbol
millimeters inches(1)

1. Values in inches are converted from mm and rounded to 4 decimal digits.

Min Typ Max Min Typ Max

A 0.500 0.550 0.600 0.0197  0.0217 0.0236

A1  0.000  0.020 0.050  0.0000  0.0008 0.0020

A3  - 0.152  -  - 0.0060 -

b 0.180 0.230 0.280 0.0071 0.0091 0.0110

D 4.900 5.000 5.100 0.1929 0.1969 0.2008

D1 3.400 3.500 3.600 0.1339 0.1378 0.1417

D2 3.400 3.500 3.600 0.1339 0.1378 0.1417

E 4.900 5.000 5.100 0.1929 0.1969 0.2008

E1 3.400 3.500 3.600 0.1339 0.1378 0.1417

E2 3.400 3.500 3.600 0.1339 0.1378 0.1417

e  - 0.500  -  -  0.0197  -

L 0.300 0.400 0.500 0.0118 0.0157 0.0197

ddd - - 0.080 - - 0.0031
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Example 2: High-temperature application

Using the same rules, it is possible to address applications that run at high ambient 
temperatures with a low dissipation, as long as junction temperature TJ remains within the 
specified range.

Assuming the following application conditions:

Maximum ambient temperature TAmax = 115 °C (measured according to JESD51-2), 
IDDmax = 20 mA, VDD = 3.5 V, maximum 9 I/Os used at the same time in output at low 
level with IOL = 8 mA, VOL= 0.4 V

PINTmax = 20 mA × 3.5 V= 70 mW

PIOmax = 9 × 8 mA × 0.4 V = 28.8 mW

This gives: PINTmax = 70 mW and PIOmax = 28.8 mW:

PDmax = 70 + 28.8 = 98.8 mW

Thus: PDmax = 98.8 mW

Using the values obtained in Table 80 TJmax is calculated as follows:

– For LQFP100, 45°C/W 

TJmax = 115°C + (45°C/W × 98.8 mW) = 115 °C + 4.44°C = 119.44°C

This is within the range of the suffix 7 version parts (–40 < TJ < 125 °C).

In this case, parts must be ordered at least with the temperature range suffix 7 (see 
Section 8: Ordering information).


